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	R2-096374
	Clarification on the configuration of TX diversity mode on DPCH in DC-HSDPA
	Huawei
	25.331
	3840
	-
	F
	REL-8
	RANimp-DCHSDPA

	R2-096375
	Clarification on the configuration of TX diversity mode on DPCH in DC-HSDPA
	Huawei
	25.331
	3841
	-
	A
	REL-9
	RANimp-DCHSDPA

	R2-096376
	Clarification to the number of HARQ processes in DC-HSDPA
	Infineon Technologies
	25.331
	3842
	-
	F
	REL-8
	RANimp-DCHSDPA

	R2-097187
	Searching on the adjacent cell without the need for compressed mode - Rel 8
	Qualcomm Europe
	25.331
	3947
	-
	F
	REL-8
	RANimp-DCHSDPA

	R2-097188
	Searching on the adjacent cell without the need for compressed mode - Rel 9
	Qualcomm Europe
	25.331
	3948
	-
	A
	REL-9
	RANimp-DCHSDPA

	R2-097190
	HARQ memory partitioning configuration for DC-HSDPA
	Huawei
	25.331
	3903
	-
	F
	REL-8
	RANimp-DCHSDPA

	R2-097299
	Clarification of the definition of the multicell support
	Ericsson, ST-Ericsson
	25.331
	3889
	-
	F
	REL-8
	RANimp-DCHSDPA

	R2-097300
	Clarification of the definition of the multicell support
	Ericsson, ST-Ericsson
	25.331
	3890
	-
	A
	REL-9
	RANimp-DCHSDPA

	R2-097541
	Correction to the implicit HARQ memory partitioning procedure for DC-HSDPA
	InterDigital
	25.331
	3972
	1
	F
	REL-8
	RANimp-DCHSDPA

	R2-097546
	Introduction of DC-HSDPA for FDD
	Infineon Technologies, Qualcomm Europe
	25.302
	0191
	1
	F
	REL-8
	RANimp-DCHSDPA
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