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	R2-097150
	Clarification on when to include SI in MAC-i PDU
	Ericsson, ST-Ericsson
	25.321
	0564
	1
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-097151
	Clarification on when to include SI in MAC-i PDU
	Ericsson, ST-Ericsson
	25.321
	0565
	1
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-097152
	Introduction of POLL_SUFI in UL data transfer
	Ericsson, ST-Ericsson
	25.322
	0369
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-097153
	Clarification that a configuration with RB mapping options for flexible RLC PDU size and mac-es/e is invalid
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3965
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-097154
	Clarification that a configuration with RB mapping options for flexible RLC PDU size and mac-es/e is invalid
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3966
	-
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-097220
	Clarification on when to include SI in MAC-i PDU for 1.28Mcps TDD
	TD Tech
	25.321
	0608
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-097221
	Clarification on when to include SI in MAC-i PDU for 1.28Mcps TDD
	TD Tech
	25.321
	0609
	-
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-097239
	Editorial correction on E-TFC selection for TDD
	CATT
	25.321
	0595
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-097240
	Editorial correction on E-TFC selection for TDD
	CATT
	25.321
	0596
	-
	A
	REL-9
	RANimp-UplinkL2dataRates
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