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	Reason for change:
(

	 According to Section 6.1 of TS 25.367, AS layer will report all the CSG IDs found after scanning RF frequencies in the supported frequency bands. Here it is not mentioned about the Registered or Selected PLMN. 
However according to the stage 1 TS 22.011 section 8.2.4,UE should report only CSG IDs of Registered PLMN.
So there is inconsistency between the TS 22.011 and TS 25.367. 

Impact analysis

Impacted functionality:

Manual CSG ID selection
Inter-operability :

There is no interoperability issue.
 

	
	

	Summary of change:
(

	Specify that AS will report CSG IDs of Registered PLMN after scanning all RF frequencies in supported frequency band.

	
	

	Consequences if 
(

not approved:
	Stage 1 and stage 2 specifications are not consistent with each other.
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	Other comments:
(

	This CR is not needed for Rel-9 as UE will perform CSG ID selection across PLMN.


6
CSG Selection

6.1
Manual CSG ID Selection

Manual CSG ID selection enables a human user to select a CSG ID. In manual CSG ID selection the UE may scan all frequencies in the supported frequency bands and display a list of found CSG IDs or the corresponding HNB Names if broadcast by the CSG cells belonging to the registered PLMN, and indications as to whether the found CSG IDs are contained in the UE’s Allowed CSG List. When the user selects an entry in the list, the UE selects the CSG cell with the best RF quality among the ones with same CSG ID. The UE may normally camp on the chosen cell if it is an allowed CSG cell.
During manual CSG ID selection a UE is allowed to perform Location Registration procedure on a CSG cell which CSD ID is not in the Allowed CSG List.
Based on the outcome of a Location Registration procedure initiated on a CSG cell the UE’s Allowed CSG List is updated.
The UE is allowed to not support manual CSG selection in connected mode.
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