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	R2-096386
	Corrections to DC-HSDPA combined with MIMO
	Huawei
	25.331
	3851
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-096387
	CR on the HARQ configuration options for DC-HSDPA
	Qualcomm Europe
	25.331
	3852
	-
	C
	REL-9
	RANimp-DC_MIMO

	R2-097278
	Removal of redundant IE
	Ericsson, ST-Ericsson
	25.331
	3910
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-097280
	Bundling DC-MIMO and TSN extension together in RRC
	Huawei
	25.331
	3905
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-097418
	Indication of MIMO support in RRC Connection Request
	Ericsson, ST-Ericsson
	25.331
	3906
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-097423
	New values for buffer sizes
	Nokia
	25.331
	4002
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-097426
	L2 buffer sizes for DC-MIMO and E-DCH category combinations
	Ericsson, ST-Ericsson
	25.306
	0249
	1
	F
	REL-9
	RANimp-DC_MIMO

	R2-097547
	Maximum number of MAC-ehs reordering SDUs per TTI
	Ericsson, ST-Ericsson
	25.321
	0594
	1
	F
	REL-9
	RANimp-DC_MIMO
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