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6.2.2
Message definitions

<Cut until the next modified section>
–
HandoverFromEUTRAPreparationRequest (CDMA2000)

The HandoverFromEUTRAPreparationRequest message is used to trigger the handover preparation procedure with a CDMA2000 RAT. This message is also used to trigger a tunneled preparation procedure with a CDMA2000 1xRTT RAT to obtain traffic channel resources for the enhanced CS fallback to CDMA2000 1xRTT, which may also involve a concurrent preparation for handover to CDMA2000 HRPD.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

HandoverFromEUTRAPreparationRequest message
-- ASN1START

HandoverFromEUTRAPreparationRequest ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




handoverFromEUTRAPreparationRequest-r8













HandoverFromEUTRAPreparationRequest-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverFromEUTRAPreparationRequest-r8-IEs ::= SEQUENCE {


cdma2000-Type





CDMA2000-Type,


rand







RAND-CDMA2000



OPTIONAL,  -- Cond cdma2000-Type


mobilityParameters




MobilityParametersCDMA2000
OPTIONAL,  -- Cond cdma2000-Type


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-v890-IEs
OPTIONAL
-- Need OP

}

HandoverFromEUTRAPreparationRequest-v890-IEs ::= SEQUENCE {


lateR8NonCriticalExtension


OCTET STRING



OPTIONAL,
-- Need OP


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-v9x0-IEs
OPTIONAL

}

HandoverFromEUTRAPreparationRequest-v9x0-IEs ::= SEQUENCE {


concurrentPrepHRPD-r9



ENUMERATED {true}


OPTIONAL,
-- Cond PSHO


nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

-- ASN1STOP

	HandoverFromEUTRAPreparationRequest field descriptions

	concurrentPrepHRPD

Trigger of concurrent preparation for handover to CDMA2000 HRPD in addition to preparation for enhanced CS fallback to CDMA2000 1xRTT. If this field is present, concurrent preparation for handover to CDMA2000 HRPD is enabled. Otherwise, concurrent preparation for handover to CDMA2000 HRPD is disabled


	Conditional presence
	Explanation

	cdma2000-Type
	The field is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not present.

	PSHO
	This field is optional present if the cdma2000-Type = type1XRTT; otherwise it is not present.


<Cut until the next modified section>
–
Paging
The Paging message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging message
-- ASN1START

Paging ::=




SEQUENCE {


pagingRecordList




PagingRecordList 




OPTIONAL,
-- Need ON


systemInfoModification



ENUMERATED {true}




OPTIONAL,
-- Need ON


etws-Indication





ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



Paging-v890-IEs





OPTIONAL
-- Need OP

}

Paging-v890-IEs ::=


SEQUENCE {


lateR8NonCriticalExtension

OCTET STRING






OPTIONAL,
-- Need OP


nonCriticalExtension


Paging-v9x0-IEs






OPTIONAL

}

Paging-v9x0-IEs ::=


SEQUENCE {


cmas-Indication-r9



ENUMERATED {true}





OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}







OPTIONAL
-- Need OP

}

PagingRecordList ::=



SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecord ::=




SEQUENCE {


ue-Identity






PagingUE-Identity,


cn-Domain






ENUMERATED
{ps, cs},


...

}

PagingUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


imsi







IMSI,


...

}

IMSI ::=






SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit::=





INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	cn-Domain

Indicates the origin of paging.

	ue-Identity

Provides the NAS identity of the UE that is being paged.

	systemInfoModification

If present: indication of a BCCH modification other than SIB10, SIB11 and SIB12.

	etws-Indication

If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	cmas-Indication

If present: indication of a CMAS notification.

	imsi

The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.


<Cut until the next modified section>
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension-v890


RRCConnectionReconfiguration-v890-IEs
OPTIONAL
-- Need ON

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateR8NonCriticalExtension


OCTET STRING




OPTIONAL,
-- Need OP


nonCriticalExtension-v9x0


RRCConnectionReconfiguration-v9x0-IEs

OPTIONAL
}

RRCConnectionReconfiguration-v9x0-IEs ::= SEQUENCE {


reportProximityConfig-r9


ReportProximityConfig-r9

OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL
-- Need OP

}

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Need OP




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

ReportProximityConfig-r9 ::= SEQUENCE {


eutra-r9






ENUMERATED {allowed, notAllowed},


utra-r9







ENUMERATED {allowed, notAllowed},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	keyChangeIndicator

‘true’ is used only in an intra-cell handover when a KeNB key is derived from a native KASME key taken into use through the successful NAS SMC, as described in TS 33.401 [32] for KeNB re-keying. ’false’ is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; otherwise the field is optionally present, need ON.


<Cut until the next modified section>
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity-r9


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




INTEGER (1..64),


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs




OPTIONAL
-- Need OP

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateR8NonCriticalExtension



OCTET STRING


OPTIONAL,
-- Need OP


nonCriticalExtension




SystemInformationBlockType1-v9x0-IEs
OPTIONAL
}

SystemInformationBlockType1-v9x0-IEs::=
SEQUENCE {


imsEmergencySupportIndicator-r9

ENUMERATED {supported}



OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v9x0, sibType13-v9x0, spare5,











spare4, spare3, spare2, spare1, ...}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed.

	cellBarred

‘barred’ means the cell is barred, as defined in TS 36.304 [4].

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the CSG whitelist that the UE has stored.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2 [dB]. If absent, apply the (default) value of 0 [dB] for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	p-Max

Value applicable for the cell.

	freqBandIndicator

Defined in TS 36.101 [42, table 5.5-1].

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10 and SIB11.

	csg-Identity

Identity of the Closed Subscriber Group within the primary PLMN the cell belongs to. The IE is present in a CSG cell.

	imsEmergencySupportIndicator

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.


	Conditional presence
	Explanation

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.


<Cut until the next modified section>
6.3.1
System information blocks

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR

timeAlignmentTimerCommon


TimeAlignmentTimer,


...,

[[
lateR8NonCriticalExtension



OCTET STRING


OPTIONAL
-- Need OP


]]
}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

MBSFN-SubframeConfig ::=


SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




CHOICE {



oneFrame






BIT STRING (SIZE(6)),



fourFrames






BIT STRING (SIZE(24))


}

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95.

	ac-BarringTime

Mean access barring time value in seconds.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink.

	radioFrameAllocationPeriod, radioFrameAllocationOffset

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod = radioFrameAllocationOffset is satisfied. Value n1 for radioframeAllocationPeriod denotes value 1, n2 denotes value 2, and so on. When fourFrames is used for subframeAllocation, the equation defines the first radio frame referred to in the description below. Values n1 and n2 are not applicable when fourFrames is used.

	subframeAllocation

Defines the subframes that are allocated for MBSFN within the radio frame allocation period defined by the radioFrameAllocationPeriod and the radioFrameAllocationOffset.

	oneFrame

“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies:

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3 , fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	fourFrames

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames, “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows:

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3 , #6, #7, and #8 in the sequence of the four radio-frames.

TDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #3, #4, #7, #8, and #9 in the sequence of the four radio-frames. The last four bits are not used. Uplink subframes are not allocated.


–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



speedStateReselectionPars


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




q-HystSF





SEQUENCE {





sf-Medium





ENUMERATED {















dB-6, dB-4, dB-2, dB0},





sf-High






ENUMERATED {















dB-6, dB-4, dB-2, dB0}




}



}















OPTIONAL

-- Need OP


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




ReselectionThreshold

OPTIONAL,

-- Need OP



threshServingLow




ReselectionThreshold,



cellReselectionPriority



CellReselectionPriority


},


intraFreqCellReselectionInfo

SEQUENCE {



q-RxLevMin






Q-RxLevMin,



p-Max







P-Max





OPTIONAL,

-- Need OP



s-IntraSearch





ReselectionThreshold

OPTIONAL,

-- Need OP



allowedMeasBandwidth



AllowedMeasBandwidth

OPTIONAL,

-- Need OP



presenceAntennaPort1



PresenceAntennaPort1,



neighCellConfig





NeighCellConfig,



t-ReselectionEUTRA




T-Reselection,



t-ReselectionEUTRA-SF



SpeedStateScaleFactors

OPTIONAL

-- Need OP

},


...,


[[
lateR8NonCriticalExtension



OCTET STRING


OPTIONAL
-- Need OP


]]
}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	cellReselectionInfoCommon

Cell re-selection information common for cells.

	q-Hyst

Parameter Qhyst in 36.304 [4], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	speedStateReselectionPars

Speed dependent reselection parameters, see TS 36.304 [4]. If this field is absent, i.e, mobilityStateParameters is also not present, UE behaviour is specified in TS 36.304 [4].

	q-HystSF

Parameter “Speed dependent ScalingFactor for Qhyst” in TS 36.304 [4]. The sf-Medium and sf-High concern the additional hysteresis to be applied, in Medium and High Mobility state respectively, to Qhyst as defined in TS 36.304 [4]. In dB. Value dB-6 corresponds to -6dB, dB-4 corresponds to -4dB and so on.

	t-ReselectionEUTRA

Parameter “TreselectionEUTRAN” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	s-IntraSearch

Parameter Sintrasearch, see TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	cellReselectionServingFreqInfo

Information common for Cell re-selection to inter-frequency and inter-RAT cells.

	s-NonIntraSearch

Parameter Snonintrasearch, see TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	threshServingLow

Parameter Threshserving, low, see TS 36.304 [4].

	intraFreqcellReselectionInfo

Cell re-selection information common for intra-frequency cells.

	p-Max

Value applicable for the intra-frequency neighbouring E-UTRA cells.

	allowedMeasBandwidth

If absent, the value corresponding to the downlink bandwidth indicated by the dl-Bandwidth included in MasterInformationBlock applies.


<Cut until the next modified section>
–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqInfo ::=
SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


q-RxLevMin






Q-RxLevMin,


p-Max







P-Max






OPTIONAL,

-- Need OP


t-ReselectionEUTRA




T-Reselection,


t-ReselectionEUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


cellReselectionPriority



CellReselectionPriority


OPTIONAL,

-- Need OP


neighCellConfig





NeighCellConfig,


q-OffsetFreq





Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList



InterFreqNeighCellList


OPTIONAL, 

-- Need OR


interFreqBlackCellList



InterFreqBlackCellList


OPTIONAL, 

-- Need OR


...,


[[
lateR8NonCriticalExtension



OCTET STRING


OPTIONAL
-- Need OP


]]
}

InterFreqNeighCellList ::=


SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=


SEQUENCE {


physCellId






PhysCellId,


q-OffsetCell





Q-OffsetRange

}

InterFreqBlackCellList ::=


SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	p-Max

Value applicable for the neighbouring E-UTRA cells on this carrier frequency.

	threshX-High

Parameter "Threshx,high", see TS 36.304 [4].

	threshX-Low

Parameter "Threshx,low", see TS 36.304 [4].

	t-ReselectionEUTRA

Parameter “TreselectionEUTRAN” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	q-OffsetFreq

Parameter “Qoffsetfrequency” in TS 36.304 [4].

	interFreqNeighCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.


–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


carrierFreqListUTRA-FDD



CarrierFreqListUTRA-FDD


OPTIONAL, 

-- Need OR


carrierFreqListUTRA-TDD



CarrierFreqListUTRA-TDD


OPTIONAL, 

-- Need OR


t-ReselectionUTRA




T-Reselection,


t-ReselectionUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP

...,


[[
lateR8NonCriticalExtension



OCTET STRING


OPTIONAL
-- Need OP


]]
}

CarrierFreqListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqUTRA-FDD 

CarrierFreqUTRA-FDD ::=

SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


q-QualMin






INTEGER (-24..0),


...

}

CarrierFreqListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF CarrierFreqUTRA-TDD 

CarrierFreqUTRA-TDD ::=

SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Parameter “TreselectionUTRAN” in TS 36.304 [4].

	t-ReselectionUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	carrierFreqListUTRA-FDD

List of carrier frequencies of UTRA FDD.

	carrierFreqListUTRA-TDD
List of carrier frequencies of UTRA TDD.

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4].

	threshX-Low

 Parameter "Threshx,low" in TS 36.304 [4].

	q-RxLevMin

Parameter Qrxlevmin, see TS 25.304 [40]. Actual value = IE value * 2+1. Specifies the minimum required Rx level in the cell expressedin dBm.

	p-MaxUTRA

The maximum allowed transmission power on the (uplink) carrier frequency, see TS 25.304 [40]. In dBm

	q-QualMin

Parameter “Qqualmin” in TS 25.304 [40]. In dB.


<Cut until the next modified section>
–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP



longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


...,


[[
lateR8NonCriticalExtension



OCTET STRING


OPTIONAL
-- Need OP

]],

systemInformationBlockType8-v9x0
SystemInformationBlockType8-v9x0-IEs
OPTIONAL

}

SystemInformationBlockType8-v9x0-IEs ::= SEQUENCE {


csfb-SupportForDualRxUEs-r9


ENUMERATED {true}




OPTIONAL,
-- Need OR


parametersHRPD-v9x0-IEs



SEQUENCE {



neighCellListHRPD-v9x0



NeighCellListCDMA2000-v9x0

OPTIONAL
-- Need OR


}

















OPTIONAL,


parameters1XRTT-v9x0-IEs


SEQUENCE {



neighCellList1XRTT-v9x0



NeighCellListCDMA2000-v9x0

OPTIONAL
-- Need OR


}

















OPTIONAL

}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000      


T-Reselection,


t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList





NeighCellsPerBandclassListCDMA2000

}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn






ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

NeighCellListCDMA2000-v9x0 ::=

SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000-v9x0

NeighCellCDMA2000-v9x0 ::=


SEQUENCE {


neighCellsPerFreqList-v9x0


NeighCellsPerBandclassListCDMA2000-v9x0

}

NeighCellsPerBandclassListCDMA2000-v9x0 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000-v9x0

NeighCellsPerBandclassCDMA2000-v9x0 ::=
SEQUENCE {


physCellIdList-v9x0



PhysCellIdListCDMA2000-v9x0

}

PhysCellIdListCDMA2000-v9x0 ::=

SEQUENCE (SIZE (0..24)) OF PhysCellIdCDMA2000

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005-A [25, Table 2.6.6.2.1-1] and C.S0024-A [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	bandClassList

List of CDMA2000 frequency bands.

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057-B [24, Table 1.5].

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	threshX-Low

Parameter "Threshx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells in neighCellList for each RAT (1XRTT or HRPD) is limited to 32.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if either CSFB or enhanced CS fallback to CDMA2000 1xRTT is supported.

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover and enhanced CS fallback to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002-A [12] or C.S0024-A [26].

	physCellIdList

Identifies the list of CDMA2000 cell ids, see C.S0002-A [12] or C.S0024-A [26].

	csfb-SupportForDualRxUEs-r9

Indication that the network supports the Extended Service Request with CSFB response [35] for 1xRTT capable terminals with dual receivers and single transmitters. This field is not present if csfb-RegistrationParam1XRTT is present.

	neighCellListHRPD-v9x0

Extended List of CDMA2000 HRPD neighbouring cells. The combined total number of HRPD neighbouring cells in both neighCellList and neighCellListHRPD-v9x0 is limited to 32. The field is not present if cellReselectionParametersHRPD is not present; otherwise it is optionally present.

	neighCellList1XRTT-v9x0

Extended List of CDMA2000 1XRTT neighbouring cells. The combined total number of 1XRTT neighbouring cells in both neighCellList and neighCellList1XRTT-v9x0 is limited to 40. The field is not present if cellReselectionParameters1xRTT is not present; otherwise it is optionally present.

	neighCellsPerFreqList-v9x0
Extended list of neighbour cell ids, in the same CDMA2000 Frequency Band as the corresponding instance in “NeighCellListCDMA2000”.

	physCellIdList-v9x0

Extended list of CDMA2000 cell ids, in the same CDMA2000 ARFCN as the corresponding instance in “NeighCellsPerBandclassCDMA2000”.


<Cut until the next modified section>
–
SystemInformationBlockType12
The IE SystemInformationBlockType12 contains a CMAS notification.

SystemInformationBlockType12 information element
-- ASN1START

SystemInformationBlockType12-r9 ::=
SEQUENCE {


messageIdentifier-r9



BIT STRING (SIZE (16)),


serialNumber-r9





BIT STRING (SIZE (16)),


warningMessageSegmentType-r9

ENUMERATED {notLastSegment, lastSegment},


warningMessageSegmentNumber-r9

INTEGER (0..63),


warningMessageSegment-r9


OCTET STRING,


dataCodingScheme-r9




OCTET STRING (SIZE (1)) 

OPTIONAL, 
-- Cond Segment1

lateR9NonCriticalExtension


OCTET STRING




OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	SystemInformationBlockType12 field descriptions

	messageIdentifier

Identifies the source and type of CMAS notification. The first bit contains bit 1 of the equivalent IE defined in TS 23.041 [37, 9.4.1.2.2], TS 36.413 [39, 9.2.1.44] and encoded according to TS 23.041 [37] and so on.

	serialNumber

Identifies variations of a CMAS notification. The first bit contains bit 1 of the equivalent IE defined in TS 23.041 [37, 9.4.1.2.1], TS 36.413 [39, 9.2.1.45] and encoded according to TS 23.041 [37] and so on.

	warningMessageSegmentType

Indicates whether the included CMAS warning message segment is the last segment or not.

	warningMessageSegmentNumber

Segment number of the CMAS warning message segment contained in the SIB. A segment number of zero corresponds to the first segment, one corresponds to the second segment, and so on.

	warningMessageSegment

Carries a segment of the Warning Message Contents IE defined in TS 36.413 [39]. The first octet of the Warning Message Contents IE is equivalent to the CB data IE defined in and encoded according to TS 23.041 [37] and so on.

	dataCodingScheme

Identifies the alphabet/coding and the language applied variations of a CMAS notification. The octet contains the octet of the equivalent IE defined in TS 23.041 [37], TS 36.413 [39] and encoded according to TS 23.038 [38].


	Conditional presence
	Explanation

	Segment1
	The field is mandatory present in the first segment of SIB12, otherwise it is not present.


–
SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

SystemInformationBlockType13 information element
-- ASN1START

SystemInformationBlockType13-r9 ::=
SEQUENCE {


mbsfn-AreaInfoList-r9



MBSFN-AreaInfoList-r9,


notificationConfig-r9



SEQUENCE {



notificationRepetitionCoeff-r9

INTEGER (0),






-- Value range is FFS


notificationOffset-r9



INTEGER (0), 






-- Value range is FFS


notification-subframe-r9


INTEGER (1..6)

},

lateR9NonCriticalExtension


OCTET STRING




OPTIONAL,
-- Need OP


...

}

MBSFN-AreaInfoList-r9 ::=


SEQUENCE (SIZE(1..maxMBSFN-Area)) OF MBSFN-AreaInfo-r9

MBSFN-AreaInfo-r9 ::=



SEQUENCE {


mbsfn-AreaId-r9





INTEGER (0),







-- Value range is FFS

notificationIndicator-r9


INTEGER (0..7),


mcch-Config-r9





SEQUENCE {



repetitionPeriod-r9




ENUMERATED {rf32, rf64, rf128, rf256},



offset-r9






INTEGER (0..10),



modificationPeriod-r9



ENUMERATED {rf512, rf1024},



sf-AllocInfo-r9





BIT STRING (SIZE(6)),



signallingMCS-r9




ENUMERATED {n2, n7, n13, n19}

},


...

}

-- ASN1STOP

	SystemInformationBlockType13 field descriptions

	notificationRepetitionCoeff

Actual change notification repetition period common for all MCCHs that are configured= shortest modificationPeriod/ notificationRepetitionCoeff.

	notificationOffset

Indicates, together with the notificationRepetitionCoeff, the radio frames in which the MCCH change notification is scheduled i.e. the MCCH change notification is scheduled in radio frames for which: SFN mod MCCH change notification repetition period = offset

	notification-subframe

Indicates the subframe used to transmit MCCH change notifications on PDCCH.

FDD: Value 1, 2, 3, 4, 5 and 6 correspond with subframe #1, #2, #3 #6, #7, and #8 respectively.

TDD: Value 1, 2, 3, 4, and 5 correspond with subframe #3, #4, #7, #8, and #9  respectively.

	signallingMCS

Indicates the Modulation and Coding Scheme (MCS) applicable for the subframes indicated by the field sf-AllocInfo and for the first subframe of each MSAP occasion (which may contain the dynamic scheduling information provided by MAC). Value n2 corresponds with the value 2 for parameter 
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in TS 36.213 [23, Table 7.1.7.1-1], and so on.

	notificationIndicator

Indicates which PDCCH bit is used to notify the UE about change of the MCCH applicable for this MBSFN area.

	offset

Indicates, together with the repetitionPeriod, the radio frames in which MCCH is scheduled i.e. MCCH is scheduled in radio frames for which: SFN mod repetitionPeriod = offset

	sf-AllocInfo

Indicates the subframes of the radio frames indicated by the repetitionPeriod and the offset, that may carry MCCH. Value “1” indicates that the corresponding subframe is allocated. The following mapping applies:

FDD: The first/ leftmost bit defines the allocation for subframe #1 of the radio frame indicated by repetitionPeriod and offset, the second bit for #2, the third bit for #3 , the fourth bit for #6, the fifth bit for #7 and the sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3 of the radio frame indicated by repetitionPeriod and offset, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.
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