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	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Title change for test case in TC 8.3.5.4 in TS 34.121-2

	
	

	Source to WG:
(

	Nokia

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI6_Test
	
	Date: (

	12/2/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	RAN4 has agreed a CR (R4-071831) where they changed the title of one MBMS RRM test case due to title was incorrect and misleading. The current title of TC 8.3.5.4 is “Cell Reselection during an MBMS session, one frequency present in neighbour list” which implies that the test case verifies an intra frequency re-selection. However there are two frequencies present in neighbour list and the test case actually verifies the re-selection to an inter-frequency cell during an MBMS session. 

This CR aligns test case title of 8.3.5.4 with the corresponding test case title in RAN4 specification and in TS 34.121-1.

	
	

	Summary of change:
(

	The title for test case 8.3.5.4 is changed to “Cell Reselection during an MBMS session, two frequencies present in neighbour list”.

	
	

	Consequences if 
(

not approved:
	Test case 8.3.5.4 has incorrect title giving wrong info about the test case. The title is not in-line with TS 34.121-1.

	
	

	Clauses affected:
(

	4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to Rel-6 and later UEs supporting MBMS. Corresponding CRs have been done to TS 34.121-1.


4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.121-1 [20] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	5.2A
	Maximum Output Power with HS-DPCCH
	Rel-5 only
	C_RF02
	UEs supporting FDD and HS-PDSCH

	
	 --- many rows are skipped here ---
	
	
	

	8.3.5.1
	Cell Re-selection in CELL_FACH - One frequency present in neighbour list


	R99
	R
	UEs supporting FDD

	8.3.5.2
	Cell Re-selection in CELL_FACH - Two frequencies present in the neighbour list


	R99
	R
	UEs supporting FDD

	8.3.5.3
	Cell Re-selection in CELL_FACH - Cell Reselection to GSM
	R99
	C_RF07
	UEs supporting FDD Packet Switched Data and GPRS

	8.3.5.4
	Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS

	8.3.6.1
	Cell Re-selection in CELL_PCH - One frequency present in the neighbour list


	R99
	C_RF12
	UEs supporting FDD Packet Switched Data
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