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	Other comments:
(

	This CR applies to Rel-6 and later UEs supporting MBMS. 


F.1.5
Requirements for support of RRM

Table F.1.5: Maximum Test System Uncertainty for Radio Resource Management Tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.2 Idle Mode Tasks
	
	

	8.2.2 Cell Re-Selection
	
	

	----- many rows are skipped here ------
	
	

	8.3.5.4 Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Channel 1 during T2 and T3:
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Channel 1 during T1, T2 and T3:
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Channel 2 during T1, T2 and T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.6 Cell Re-selection in CELL_PCH
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2


---------- many sections are skipped here
F.2.4
Requirements for support of RRM

Table F.2.4: Test Tolerances for Radio Resource Management Tests

	Clause
	Test Tolerance

	8.2 Idle Mode Tasks
	

	8.2.2 Cell Re-Selection
	

	 ---------- many rows are skipped here ------------
	

	8.3.5.3 Cell Re-selection to GSM
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.3.5.4 Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Channel 1 during T2 and T3:
+1.00 dB for all Cell 1 Ec/Ior ratios

Channel 1 during T3:

-1.52 dB for Ioc(1)

Channel 2 during T1, T2 and T3:
+1.00 dB for all Cell 2 Ec/Ior ratios

Channel 2 during T2:

-1.38 dB for Ioc(2)

	8.3.6 Cell Re-selection in CELL_PCH
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2


F.4.4
Requirements for support of RRM

Table F.4.4: Derivation of Test Requirements (RRM tests)

	Test 
	Test Parameters in TS 25.133 [2]
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	8.2 Idle Mode Tasks
	
	
	

	8.2.2 Cell Re-Selection
	
	
	

	 --- many rows are skipped here --------
	
	
	

	8.3.5.4 Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	Channel 1 during T2 and T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB
	Channel 1 during T2 and T3:

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB
	Channel 1 during T2 and T3:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 1 during T3:

Ioc(1) = -70.00 dBm
	Channel 1 during T3:

-1.52 dB for Ioc(1)
	Channel 1 during T3:

Ioc(1) Minimum Requirement + TT

	
	Channel 2 during T1, T2 and T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH1_Ec/Ior = -12 dB

S-CCPCH2_Ec/Ior = -6 dB
	Channel 2 during T1, T2 and T3:

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB
	Channel 2 during T1, T2 and T3:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T2:

Ioc(2) = -70.00 dBm
	Channel 2 during T2:

-1.38 dB for Ioc(2)
	Channel 2 during T2:

Ioc(2) Minimum Requirement + TT

	8.3.6 Cell Re-selection in CELL_PCH
	
	
	


------------------- Many sections are skipped here ----------------
Annex K (normative):
Cell configuration mapping

The cells defined in TS 25.133 [2] and used in TS 34.121 do not correspond to the cells defined in TS 34.108 [3] section 6.1.4.  Table K.1 describes the mapping between cells described in TS 34.121 and those defined in TS 34.108 [3]. For each test case in section 8 the cells as defined in TS 34.108 [3] section 6.1.4 are listed in one row. The test case shall apply the RF parameters as defined in TS 34.121 according to the column heading. The use of cells as defined in TS 34.108 [3] section 6.1.4 is important in order to have consistent SIB11 configurations between the different cells.

Note:
For example if the second cell in a test case is an inter-frequency cell then Cell4 from TS 34.108 [3] section 6.1.4 is used with the radio parameters as defined for Cell2 in TS 34.121.
Table K.1: Cell configuration mapping for RF testing

	Test Case
	Description
	34.121 Cell1
	34.121 Cell2
	34.121 Cell3
	34.121 Cell4
	34.121 Cell5
	34.121 Cell6

	8.2.2.1
	Idle Mode / Cell Re-Selection / Scenario 1:Single carrier case
	Cell1
	Cell2
	Cell3
	Cell7
	Cell8
	Cell11

	8.2.2.2
	Idle Mode / Cell Re-Selection / Scenario 2:Multi carrier case
	Cell1
	Cell4
	Cell2
	Cell3
	Cell5
	Cell6

	8.2.3.1
	Idle Mode / UTRAN to GSM Cell Re-Selection/ Scenario 1: Both UTRA and GSM level changed
	Cell1
	Cell9
	
	
	
	

	8.2.3.2
	Idle Mode / UTRAN to GSM Cell Re-Selection/ Scenario 2: Only UTRA level changed
	Cell1
	Cell9
	
	
	
	

	8.2.3.3
	Idle Mode / UTRAN to GSM Cell Re-Selection/ Scenario 3: HCS with only UTRA level changed
	Cell1
	Cell9
	
	
	
	

	8.2.4
	Idle Mode / FDD/TDD Cell Re-selection
	Cell1
	TDD
	
	
	
	

	8.2.5.1
	UTRAN to E-UTRA Cell Re-Selection
E-UTRA is of higher priority

	Cell1
	TBD
	
	
	
	

	8.2.5.2
	UTRAN to E-UTRA Cell Re-Selection
E-UTRA is of lower priority
	Cell1
	TBD
	
	
	
	

	8.3.1
	UTRAN Connected Mode Mobility / FDD/FDDSoft Handover
	Cell1
	Cell2
	
	
	
	

	8.3.2.1
	UTRAN Connected Mode Mobility / FDD/FDDHard Handover to intra-frequency cell
	Cell1
	Cell2
	
	
	
	

	8.3.2.2
	UTRAN Connected Mode Mobility / FDD/FDDHard Handover to inter-frequency cell
	Cell1
	Cell4
	
	
	
	

	8.3.3
	UTRAN Connected Mode Mobility / FDD/TDDHard Handover
	Cell1
	TDD
	
	
	
	

	8.3.4
	UTRAN Connected Mode Mobility /Inter-system Handover from UTRAN FDD to GSM
	Cell1
	Cell9
	
	
	
	

	8.3.4a
	UTRAN Connected Mode Mobility / Inter-system Handover from UTRAN FDD to E-UTRAN FDD
	Cell1
	TBD
	
	
	
	

	8.3.5.1
	UTRAN Connected Mode Mobility / CellRe-selection in CELL_FACH / One frequency present in neighbour list
	Cell1
	Cell2
	Cell3
	Cell7
	Cell8
	Cell11

	8.3.5.2
	UTRAN Connected Mode Mobility / CellRe-selection in CELL_FACH / Two frequencies present in the neighbour list
	Cell1
	Cell4
	Cell2
	Cell3
	Cell5
	Cell6

	8.3.5.3
	UTRAN Connected Mode Mobility / CellRe-selection in CELL_FACH / Cell Reselection to GSM
	Cell1
	Cell9
	
	
	
	

	8.3.5.4
	UTRAN Connected Mode Mobility / CellRe-selection in CELL_FACH / Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Cell1
	Cell4
	
	
	
	

	8.3.6.1
	UTRAN Connected Mode Mobility / CellRe-selection in CELL_PCH / One frequency present in the neighbour list
	Cell1
	Cell2
	Cell3
	Cell7
	Cell8
	Cell11
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