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8
Performance Requirement

8.1
General

The performance requirements for the physical channels specified in TS 36.211 [8] clause 6 (for downlink physical channels) shall be as defined in the respective sections below.

The requirements for the UE in this clause are specified for the downlink reference measurement channels specified in Annex A, the propagation conditions specified in Annex B and the downlink physical channels specified in Annex C.

Unelss otherwise stated the throughput measurements in clause 8 shall be performed according to the general rules for statistical testing in Annex G clause G.3.

The requirement for a UE that support E-UTRA in downlink shall be tested according to the declared UE PDSCH category.
8.1.1
Dual-antenna receiver capability

The performance requirements are based on UE(s) that utilize a dual-antenna receiver.
For all test cases, the SNR is defined as:
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where the superscript indicates the receiver antenna connector. The SNR requirement applies for the UE categories given for each test. 

The normative reference for this requirement is TS 36.101 [2] clause 8.1.1.
8.1.1.1
Simultaneous unicast and MBMS operations

8.1.1.2
Dual-antenna receiver capability in idle mode

8.2
Demodulation of PDSCH (Cell-Specific Reference Symbols)

8.2.1
FDD (Fixed Reference Channel)
The parameters specified in Table 8.2.1-1 are valid for all FDD tests unless otherwise stated.

Table 8.2.1-1: Common Test Parameters (FDD)

	Parameter
	Unit
	Value 
	Comments

	Inter-TTI Distance
	
	1
	

	Number of HARQ processes
	Processes
	8
	For FDD, 8 HARQ processes in the DL, as specified in TS 36.213 [10] clause 7. All 8 HARQ processes are used.

	Maximum number of HARQ transmission
	
	4
	It is always 4 for FDD, as specified in TS 36.213 [10] clause 8

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM
	

	Number of OFDM symbols for PDCCH
	OFDM symbols
	4 for 1.4 MHz bandwidth, 3 for 3 MHz and 5 MHz bandwidths, 2 for 10 MHz, 15 MHz and 20 MHz bandwidths
	The PCFICH carries information about the number of OFDM symbols used for transmission of PDCCHs in a subframe, as specified in TS 36.211 [8] clause 6.7 

	Cyclic Prefix
	
	Normal
	CP consist of the following physical resource blocks (RBs) parameters: 12 consecutive subcarriers at a 15 kHz spacing and 7 OFDM symbols, as specified in TS 36.211 [8] clause 6.2.3

	NOTE: 
TBD


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.

8.2.1.1
FDD PDSCH Single Antenna Port Performance (Cell-Specific Reference Symbols)
8.2.1.1.1
FDD PDSCH Single Antenna Port Performance
8.2.1.1.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS.

8.2.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.1.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.1, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.1.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.1.1.3-2 for the specified SNR. For QPSK and 64QAM performance the bandwidths specified in Table 5.4.2.1-1 are verified.

Table 8.2.1.1.1.3-1: Test Parameters for Testing

	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18

	Downlink power allocation
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	dB 
	0
	0
	0
	0
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	dB 
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
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	dBm/15kHz
	-98
	-98
	-98
	-98

	Cell ID
	
	
	
	
	0

	Symbols for unused PRBs
	
	-
	-
	-
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM

	Note 1:
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Note 2:
Each unused physical resource block (PRB) is assigned to an individual virtual UE. The data for each virtual UE shall be uncorrelated with data from other virtual UEs over the period of any measurement. The data shall be QPSK modulated.


Table 8.2.1.1.1.3-2: Minimum performance (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.2 FDD]
	-
	EVA5
	1x2 Low
	70
	-1.0
	1-5

	2
	10 MHz
	[R.2 FDD]
	-
	ETU70
	1x2 Low
	70
	-0.4
	1-5

	3
	10 MHz
	[R.2 FDD]
	-
	ETU300
	1x2 Low
	70
	0.0
	1-5

	4
	10 MHz
	[R.2 FDD]
	-
	HST
	1x2 Low
	70
	-2.4
	1-5

	5
	1.4 MHz
	[R.4 FDD]
	-
	EVA5
	1x2 Low
	70
	-0.5
	1-5

	6
	10 MHz
	[R.3 FDD]
	-
	EVA5
	1x2 Low
	70
	6.7
	2-5

	7
	10 MHz
	[R.3 FDD]
	-
	ETU70
	1x2 Low
	30
	1.4
	2-5

	8
	10 MHz
	[R.3 FDD]
	-
	ETU300
	1x2 High
	70
	9.4
	2-5

	9
	3 MHz
	[R.5 FDD]
	-
	EVA5
	1x2 Low
	70
	17.6
	1-5

	10
	5 MHz
	[R.6 FDD]
	-
	EVA5
	1x2 Low
	70
	17.4
	2-5

	11
	10 MHz
	[R.7 FDD]
	-
	EVA5
	1x2 Low
	70
	17.7
	2-5

	12
	10 MHz
	[R.7 FDD]
	-
	ETU70
	1x2 Low
	70
	19.0
	2-5

	13
	10 MHz
	[R.7 FDD]
	-
	EVA5
	1x2 High
	70
	19.1
	2-5

	14
	15 MHz
	[R.8 FDD]
	-
	EVA5
	1x2 Low
	70
	17.7
	2-5

	15
	20 MHz
	[R.9 FDD]
	-
	EVA5
	1x2 Low
	70
	17.6
	3-5

	16
	3 MHz
	R.0 FDD
	OP.1
	ETU70
	1x2 Low
	30
	1.9
	1-5

	17
	10 MHz
	R.1 FDD
	OP.2
	ETU70
	1x2 Low
	30
	1.9
	1-5

	18
	20 MHz
	R.1 FDD
	OP.3
	ETU70
	1x2 Low
	30
	1.9
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.1.

8.2.1.1.1.4
Test description

8.2.1.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested for full allocation: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Frequencies to be tested for 1PRB allocation: Low Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.1.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.1
1. Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2. The parameter settings for the cell are set up according to Table 8.2.1-1and 8.2.1.1.1.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.1.1.4.3.

8.2.1.1.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.1.1.3-1 and 8.2.1.1.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.1.1.3-1 and 8.2.1.1.1.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.1.1.1.5-1as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
5.
Repeat steps from 1 to 4 for each subtest in Table 8.2.1.1.1.5-1 as appropriate.
8.2.1.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.
8.2.1.1.1.5
Test requirement

Table 8.2.1.1.1.3-1defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 for each throughput test shall meet or exceed the specified value in Table 8.2.1.1.1.5-1 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.1.1.1.5-1: Test requirement (FRC)
	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.2 FDD]
	-
	EVA5
	1x2 Low
	70
	-0.2
	1-5

	2
	10 MHz
	[R.2 FDD]
	-
	ETU70
	1x2 Low
	70
	+0.4
	1-5

	3
	10 MHz
	[R.2 FDD]
	-
	ETU300
	1x2 Low
	70
	0.8
	1-5

	4
	10 MHz
	[R.2 FDD]
	-
	HST
	1x2 Low
	70
	-1.8
	1-5

	5
	1.4 MHz
	[R.4 FDD]
	-
	EVA5
	1x2 Low
	70
	+0.3
	1-5

	6
	10 MHz
	[R.3 FDD]
	-
	EVA5
	1x2 Low
	70
	+7.5
	2-5

	7
	10 MHz
	[R.3 FDD]
	-
	ETU70
	1x2 Low
	30
	+2.2
	2-5

	8
	10 MHz
	[R.3 FDD]
	-
	ETU300
	1x2 High
	70
	+10.2
	2-5

	9
	3 MHz
	[R.5 FDD]
	-
	EVA5
	1x2 Low
	70
	+8.41
	1-5

	10
	5 MHz
	[R.6 FDD]
	-
	EVA5
	1x2 Low
	70
	+18.2
	2-5

	11
	10 MHz
	[R.7 FDD]
	-
	EVA5
	1x2 Low
	70
	+18.5
	2-5

	12
	10 MHz
	[R.7 FDD]
	-
	ETU70
	1x2 Low
	70
	+19.8
	2-5

	13
	10 MHz
	[R.7 FDD]
	-
	EVA5
	1x2 High
	70
	+19.9
	2-5

	14
	15 MHz
	[R.8 FDD]
	-
	EVA5
	1x2 Low
	70
	+18.5
	2-5

	15
	20 MHz
	[R.9 FDD]
	-
	EVA5
	1x2 Low
	70
	+18.4
	3-5

	16
	3 MHz
	R.0 FDD
	OP.1
	ETU70
	1x2 Low
	30
	+2.7
	1-5

	17
	10 MHz
	R.1 FDD
	OP.2
	ETU70
	1x2 Low
	30
	+2.7
	1-5

	18
	20 MHz
	R.1 FDD
	OP.3
	ETU70
	1x2 Low
	30
	+2.7
	1-5


8.2.1.1.2
FDD PDSCH Single Antenna Port Performance with 1PRB

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.1.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS for 1PRB allocation with MBSFN subframes.

8.2.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.1.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.1, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.1.2.3-1, and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.1.2.3-2, for the specified SNR.
Table 8.2.1.1.2.3-1: Test Parameters for Testing 1 PRB allocation
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)
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	dBm/15kHz
	-98

	Cell ID
	
	0

	Symbols for MBSFN portion of MBSFN subframes (Note 2)
	
	OCNG (Note 3)

	Note 1:
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Note 2:
The MBSFN portion of an MBSFN subframe comprises the whole MBSFN subframe except the first two symbols in the first slot. 

Note 3:
The MBSFN portion of the MBSFN subframes shall contain QPSK modulated data.  Cell-specific reference signals are not inserted in the MBSFN portion of the MBSFN subframes, QPSK modulated MBSFN data is used instead.


Table 8.2.1.1.2.3-2: Minimum performance (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 FDD
	OP.4 FDD
	ETU70
	1x2 Low
	30
	2.0
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.1.

8.2.1.1.2.4
Test description

8.2.1.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Low Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Tables 8.2.1.1.2.3-2as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.1.1.2.3-1as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.

5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.1.2.4.3.

8.2.1.1.2.4.2
Test procedure
1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.1.2.3-1 and 8.2.1.1.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.1.2.3-1 and 8.2.1.1.2.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.2.1.1.2.5-1as appropriate.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
8.2.1.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.2.1.1.2.4.3-1: SystemInformationBlockType2: Additional  FDD PDSCH Single Antenna Port Performance  for 1 PRB allocation with MBSFN subframes test point 1 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	111111
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	FDD

	        }
	
	
	

	    }
	
	
	


8.2.1.1.2.5
Test requirement

Table 8.2.1.1.2.3-1defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.1.2.5-1for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.1.2.5-1: Test requirement 1 PRB allocation with MBSFN subframes (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.29 FDD]
	ETU70
	1x2 Low
	30
	+2.8
	1-5


8.2.1.2
FDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)
8.2.1.2.1
FDD PDSCH Transmit Diversity 2x2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.2.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using transmit diversity  (SFBC).

8.2.1.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.2.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.
Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.1.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 2 transmitter antennas as specified.

Table 8.2.1.2.1.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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	dB
	-3 (Note 1)
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Table 8.2.1.2.1.3-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.11 FDD]
	EVA5
	2x2 Medium
	70
	6.8
	2-5

	2
	10 MHz
	[R.10 FDD]
	HST
	2x2 Low
	70
	-2.3
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.2.

8.2.1.2.1.4
Test description

8.2.1.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.2.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.2.1.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.2.1.4.3.

8.2.1.2.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.2.1.3-1 and 8.2.1.2.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables  8.2.1.2.1.3-1 and 8.2.1.2.1.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.2.1.5-1 as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
5.
Repeat steps from 1 to 4 for each test interval in Table 8.2.1.2.1.5-1 as appropriate.

8.2.1.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.
8.2.1.2.1.5
Test requirement

Table 8.2.1.2.1.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Table 8.2.1.2.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.2.1.5-1: Test requirement Transmit Diversity (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.11 FDD]
	EVA5
	2x2 Medium
	70
	6.8 + TT
	2-5

	2
	10 MHz
	[R.10 FDD]
	HST
	2x2 Low
	70
	-2.3 + TT
	1-5


8.2.1.2.2
FDD PDSCH Transmit Diversity 4x2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.2.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using transmit diversity  (SFBC).

8.2.1.2.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.2.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.2.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 4 transmitter antennas as specified.

Table 8.2.1.2.2.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1 

	Downlink power allocation
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	dB
	-3 (Note 1)
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Table 8.2.1.2.2.3-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	1.4 MHz 
	[R.12 FDD]
	EPA5
	4x2 Medium
	70
	0.2
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.2.

8.2.1.2.2.4
Test description

8.2.1.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.2.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.2.2.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.2.2.4.3.

8.2.1.2.2.4.2
Test procedure
1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.2.2.3-1 and 8.2.1.2.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.2.2.3-1 and 8.2.1.2.2.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.2.2.5-1 as appropriate.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.1.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.2.1.2.2.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional FDD PDSCH transmit diversity performance downlink power allocation test point 1 requirement

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-3
	
	

	}
	
	
	


8.2.1.2.2.5
Test requirement

Table 8.2.1.2.2.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Table 8.2.1.2.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.2.2.5-1: Test requirement Transmit Diversity (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	1.4 MHz 
	[R.12 FDD]
	EPA5
	4x2 Medium
	70
	0.2 + TT
	1-5


8.2.1.3
FDD PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
8.2.1.3.1
FDD PDSCH Open Loop Spatial Multiplexing 2x2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.3.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.

8.2.1.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.3.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.1.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.1.3.1.3-1: Test Parameters for Large Delay CDD (FRC)
	Parameter
	Unit
	Test 1

	Downlink power allocation
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Table 8.2.1.3.1.3-2: Minimum performance Large Delay CDD (FRC)

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz


	[R.11 FDD]
	EVA70
	2x2 Low
	70
	13.0
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.3.

8.2.1.3.1.4
Test description

8.2.1.3.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.3.1.3-1, as defined in TS 36.508 [7] clause 4.3.1.1
1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.
2. The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.3.1.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.3.1.4.3.

8.2.1.3.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.3.1.3-1 and 8.2.1.3.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.3.1.3-1 and 8.2.1.3.1.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.2.1.3.1.5-1 as appropriate.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
8.2.1.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.2.1.3.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional  FDD PDSCH open loop spatial multiplexing performance downlink power allocation test point 1 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.1.3.1.5
Test requirement

Table 8.2.1.3.1.3-1 defines the primary level settings. 

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.3.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.3.1.5-1: Minimum performance Large Delay CDD (FRC)

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz

16QAM 1/2
	[R.11 FDD]
	EVA70
	2x2 Low
	70
	13.0 + TT
	2-5


8.2.1.3.2
FDD PDSCH Open Loop Spatial Multiplexing 4x2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.3.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.

8.2.1.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.3.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.2.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.1.3.2.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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Table 8.2.1.3.2.3-2: Minimum performance Large Delay CDD (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.14 FDD]
	EVA70
	4x2 Low
	70
	14.3
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.3.

8.2.1.3.2.4
Test description

8.2.1.3.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.3.1.3-1, as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.11 for antenna configuration 4x2.
2. The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.3.2.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.3.2.4.3.

8.2.1.3.2.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.3.2.3-1 and 8.2.1.3.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.3.2.3-1 and 8.2.1.3.2.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.2.1.3.2.5-1 as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.1.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.2.1.3.2.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional  FDD PDSCH open loop spatial multiplexing performance downlink power allocation test point 1 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-6
	
	

	}
	
	
	


Table 8.2.1.3.2.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional  FDD PDSCH open loop spatial multiplexing performance downlink power allocation test point 2 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.1.3.2.5
Test requirement

Table 8.2.1.3.2.3-1 defines the primary level settings. 

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.3.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.3.2.5-1: Minimum performance Large Delay CDD (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.14 FDD]
	EVA70
	4x2 Low
	70
	14.3 + TT
	2-5


8.2.1.4
FDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
8.2.1.4.1
FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2 x 2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.4.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.

 8.2.1.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.4.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.4.1.3-1 and 8.2.1.4.1.3-3 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.4.1.3-2 and 8.2.1.4.1.3-4 for the specified SNR. For single-layer spatial multiplexing closed loop rank-one performance with wideband and frequency selective precoding is specified. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.1.4.1.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing
	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	-3 (Note 1)
	-3 (Note 1)
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	Precoding granularity
	PRB
	6
	50

	PMI delay (Note 2)
	ms
	8
	8

	Reporting interval
	ms
	1
	1

	Reporting mode
	
	PUSCH 1-2
	PUSCH 3-1

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 8.2.1.4.1.3-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	-3 (Note 1)
	-3 (Note 1)
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	Precoding granularity
	PRB
	50
	50

	PMI delay (Note 2)
	Ms
	8
	8

	Reporting interval
	Ms
	TBD
	TBD

	Reporting mode
	
	PUSCH 1-2
	PUSCH 3-1

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 8.2.1.4.1.3-3: Test Parameters for Testing Multi-Layer Spatial Multiplexing
	Parameter
	Unit
	Test 1
	Test 2
	Test [5.3]

	Downlink power allocation
	
[image: image34.wmf]A

r


	dB
	-3
	-3
	-6
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-6 (Note 1)
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	Precoding granularity
	PRB
	50
	50
	6

	PMI delay (Note 2)
	ms
	8
	8
	8

	Reporting interval
	ms
	1
	1
	TBD

	Reporting mode
	
	PUSCH 3-1
	PUSCH 3-1
	PUSCH 1-2

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 8.2.1.4.1.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.11 FDD]
	EVA5
	2x2 Low
	70
	12.9
	2-5

	2
	10 MHz
	[R.11 FDD]
	ETU70
	2x2 Low
	70
	14.3
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.

8.2.1.4.1.4
Test description

8.2.1.4.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: As specified per test number in Tables 8.2.1.4.1.3-2 and 8.2.1.4.1.3-4 as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.1.4.1.3-1 and 8.2.1.4.1.3.-3 as appropriate.

3. Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.4.1.4.3.

8.2.1.4.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.4.1.3-1, 8.2.1.4.1.3-2, 8.2.1.4.1.3-3 and 8.2.1.4.1.3-4. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.4.1.3-1, 8.2.1.4.1.3-2, 8.2.1.4.1.3-3 and  8.2.1.4.1.3-4. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.4.1.5-1 and 8.2.1.4.1.5-2 as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
5.
Repeat steps from 1 to 2 for each test interval in Tables 8.2.1.4.1.5-1 and 8.2.1.4.1.5-2 as appropriate.

8.2.1.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.2.1.4.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation test point 1 requirement for Test number 1, 2
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm6
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 2 requirement for Test number 3, 4
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1.4.3-3: CQI-ReportConfig-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 3 requirement for Test number 1, 3
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


Table 8.2.1.4.1.4.3-3: CQI-ReportConfig-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 3 requirement for Test number 2, 4
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


8.2.1.4.1.5
Test requirement

Tables 8.2.1.4.3-1 and 8.2.1.4.3-3 define the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.4.1.5-1 and 8.2.1.4.1.5-2 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.4.1.5-1: Test requirement Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.10]
	EVA5
	2x2 Low
	70
	-2.5 + TT
	1-5

	2
	10 MHz
	[R.10]
	EPA5
	2x2 High
	70
	-2.8 + TT
	1-5


Table 8.2.1.4.1.5-2: Test requirement Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	3
	10 MHz
	[R.11 FDD]
	EVA5
	2x2 Low
	70
	12.9 + TT
	2-5

	4
	10 MHz
	[R.11 FDD]
	ETU70
	2x2 Low
	70
	14.3 + TT
	2-5


8.2.1.4.2
FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4 x 2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.4.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.

8.2.1.4.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.4.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.4.2.3-1 and 8.2.1.4.2.3-3 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.4.2.3-2 and 8.2.1.4.2.3-4 for the specified SNR. For single-layer spatial multiplexing closed loop rank-one performance with wideband and frequency selective precoding is specified. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.1.4.2.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 8.2.1.4.2.3-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.13]
	EVA5
	4x2 Low
	70
	-3.4
	1-5


Table 8.2.1.4.2.3-3: Test Parameters for Testing Multi-Layer Spatial Multiplexing
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 8.2.1.4.2.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	[R.14 FDD]
	EVA5
	4x2 Low
	70
	10.5
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.

8.2.1.4.2.4
Test description

8.2.1.4.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Tables 8.2.1.4.2.3-2 and 8.2.1.4.2.3-4 as defined in TS 36.508 [7] clause 4.3.1.1.

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.1.4.2.3-1 and 8.2.1.4.2.3-3 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.
5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.4.2.4.3.

8.2.1.4.2.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.4.2.3-1, 8.2.1.4.2.3-2, 8.2.1.4.2.3-3 and 8.2.1.4.2.3-4. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.1.4.2.3-1, 8.2.1.4.2.3-2, 8.2.1.4.2.3-3 and 8.2.1.4.2.3-4. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.4.2.5-1 and 8.2.1.4.2.5-2 as appropriate.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
5.
Repeat steps from 1 to 4 for each test interval in Tables 8.2.1.4.2.5-1 and 8.2.1.4.2.5-2 as appropriate.

8.2.1.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.2.1.4.2.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional  FDD PDSCH closed loop spatial multiplexing performance downlink power allocation test point 1 requirement for Test numbers 1, 2
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-6 PDSCH-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-6
	
	

	}
	
	
	


Table 8.2.1.4.2.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation test point 2 requirement for Test number 1
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm6
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.2.4.3-3: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 3 requirement for Test number 2
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.2.4.3-4: CQI-ReportConfig-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 4 requirement for Test number 1, 2
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


8.2.1.4.2.5
Test requirement

Tables 8.2.1.4.2.3-1 and 8.2.1.4.2.3-3 define the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.4.25-1 and 8.2.1.4.2.5-2 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.4.2.5-1: Test requirement Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz 
	[R.13]
	EVA5
	4x2 Low
	70
	-3.4 + TT
	1-5


Table 8.2.1.4.2.5-2: Test requirement Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	2
	10 MHz
	[R.14 FDD]
	EVA5
	4x2 Low
	70
	10.5 + TT
	2-5


8.2.2
TDD (Fixed Reference Channel)

The parameters specified in Table 8.2.2-1 are valid for all TDD tests unless otherwise stated.

Table 8.2.2-1: Common Test Parameters (TDD)

	Parameter
	Unit
	Value 
	Comments

	Uplink downlink configuration (Note 1)
	
	1
	

	Special subframe configuration (Note 2)
	
	4
	

	Inter-TTI Distance
	
	1
	

	Number of HARQ processes
	Processes
	7
	For TDD, 7 HARQ processes in the DL, as specified in TS 36.213 [10] clause 7. 
All 7 HARQ processes are used.

	Maximum number of HARQ transmission
	
	4
	It is always 4 for TDD, as specified in TS 36.213 [10] clause 8

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM
	

	Number of OFDM symbols for PDCCH
	OFDM symbols
	4 for 1.4 MHz bandwidth, 3 for 3 MHz and 5 MHz bandwidths, 

2 for 10 MHz, 15 MHz and 20 MHz bandwidths
	The PCFICH carries information about the number of OFDM symbols used for transmission of PDCCHs in a subframe, as specified in TS 36.211 [8] clause 6.7 

	Cyclic Prefix
	
	Normal
	CP consist of the following physical resource blocks (RBs) parameters: 12 consecutive subcarriers at a 15 kHz spacing and 7 OFDM symbols, as specified in TS 36.211 [8] clause 6.2.3

	Cell ID
	
	0
	

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [8]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [8]


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.

8.2.2.1
TDD PDSCH Single Antenna Port Performance (Cell-Specific Reference Symbols)
8.2.2.1.1
TDD PDSCH Single Antenna Port Performance
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.1.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS and also for the transmission on a single-antenna port with full RB allocation.

8.2.2.1.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.1.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.1, with the addition of the relevant parameters in Tables 8.2.2-1, 8.2.2.1.1.3-1 and the downlink physical channel setup according to table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.1.1.3-2 for the specified SNR.

Table 8.2.2.1.1.3-1: Test Parameters
	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18

	Downlink power allocation
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	dB
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	-
	-
	-
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM

	Note 1:
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Note 2:  
Each unused physical resource block (PRB) is assigned to an individual virtual UE. The data for each virtual UE shall be uncorrelated with data from other virtual UEs over the period of any measurement. The data shall be QPSK modulated.


Table 8.2.2.1.1.3-2: Minimum performance (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.2 TDD
	-
	EVA5
	1x2 Low
	70
	-1.2
	1-5

	2
	10 MHz
	R.2 TDD
	-
	ETU70
	1x2 Low
	70
	-0.6
	1-5

	3
	10 MHz
	R.2 TDD
	-
	ETU300
	1x2 Low
	70
	-0.2
	1-5

	4
	10 MHz
	R.2 TDD
	-
	HST
	1x2 Low
	70
	-2.6
	1-5

	5
	1.4 MHz
	R.4 TDD
	-
	EVA5
	1x2 Low
	70
	-0.5
	1-5

	6
	10 MHz
	R.3 TDD
	-
	EVA5
	1x2 Low
	70
	6.7
	2-5

	7
	10 MHz
	R.3 TDD
	-
	ETU70
	1x2 Low
	30
	1.4
	2-5

	8
	10 MHz
	R.3 TDD
	-
	ETU300
	1x2 High
	70
	9.3
	2-5

	9
	3 MHz
	R.5 TDD
	-
	EVA5
	1x2 Low
	70
	17.6
	1-5

	10
	5 MHz
	R.6 TDD
	-
	EVA5
	1x2 Low
	70
	17.6
	2-5

	11
	10 MHz
	R.7 TDD
	-
	EVA5
	1x2 Low
	70
	17.6
	2-5

	12
	10 MHz
	R.7 TDD
	-
	ETU70
	1x2 Low
	70
	19.1
	2-5

	13
	10 MHz
	R.7 TDD
	-
	EVA5
	1x2 High
	70
	19.1
	2-5

	14
	15 MHz
	R.8 TDD
	-
	EVA5
	1x2 Low
	70
	17.8
	2-5

	15
	20 MHz
	R.9 TDD
	-
	EVA5
	1x2 Low
	70
	17.7
	3-5

	16
	3 MHz
	R.0 TDD
	OP.1
	ETU70
	1x2 Low
	30
	2.1
	1-5

	17
	10 MHz
	R.1 TDD
	OP.2
	ETU70
	1x2 Low
	30
	2.0
	1-5

	18
	20 MHz
	R.1 TDD
	OP.3
	ETU70
	1x2 Low
	30
	2.1
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.

8.2.2.1.1.4
Test description

8.2.2.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.2.
Frequencies to be tested for 1PRB allocation: Low Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Bandwidths to be tested: As specified per test number in Tables 8.2.2.1.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.1.1.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.1.1.4.3.

8.2.2.1.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.1.1.3-1 and 8.2.2.1.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.1.1.3-1 and 8.2.2.1.1.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the reference channel, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.2.1.1.5-1as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

5.
Repeat steps from 1 to 4 for each subtest in Tables 8.2.2.1.1.5-1 as appropriate.

8.2.2.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.
8.2.2.1.1.5
Test requirement

Tables 8.2.2.1.1.3-1 define the primary level settings including test tolerances for all throughput tests.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A for each throughput test shall meet or exceed the specified value in Tables 8.2.2.1.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.1.1.5-1: Test Requirement (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.2 TDD
	-
	EVA5
	1x2 Low
	70
	-1.2+TT
	1-5

	2
	10 MHz
	R.2 TDD
	-
	ETU70
	1x2 Low
	70
	-0.6+TT
	1-5

	3
	10 MHz
	R.2 TDD
	-
	ETU300
	1x2 Low
	70
	-0.2+TT
	1-5

	4
	10 MHz
	R.2 TDD
	-
	HST
	1x2 Low
	70
	-2.6+TT
	1-5

	5
	1.4 MHz
	R.4 TDD
	-
	EVA5
	1x2 Low
	70
	-0.5+TT
	1-5

	6
	10 MHz
	R.3 TDD
	-
	EVA5
	1x2 Low
	70
	6.7+TT
	2-5

	7
	10 MHz
	R.3 TDD
	-
	ETU70
	1x2 Low
	30
	1.4+TT
	2-5

	8
	10 MHz
	R.3 TDD
	-
	ETU300
	1x2 High
	70
	9.3+TT
	2-5

	9
	3 MHz
	R.5 TDD
	-
	EVA5
	1x2 Low
	70
	17.6+TT
	1-5

	10
	5 MHz
	R.6 TDD
	-
	EVA5
	1x2 Low
	70
	17.6+TT
	2-5

	11
	10 MHz
	R.7 TDD
	-
	EVA5
	1x2 Low
	70
	17.6+TT
	2-5

	12
	10 MHz
	R.7 TDD
	-
	ETU70
	1x2 Low
	70
	19.1+TT
	2-5

	13
	10 MHz
	R.7 TDD
	-
	EVA5
	1x2 High
	70
	19.1+TT
	2-5

	14
	15 MHz
	R.8 TDD
	-
	EVA5
	1x2 Low
	70
	17.8+TT
	2-5

	15
	20 MHz
	R.9 TDD
	-
	EVA5
	1x2 Low
	70
	17.7+TT
	3-5

	16
	3 MHz
	R.0 TDD
	OP.1
	ETU70
	1x2 Low
	30
	2.1+TT
	1-5

	17
	10 MHz
	R.1 TDD
	OP.2
	ETU70
	1x2 Low
	30
	2.0+TT
	1-5

	18
	20 MHz
	R.1 TDD
	OP.3
	ETU70
	1x2 Low
	30
	2.1+TT
	1-5


8.2.2.1.2
TDD PDSCH Single Antenna Port Performance with 1 PRB
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.1.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS and also for the transmission on a single-antenna port with single RB allocation with MBSFN subframes.

8.2.2.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.1.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.1, with the addition of the relevant parameters in Tables 8.2.2-1, 8.2.2.1.2.3-1 and the downlink physical channel setup according to table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.1.2.3-2 for the specified SNR.

Table 8.2.2.1.2.3-1: Test Parameters for Testing 1 PRB allocation
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	Symbols for MBSFN portion of MBSFN subframes (Note 2)
	
	OCNG (Note 3)

	Note 1:
[image: image53.wmf]0

=

B

P


Note 2:
The MBSFN portion of an MBSFN subframe comprises the whole MBSFN subframe except the first two symbols in the first slot.

Note 3:
The MBSFN portion of the MBSFN subframes shall contain QPSK modulated data.  Cell-specific reference signals are not inserted in the MBSFN portion of the MBSFN subframes, QPSK modulated MBSFN data is used instead.


Table 8.2.2.1.2.3-2: Minimum performance 1 PRB allocation (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 TDD
	OP.4 TDD
	ETU70
	1x2 Low
	30
	2.0
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.

8.2.2.1.2.4
Test description

8.2.2.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Low Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Bandwidths to be tested: As specified per test number in Tables 8.2.2.1.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.1.2.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A and receiving payload data from the SS. Message contents are defined in clause 8.2.2.1.2.4.3.

8.2.2.1.2.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.1.2.3-1 and 8.2.2.1.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.1.2.3-1 and 8.2.2.1.2.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
 Set the parameters of the reference channel, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.2.1.1.2.5-1as appropriate.

4.
 Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions..
Table 8.2.2.1.2.4.3-1: SystemInformationBlockType2: Additional TDD PDSCH Single Antenna Port Performance for 1 PRB allocation with MBSFN subframes test point 1 requirement

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	01001x
	subframe 4 and 9 is used for MBSFN. 
	TDD

	        }
	
	
	

	    }
	
	
	

	}
	
	
	


8.2.2.1.2.5
Test requirement

Tables 8.2.2.1.2.3-1 define the primary level settings including test tolerances for all throughput tests.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A for each throughput test shall meet or exceed the specified value in Tables 8.2.2.1.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.1.2.5-1: Test Requirement 1PRB with MBSFN subframes (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 TDD
	OP.4 TDD
	ETU70
	1x2 Low
	30
	2.0+TT
	1-5


8.2.2.2
TDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)

8.2.2.2.1
TDD PDSCH Transmit Diversity 2x2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.2.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using transmit diversity  (SFBC).
8.2.2.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.2.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and  8.2.2.2.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.2.2.1.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 2 and 4 transmitter antennas as specified.

Table 8.2.2.2.1.3-1: Test Parameters for Testing Transmit Diversity Performance (FRC)
	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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Table 8.2.2.2.1.3-2: Minimum performance Transmit Diversity (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 TDD
	EVA5
	2x2 Medium
	70
	6.8
	2-5

	2
	10 MHz
	R.10 TDD
	HST
	2x2 Low
	70
	-2.3
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.2.

8.2.2.2.1.4
Test description

8.2.2.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.2.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.2
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.2.1.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.2.1.4.3.

8.2.2.2.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.2.1.3-1 and 8.2.2.2.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables  8.2.2.2.1.3-1 and 8.2.2.2.1.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.2.1.5-1 as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

5.
Repeat steps from 1 to 4 for each test interval in Table 8.2.2.2.1.5-1 as appropriate.
8.2.2.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.
8.2.2.2.1.5
Test requirement

Table 8.2.2.2.1.3-1 defines the primary level settings. 

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Table 8.2.2.2.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.2.1.5-1: Test requirement Transmit Diversity (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 TDD
	EVA5
	2x2 Medium
	70
	6.8+TT
	2-5

	2
	10 MHz
	R.10 TDD
	HST
	2x2 Low
	70
	-2.3+TT
	1-5


8.2.2.2.2
TDD PDSCH Transmit Diversity 4x2

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.2.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on four antenna ports using transmit diversity  (SFBC).

8.2.2.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.2.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and  8.2.2.2.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.2.2.2.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 2 and 4 transmitter antennas as specified.

Table 8.2.2.2.2.3-1: Test Parameters for Testing Transmit Diversity Performance (FRC)

	Parameter
	Unit
	Test 1 

	Downlink power allocation
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Table 8.2.2.2.2.3-2: Minimum performance Transmit Diversity (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	1.4 MHz 
	R.12 TDD
	EPA5
	4x2 Medium
	70
	-0.2
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.2.

8.2.2.2.2.4
Test description

8.2.2.2.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.2.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.2
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.11 for antenna configuration 4x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.2.2.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.2.2.4.3.

8.2.2.2.2.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.2.2.3-1 and 8.2.2.2.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.2.2.3-1 and 8.2.2.2.2.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.2.2.5-1 as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.
Table 8.2.2.2.2.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional  TDD PDSCH transmit diversity performance downlink power allocation test point 1 requirement
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-3
	
	

	}
	
	
	


8.2.2.2.2.5
Test requirement

Table 8.2.2.2.2.3-1 defines the primary level settings. 

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Table 8.2.2.2.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.2.2.5-1: Test requirement Transmit Diversity (FRC)
	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	1.4 MHz
	R.12 TDD
	EPA5
	4x2 Medium
	70
	-0.2+TT
	1-5


8.2.2.3
TDD PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

8.2.2.3.1
TDD PDSCH Open Loop Spatial Multiplexing 2x2
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.3.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.
8.2.2.3.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.3.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.3.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.3.1.3-2 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.2.3.1.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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Table 8.2.2.3.1.3-2: Minimum performance Large Delay CDD (FRC)
	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 TDD
	EVA70
	2x2 Low
	70
	13.1
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.3.

8.2.2.3.1.4
Test description

8.2.2.3.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.3.1.3-1 as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.3.1.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.3.1.4.3.

8.2.2.3.1.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.3.1.3-1 and 8.2.2.3.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.3.1.3-1 and 8.2.2.3.1.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.3.1.5-1 as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.

Table 8.2.2.3.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation test point 1 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.3.1.5
Test requirement

Table 8.2.2.3.1.3-1 defines the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Tables 8.2.2.3.1.5-1 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.2.3.5-1: Test requirement Large Delay CDD (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 TDD
	EVA70
	2x2 Low
	70
	13.1+TT
	2-5


8.2.2.3.2
TDD PDSCH Open Loop Spatial Multiplexing 4x2

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.3.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on four antenna ports using large delay CDD.
8.2.2.3.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.3.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.3.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.3.2.3-2 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.2.3.2.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	-6
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	dB
	-6 (Note 1)
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	Note 1:
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Table 8.2.2.3.2.3-2: Minimum performance Large Delay CDD (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.14 TDD
	EVA70
	4x2 Low
	70
	14.2 
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.3.

8.2.2.3.2.4
Test description

8.2.2.3.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.3.2.3-1 as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.11 for antenna configuration 4x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.3.2.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.3.2.4.3.

8.2.2.3.2.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.3.2.3-1 and 8.2.2.3.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.3.2.3-1 and 8.2.2.3.2.3-2. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.3.2.5-1 as appropriate. 

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.

Table 8.2.2.3.2.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation test point 1 requirement
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-6
	
	

	}
	
	
	


Table 8.2.2.3.2.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH open loop spatial multiplexing performance downlink power allocation test point 2 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.3.2.5
Test requirement

Table 8.2.2.3.2.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Tables 8.2.2.3.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.3.2.5-1: Test requirement Large Delay CDD (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.14 TDD
	EVA70
	4x2 Low
	70
	14.2+TT
	2-5


8.2.2.4
TDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

8.2.2.4.1
TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2 x 2

Editor’s note: This test case is incomplete. The following aspectsare either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.4.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed loop spatial multiplexing with wideband and frequency selective precoding.
8.2.2.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.4.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1, 8.2.2.4.1.3-1 and 8.2.2.4.1.3-3 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.4.1.3-2 and 8.2.2.4.1.3-4 for the specified SNR. For single-layer spatial multiplexing closed loop rank-one performance with wideband and frequency selective precoding is specified. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.2.4.1.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
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at antenna port
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	Precoding granularity
	PRB
	6
	50

	Minimum PMI delay (Note 2)
	ms
	8
	8

	Reporting interval
	ms
	1 or 4 (Note 3)
	1or 4 (Note 3)

	Reporting mode
	
	PUSCH 1-2
	PUSCH 3-1

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms


Table 8.2.2.4.1.3-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.10 TDD
	EVA5
	2x2 Low
	70
	-3.1
	1-5

	2
	10 MHz
	R.10 TDD
	EPA5
	2x2 High
	70
	-3.3
	1-5


Table 8.2.2.4.1.3-3: Test Parameters for Testing Multi-Layer Spatial Multiplexing

	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
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	dBm/15kHz
	-98
	-98

	Precoding granularity
	PRB
	50
	50

	Minimium PMI delay (Note 2)
	ms
	8
	8

	Reporting interval
	ms
	1 or 4 (Note 3)
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 3-1
	PUSCH 3-1

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms


Table 8.2.2.4.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 TDD
	EVA5
	2x2 Low
	70
	12.8
	2-5

	2
	10 MHz
	R.11 TDD
	ETU70
	2x2 Low
	70
	13.9
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.4.

8.2.2.4.1.4
Test description

8.2.2.4.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Tables 8.2.2.4.1.3-2 and 8.2.2.4.1.3-4 as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise sources  to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.4.1.3-1 and 8.2.2.4.1.3-3 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.4.1.4.3.

8.2.2.4.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.4.1.3-1, 8.2.2.4.1.3-2, 8.2.2.4.1.3-3 and 8.2.2.4.1.3-4. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.4.1.3-1, 8.2.2.4.1.3-2, 8.2.2.4.1.3-3 and  8.2.2.4.1.3-4. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.2.4.1.5-1 and 8.2.2.4.1.5-2 as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

5.
Repeat steps from 1 to 4 for each test interval in Tables 8.2.2.4.1.5-1 and 8.2.2.4.1.5-2 as appropriate.
8.2.2.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.
Table 8.2.2.4.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation test point 1 requirement for Test number 1,2
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm6
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 2 requirement for Test number 3,4
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.4.3-3: CQI-ReportConfig-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 3 requirement for Test number 1, 3
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


Table 8.2.2.4.1.4.3-3: CQI-ReportConfig-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 3 requirement for Test number 2, 4
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


8.2.2.4.1.5
Test requirement

Tables 8.2.2.4.1.3-1 and 8.2.2.4.1.3-3 defines the primary level settings. 

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Tables 8.2.2.4.1.5-1 and 8.2.2.4.1.5-2 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.2.4.1.5-1: Test requirement Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.10 TDD
	EVA5
	2x2 Low
	70
	-3.1+TT
	1-5

	2
	10 MHz
	R.10 TDD
	EPA5
	2x2 High
	70
	-3.3+TT
	1-5


Table 8.2.2.4.1.5-2: Test requirement Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	3
	10 MHz
	R.11 TDD
	EVA5
	2x2 Low
	70
	12.8+TT
	2-5

	4
	10 MHz
	R.11 TDD
	ETU70
	2x2 Low
	70
	13.9+TT
	2-5


8.2.2.4.2
TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4 x 2
Editor’s note: This test case is incomplete. The following aspectsare either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.4.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on four antenna ports using closed loop spatial multiplexing with wideband and frequency selective precoding.
8.2.2.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.4.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1, 8.2.2.4.2.3-1 and 8.2.2.4.2.3-3 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.2.4.3-2 and 8.2.2.4.2.3-4 for the specified SNR. For single-layer spatial multiplexing closed loop rank-one performance with wideband and frequency selective precoding is specified. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.2.4.2.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	Minimium PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 1-2

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms


Table 8.2.2.4.2.3-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.13 TDD
	EVA5
	4x2 Low
	70
	-3.7
	1-5


Table 8.2.2.4.2.3-3: Test Parameters for Testing Multi-Layer Spatial Multiplexing

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6 (Note 1)
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	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	Minimium PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 1-2

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms


Table 8.2.2.4.2.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC)
	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.14 TDD
	EVA5
	4x2 Low
	70
	10.7
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.4.

8.2.2.4.2.4
Test description

8.2.2.4.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Tables 8.2.2.4.2.3-2 and 8.2.2.4.2.3-4 as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources  to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 Figure A.11 for antenna configuration 4x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.4.2.3-1 and 8.2.2.4.2.3-3 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.2.4.2.4.3.

8.2.2.4.2.4.2
Test procedure

1.
SS transmits PDSCH every TTI via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.4.2.3-1, 8.2.2.4.2.3-2, 8.2.2.4.2.3-3 and 8.221.4.2.3-4. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information every TTI via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 8.2.2.4.2.3-1, 8.2.2.4.2.3-2, 8.2.2.4.2.3-3 and 8.2.2.4.2.3-4. Since the UE has no payload data to send, the UE transmit uplink MAC padding bits on the UL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.2.4.2.5-1 and 8.2.2.4.2.5-2 as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

5.
Repeat steps from 1 to 4 for each test interval in Tables 8.2.2.4.2.5-1 and 8.2.2.4.2.5-2 as appropriate.

8.2.2.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.
Table 8.2.2.4.2.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop spatial multiplexing performance downlink power allocation test point 1 requirement for Test numbers 1,2
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-6
	
	

	}
	
	
	


Table 8.2.2.4.2.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop single-layer spatial multiplexing performance downlink power allocation test point 2 requirement for Test number 1
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm6
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.2.4.3-3: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 3 requirement for Test number 2
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.2.4.3-4: CQI-ReportConfig-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation test point 4 requirement for Test number 1, 2
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


8.2.2.4.2.5
Test requirement

Tables 8.2.2.4.2.3-1 and 8.2.2.4.2.3-3 defines the primary level settings. 

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Tables 8.2.2.4.2.5-1 and 8.2.2.4.2.5-2 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.2.4.2.5-1: Test requirement Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz 
	R.13 TDD
	EVA5
	4x2 Low
	70
	-3.7+TT
	1-5


Table 8.2.2.4.2.5-2: Test requirement Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	2
	10 MHz 
	R.14 TDD
	EVA5
	4x2 Low
	70
	10.7+TT
	2-5


8.3
Demodulation of PDSCH (User-Specific Reference Symbols)

8.3.1
FDD
[FFS]
8.3.2
TDD
The parameters specified in Table 8.3.2-1 are valid for TDD unless otherwise stated.

Table 8.3.2-1: Common Test Parameters for DRS
	Parameter
	Unit
	Value 

	Uplink downlink configuration (Note 1)
	
	1

	Special subframe configuration (Note 2)
	
	4

	Cyclic prefix
	
	Normal

	Inter-TTI Distance
	
	1

	Number of HARQ processes.
All these HARQ processes are used.
	Processes
	7

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH
	OFDM symbols
	2

	Precoder update granularity
	
	Frequency domain: 1 PRB
Time domain: 1 ms

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [8]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [8]


For all test cases, the SNR is defined as:
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where the superscript indicates the receiver antenna connector. The SNR requirement applies for the UE categories given for each test.
The normative reference for this requirement is TS 36.101 [2] clause 8.3.2.
8.3.2.1
TDD PDSCH Performance (UE-Specific Reference Symbols)

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.3.2.1.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port using user-specific reference signals with full RB or single RB allocation.
8.3.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.3.2.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.3, with the addition of the relevant parameters in Tables 8.3.2-1, 8.3.2.1.3-1, and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.3.2.1.3-2 for the specified SNR.
Table 8.3.2.1.3-1: Test Parameters for Testing DRS

	parameter
	Unit
	Test [11.1]
	Test [11.2]
	Test [11.3]
	Test [11.4]

	Downlink power allocation
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	dB
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	Number of allocated resource blocks
	PRB
	50
	50
	50
	1 (Note 2)

	Note 1:
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Note 2:      Zeros shall be inserted for unused PRBs


Table 8.3.2.1.3-2: Minimum performance DRS (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[11.1]
	10 MHz
QPSK 1/3
	[R.25 TDD]
	EPA5
	1x2 Low
	70
	-0.8
	1-5

	[11.2]
	10 MHz
16QAM 1/2
	[R.26 TDD]
	EPA5
	1x2 Low
	70
	7.0
	2-5

	[11.3]
	10 MHz
64QAM 3/4
	[R.27 TDD]
	EPA5
	1x2 Low
	70
	17.0
	2-5

	[11.4]
	10 MHz

16QAM 1/2
	[R.28 TDD]
	EPA5
	1x2 Low
	30
	1.7
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.3.2.
8.3.2.1.4
Test description

8.3.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to Tables 8.3.2-1 and 8.3.2.1.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.3.2.1.4.3.

8.3.2.1.4.2
Test procedure

1.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.2.1.5-1 as appropriate. 

2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3. 
3.
Repeat steps from 1 to 2 for each test interval in Tables 8.3.2.1.5-1 as appropriate.
8.3.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions .

Table 8.3.2.1.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH DRS performance downlink power allocation test point 1 requirement for Test number [11.1 – 11.4]

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm7
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.1.4.4
Test requirement

Table 8.3.2.1.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.3 for each throughput test shall meet or exceed the specified value in Table 8.3.2.1.5-1 for the specified SNR including test tolerances for all throughput tests.
Table 8.3.2.1.5-1: Test requirement DRS

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[11.1]
	10 MHz
QPSK 1/3
	[R.25 TDD]
	EPA5
	1x2 Low
	70
	-0.8+TT
	1-5

	[11.2]
	10 MHz
16QAM 1/2
	[R.26 TDD]
	EPA5
	1x2 Low
	70
	7.0+TT
	2-5

	[11.3]
	10 MHz
64QAM 3/4
	[R.27 TDD]
	EPA5
	1x2 Low
	70
	17.0+TT
	2-5

	[11.4]
	10 MHz

16QAM 1/2
	[R.28 TDD]
	EPA5
	1x2 Low
	30
	1.7+TT
	1-5


8.4
Demodulation of PCFICH/PDCCH

8.4.1
FDD
8.4.1.1
FDD PCFICH/PDCCH Single-antenna Port Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.4.1.1.1
Test purpose

This test verifies the demodulation performance of PCFICH/PDCCH for a single-antenna port with a given SNR for which the average probability of miss-detection of the Downlink Scheduling Grant, tested jointly on PDCCH and PCFICH of the specified reference measurement channels in A.3.5.1 remains below a given reference value.

8.4.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.4.1.1.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

Table 8.4.1.1.3-1: Test Parameters for PDCCH/PCFICH
	Parameter
	Unit
	Test [8.1]
	
	

	Number of PDCCH symbols
	symbols
	2
	
	

	Number of PHICH groups (Ng)
	
	1
	
	

	PHICH duration
	
	Normal
	
	

	Cell ID
	
	0
	
	

	Downlink power allocation
	PCFICH_RA

PDCCH_RA
PHICH_RA
	dB
	0
	
	

	
	PCFICH_RB

PDCCH_RB
PHICH_RB
	dB
	0
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	dBm/15kHz
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	Cyclic prefix
	
	Normal
	
	


For the parameters specified in Table 8.4.1.1.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.1.3-2.

Table 8.4.1.1.3-2: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and Correlation Matrix
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	[8.1]
	10 MHz
	8 CCE
	[R.15 FDD]
	ETU70
	1x2 Low
	1
	-1.6


The normative reference for this requirement is TS 36.101 [2] clause 8.4.1.

8.4.1.1.4
Test description

8.4.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to Table 8.4.1.1.3-1.

3.
The downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B clause B.0.
5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.4.1.1.4.3.

8.4.1.1.4.2
Test procedure

1. Set the parameters of bandwidth, aggregation level, reference Channel, the propagation condition, antenna configuration, the correlation matrix and the SNR according to Table 8.4.1.1.5-1 as appropriate.

2. Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval. Pm-dsg is the ratio (statDTX)/(NACK+ACK+statDTX).
8.4.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.

8.4.1.1.5
Test requirement

For the parameters specified in Table 8.4.1.1.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.1.5-1.

Table 8.4.1.1.5-1: Test requirement PDCCH/PCFICH

	Test number
	Bandwidth
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	[8.1]
	10 MHz
	8 CCE
	[R.15 FDD]
	ETU70
	1x2 Low
	1
	-1.6 + [TT]


8.4.1.2
FDD PCFICH/PDCCH Transmit Diversity Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.4.1.2.1
Test purpose

This test verifies the demodulation performance of PCFICH/PDCCH for transmit diversity with a given SNR for which the average probability of miss-detection of the Downlink Scheduling Grant, tested jointly on PDCCH and PCFICH of the specified reference measurement channels in A.3.5.1 remains below a given reference value.

8.4.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.4.1.2.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

Table 8.4.1.2.3-1: Test Parameters for PDCCH/PCFICH
	Parameter
	Unit
	Test [8.2, 8.3]
	
	

	Number of PDCCH symbols
	symbols
	2
	
	

	Number of PHICH groups (Ng)
	
	1
	
	

	PHICH duration
	
	Normal
	
	

	Cell ID
	
	0
	
	

	Downlink power allocation
	PCFICH_RA

PDCCH_RA
PHICH_RA
	dB
	-3
	
	

	
	PCFICH_RB

PDCCH_RB
PHICH_RB
	dB
	-3
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	Cyclic prefix
	
	Normal
	
	


For the parameters specified in Table 8.4.1.2.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3-2.

Table 8.4.1.2.3-2: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth  
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	[8.2]
	1.4 MHz
	2 CCE
	[R.16 FDD]
	EPA5
	2 x 2 Low
	1
	4.3

	[8.3]
	10 MHz
	4 CCE
	[R.17 FDD]
	EVA5
	4 x 2 Medium
	1
	0.9


The normative reference for this requirement is TS 36.101 [2] clause 8.4.1.

8.4.1.2.4
Test description

8.4.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 

Channel Bandwidths to be tested: 1.4MHz, 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 8.4.1.2.3-1.

3.
The downlink signals are initially set up according to Annex C.1 and C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.4.1.2.4.3.

8.4.1.2.4.2
Test procedure

1. Set the parameters of bandwidth, aggregation level, reference Channel, the propagation condition, antenna configuration, the correlation matrix and the SNR according to Table 8.4.1.2.5-1 as appropriate.

2. Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval. Pm-dsg is the ratio (statDTX)/(NACK+ACK+statDTX).

3. Repeat steps from 1 to 2 for each test interval in Table 8.4.1.2.5-1 as appropriate.
8.4.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.

8.4.1.2.5
Test requirement

For the parameters specified in Table 8.4.1.2.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.5-1.

Table 8.4.1.2.5-1: Test requirement PDCCH/PCFICH

	Test number
	Bandwidth  
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	[8.2]
	1.4 MHz
	2 CCE
	[R.16 FDD]
	EPA5
	2 x 2 Low
	1
	4.3 +[TT]

	[8.3]
	10 MHz
	4 CCE
	[R.17 FDD]
	EVA5
	4 x 2 Medium
	1
	0.9 +[TT]


8.4.2
TDD

8.4.2.1
TDD PCFICH/PDCCH Single-antenna Port Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.4.2.1.1
Test purpose

This test verifies the demodulation performance of PCFICH/PDCCH for a single-antenna port with a given SNR for which the average probability of miss-detection of the Downlink Scheduling Grant, tested jointly on PDCCH and PCFICH of the specified reference measurement channels in A.3.5.2 remains below a given reference value.

8.4.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.4.2.1.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.
Table 8.4.2.1.3-1: Test Parameters for PDCCH/PCFICH
	Parameter
	Unit
	Test [8.1]
	
	

	Uplink downlink configuration (Note 1)
	
	1
	
	

	Special subframe configuration (Note 2)
	
	4
	
	

	Number of PDCCH symbols
	symbols
	2
	
	

	Number of PHICH groups (Ng)
	
	1
	
	

	PHICH duration
	
	Normal
	
	

	Cell ID
	
	0
	
	

	Downlink power allocation
	PCFICH_RA

PDCCH_RA
PHICH_RA
	dB
	0
	
	

	
	PCFICH_RB

PDCCH_RB
PHICH_RB
	dB
	0
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	Cyclic prefix
	
	Normal
	
	

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [8]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [8]


For the parameters specified in Table 8.4.2.1.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.1.3-2.

Table 8.4.2.1.3-2: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth  
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm- dsg (%)
	SNR (dB)

	[8.1]
	10 MHz
	8 CCE
	[R.15 TDD]
	ETU70
	1x2Low
	1
	-1.6


The normative reference for this requirement is TS 36.101 [2] clause 8.4.2.

8.4.2.1.4
Test description

8.4.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.2.
Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to 8.4.2.1.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State [3a] according to TS 36.508 [7] clause 4.5.3 and receiving payload data from the SS. Message contents are defined in clause 8.4.2.1.4.3.

8.4.2.1.4.2
Test procedure

Set the parameters of the bandwidth, aggregation level, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.4.2.1.5-1 as appropriate.

Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of  NACKs, ACKs and statDTXs on the UL during each subtest interval. Pm-dsg  is the radio (statDTX)/(NACK +ACK+statDTX)
8.4.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:.

Table 8.4.2.1.4.3-1: TDD-Configuration-DEFAULT

	Derivation Path: 36.508 clause 4.6.4

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Configuration-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


8.4.2.1.5
Test requirement

For the parameters specified in Table 8.4.2.1.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.1.5-1.

Table 8.4.2.1.5-1: Test requirement PDCCH/PCFICH

	Test number
	Bandwidth  
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	[8.1]
	10 MHz
	8 CCE
	[R.15 TDD]
	ETU70
	1x2Low
	1
	-1.6 +TT


8.4.2.2
TDD PCFICH/PDCCH Transmit Diversity Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

The Test system uncertainties applicable to this test are undefined

Test tolerances have not yet been applied to the wanted and interfering signal levels

8.4.2.2.1
Test purpose

This test verifies the demodulation performance of PCFICH/PDCCH for transmit diversity with a given SNR for which the average probability of miss-detection of the Downlink Scheduling Grant, tested jointly on PDCCH and PCFICH of the specified reference measurement channels in A.3.5.2 remains below a given reference value.

8.4.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.4.2.2.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.
Table 8.4.2.2.3-1: Test Parameters for PDCCH/PCFICH
	Parameter
	Unit
	Test [8.2, 8.3]
	
	

	Uplink downlink configuration (Note 1)
	
	1
	
	

	Special subframe configuration (Note 2)
	
	4
	
	

	Number of PDCCH symbols
	symbols
	2
	
	

	Number of PHICH groups (Ng)
	
	1
	
	

	PHICH duration
	
	Normal
	
	

	Cell ID
	
	0
	
	

	Downlink power allocation
	PCFICH_RA

PDCCH_RA
PHICH_RA
	dB
	-3
	
	

	
	PCFICH_RA

PDCCH_RB
PHICH_RA
	dB
	-3
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	Note 1:
as specified in Table 4.2-2 in TS 36.211 [8]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [8]


For the parameters specified in Table 8.4.2.1.3-2 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3-2.

Table 8.4.2.2.3-2: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth  
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm- dsg (%)
	SNR (dB)

	[8.2]
	1.4 MHz
	2 CCE
	[R.16 TDD]
	EPA5
	2 x 2 Low
	1
	4.2

	[8.3]
	10 MHz
	4 CCE
	[R.17 TDD]
	EVA5
	4 x 2 Medium
	1
	1.2


The normative reference for this requirement is TS 36.101 [2] clause 8.4.2.

8.4.2.2.4
Test description

8.4.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: 1.4MHz,10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2.
The parameter settings for the cell are set up according to 8.4.2.2.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.2 and uplink signals according to Annex H.1 and  H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State [3a] according to TS 36.508 [7] clause 4.5.3 and receiving payload data from the SS. Message contents are defined in clause 8.4.2.2.4.3.

8.4.2.2.4.2
Test procedure

1.
Set the parameters of the bandwidth, aggregation level, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.4.2.2.5-1 as appropriate. 

2.
Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of  NACKs, ACKs and statDTXs on the UL during each subtest interval. Pm-dsg  is the radio (statDTX)/(NACK +ACK+statDTX)
3.
Repeat steps from 1 to 2 for each test interval in Table 8.4.2.2.5-1 as appropriate
8.4.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:.
Table 8.4.2.2.4.3-1: TDD-Configuration-DEFAULT

	Derivation Path: 36.508 clause 4.6.4

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Configuration-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


8.4.2.2.5
Test requirement

For the parameters specified in Table 8.4.2.2.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.5-1.

Table 8.4.2.2.5-1: Test requirement PDCCH/PCFICH

	Test number
	Bandwidth  
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	[8.2]
	1.4 MHz
	2 CCE
	[R.16 TDD]
	EPA5
	2 x 2 Low
	1
	4.2+TT

	[8.3]
	10 MHz
	4 CCE
	[R.17 TDD]
	EVA5
	4 x 2 Medium
	1
	1.2+TT


8.5
Demodulation of PHICH

8.5.1
FDD

8.5.1.1
FDD PHICH Single-antenna Port Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.5.1.1.1
Test purpose

This test verifies the demodulation performance of PHICH for a single antenna port with a given SNR for which the average probability of miss detection of Hybrid Indicator (“ACK to NACK”) of the specified reference measurement channels remains below a specified value.
8.5.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.5.1.1.3
Minimum conformance requirements

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold delection).

Table 8.5.1.1.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Test [9.1, 9.4]
	
	

	Downlink power allocation
	PHICH_RA
	dB
	0


	
	

	
	PHICH_RB
	dB
	
	
	

	
	PCFICH_RA
	dB
	
	
	

	
	PCFICH_RB
	dB
	0


	
	

	
	PDCCH_RA
	dB
	
	
	

	
	PDCCH_RB
	dB
	
	
	

	PHICH duration
	
	Normal
	
	

	Number of PHICH groups (Note 1)
	
	Ng = 1
	
	

	PDCCH content
	
	All PDCCH resources shall be occupied by non-zero data
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For the parameters specified in Table 8.5.1.1.3-1 the average probability of a miss-detecting an ACK for a NACK (Pm-an) shall be below the specified value in Table 8.5.1.1.3-2.
Table 8.5.1.1.3-2: Minimum performance PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.1]
	10 MHz
	[R.18]
	ETU70
	1 x 2 Low
	0.1
	5.5

	[9.4]
	10 MHz
	[R.24]
	ETU70
	1 x 2 Low
	0.1
	0.6


The normative reference for this requirement is TS 36.101 [2] clause 8.5.

8.5.1.1.4
Test description

8.5.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to Table 8.5.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A and receiving payload data from the SS. Message contents are defined in clause 8.5.1.1.4.3.

8.5.1.1.4.2
Test procedure

1.
SS shall schedule PUSCH transmissions according to Annex A.2.2.1.1 Table A.2.2.1.1-1 to happen during 8 consecutive uplink TTIs via PDCCH DCI format 0 with new data indicator set to true. Since the UE has no payload, the UE shall send uplink MAC padding bits in PUSCH. SS upon receiving the PUSCH transmissions will transmit the associated ACKs. PHICH is set according to Annex 3.6 Table A.3.6-1. SS will only transmit PDCCH to schedule PUSCH transmission in the appropriate sub-frames. Table 8.5.1.1.4.2-1 indicates the transmissions for one cycle.
Table 8.5.1.1.4.2-1: PHICH test pattern

	TTI
	1-4
	5-8
	9-12
	13-16
	17-20
	21-24

	PDCCH
	S
	S
	-
	-
	S
	S

	PHICH
	-
	-
	A
	A
	-
	-

	PUSCH
	
	T
	T
	R
	R
	T

	UL HARQ Process
	1-4
	5-8
	1-4
	5-8
	1-4
	5-8

	Note 1: This table gives an example test pattern for HARQ process for  FDD PHICH test

Note 2: Following notation is used:

S: represents sending PDCCH DCI format 0 to schedule a future PUSCH transmission

A: represents the ACK transmission on PHICH

T: represents a scheduled PUSCH transmission

R: represents a potential PUSCH re-transmission due to a missed ACK


2.
SS will only monitor for uplink retransmissions due to ACK missed-detections. Such re-transmissions (if they occur) will potentially happen in TTI 13 to 20. DTXs on TTI 13 to 20 are counted as successful ACK receptions while any transmission on these TTIs is counted as NACKs.

3.
Repeat steps 1 – 2 for a duration sufficient to achieve statistical significance according to Annex G clause G.3 and measure Pm-an. Pm-an is (NACK) / (ACK + NACK).

4.
Repeat the same procedure (steps 1 to 3 ) with test conditions according to the Table 8.5.1.1.5-1 for Test 2.
8.5.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6, with the following exceptions
Table 8.5.1.1.4.3-1: MAC-MainConfig-RBC
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  dl-SCH-Config SEQUENCE {}
	Not present
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n2
	Only one retransmission per UL HARQ
	

	…
	
	
	


8.5.1.1.5
Test requirement

For the parameters specified in Table 8.5.1.1.3-1 the average probability of a miss-detecting ACK for NACK (Pm-dsg) shall be below the specified value in Table 8.5.1.1.5-1.
Table 8.5.1.1.5-1: Test requirement PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.1]
	10 MHz
	[R.18]
	ETU70
	1 x 2 Low
	0.1
	5.5 + [TT]

	[9.4]
	10 MHz
	[R.24]
	ETU70
	1 x 2 Low
	0.1
	0.6 + [TT]


8.5.1.2
FDD PHICH Transmit Diversity Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.5.1.2.1
Test purpose

This test verifies the demodulation performance of PHICH for transmit diversity with a given SNR for which the average probability of miss detection of Hybrid Indicator (“ACK to NACK”) of the specified reference measurement channels remains below a specified value.

8.5.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.5.1.2.3
Minimum conformance requirements

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold delection).
Table 8.5.1.2.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Test [9.2, 9.3]
	
	

	Downlink power allocation
	PHICH_RA
	dB
	-3
	
	

	
	PHICH_RB
	dB
	
	
	

	
	PCFICH_RA
	dB
	
	
	

	
	PCFICH_RB
	dB
	-3
	
	

	
	PDCCH_RA
	dB
	
	
	

	
	PDCCH_RB
	dB
	
	
	

	PHICH duration
	
	Normal
	
	

	Number of PHICH groups (Note 1)
	
	Ng = 1
	
	

	PDCCH content
	
	All PDCCH resources shall be occupied by non-zero data
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For the parameters specified in Table 8.5.1.2.3-1 the average probability of a miss-detecting an ACK for a NACK (Pm-an) shall be below the specified value in Table 8.5.1.2.3-2
Table 8.5.1.2.3-2: Minimum performance PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.2]
	1.4 MHz
	[R.19]
	EPA5
	2 x 2 Low
	0.1
	5.6

	[9.3]
	10 MHz
	[R.20]
	EVA5
	4 x 2 Medium
	0.1
	6.0


The normative reference for this requirement is TS 36.101 [2] clause 8.5.

8.5.1.2.4
Test description

8.5.1.2.4.1
Initial conditions

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 1.4MHz, 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10 or A.11.

2. The parameter settings for the cell are set up according to Table 8.5.1.2.3-1.

3. Downlink signals are initially set up according to Annex C.1 and C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B clauses B.0.

5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A and receiving payload data from the SS. Message contents are defined in clause 8.5.1.2.4.3.

8.5.1.2.4.2
Test procedure

1.
SS shall schedule PUSCH transmissions according to Annex A.2.2.1.1 Table A.2.2.1.1-1 to happen during 8 consecutive uplink TTIs via PDCCH DCI format 0 with new data indicator set to true. Since the UE has no payload, the UE shall send uplink MAC padding bits in PUSCH. SS upon receiving the PUSCH transmissions will transmit the associated ACKs. PHICH is set according to Annex 3.6 Table A.3.6-1. SS will only transmit PDCCH to schedule PUSCH transmission in the appropriate sub-frames. Table 8.5.1.2.4.2-1 indicates the transmissions for one cycle.
Table 8.5.1.2.4.2-1: PHICH test pattern

	TTI
	1-4
	5-8
	9-12
	13-16
	17-20
	21-24

	PDCCH
	S
	S
	-
	-
	S
	S

	PHICH
	-
	-
	A
	A
	-
	-

	PUSCH
	
	T
	T
	R
	R
	T

	UL HARQ Process
	1-4
	5-8
	1-4
	5-8
	1-4
	5-8

	Note 1: This table gives an example test pattern for HARQ process for FDD PHICH test

Note 2: Following notation is used:

S: represents sending PDCCH DCI format 0 to schedule a future PUSCH transmission

A: represents the ACK transmission on PHICH

T: represents a scheduled PUSCH transmission

R: represents a potential PUSCH re-transmission due to a missed ACK


2.
SS will only monitor for uplink retransmissions due to ACK missed-detections. Such re-transmissions (if they occur) will potentially happen in TTI 13 to 20. DTXs on TTI 13 to 20 are counted as successful ACK receptions while any transmission on these TTIs is counted as NACKs.

3.
Repeat steps 1 – 2 for a duration sufficient to achieve statistical significance according to Annex G clause G.3 and measure Pm-an. Pm-an is (NACK) / (ACK + NACK).

4.
Repeat the same procedure (steps 1 to 3 ) with test conditions according to the table8.5.1.2.5-1 for Test 2.
8.5.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions
Table 8.5.1.2.4.3-1: MAC-MainConfig-RBC
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  dl-SCH-Config SEQUENCE {}
	Not present
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n2
	Only one retransmission per UL HARQ
	

	…
	
	
	


8.5.1.2.5
Test requirement

 For the parameters specified in Table 8.5.1.2.3-1 the average probability of a miss-detecting ACK for NACK (Pm-dsg) shall be below the specified value in Table 8.5.1.2.5-1.
Table 8.5.1.2.5-1: Test requirement PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.2]
	1.4 MHz
	[R.19]
	EPA5
	2 x 2 Low
	0.1
	5.6 + [TT]

	[9.3]
	10 MHz
	[R.20]
	EVA5
	4 x 2 Medium
	0.1
	6.0 + [TT]


8.5.2
TDD

8.5.2.1
TDD PHICH Single-antenna Port Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.5.2.1.1
Test purpose

This test verifies the demodulation performance of PHICH for a single antenna port with a given SNR for which a certain Hybrid Indicator detection error rate (i.e. missed detection of “NACK to ACK” and “ACK to NACK”) of the specified reference measurement channels  is achieved.

8.5.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.5.2.1.3
Minimum conformance requirements

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold detection).
Table 8.5.2.1.3-1: Test Parameters for PHICH
	Parameter
	Unit
	Test [9.1,9.4]
	

	Uplink downlink configuration (Note 1)
	
	1
	

	Special subframe configuration (Note 2)
	
	4
	

	Downlink power allocation
	PHICH_RA
	dB
	0


	

	
	PHICH_RB
	dB
	
	

	
	PCFICH_RA
	dB
	
	

	
	PCFICH_RB
	dB
	0


	

	
	PDCCH_RA
	dB
	
	

	
	PDCCH_RB
	dB
	
	

	PHICH duration
	
	Normal
	

	Number of PHICH groups (Note 3)
	
	Ng = 1
	

	 PDCCH content
	
	All PDCCH resources shall be occupied by non-zero data
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For the parameters specified in Table 8.5.2.1.3-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.1.3-2.

Table 8.5.2.1.3-2: Minimum performance of PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.1]
	10 MHz
	[R.18]
	ETU70
	1 x 2 Low
	0.1
	5.8

	[9.4]
	10 MHz
	[R.24]
	ETU70
	1 x 2 Low
	0.1
	1.3


The normative reference for this requirement is TS 36.101 [2] clause 8.5.

8.5.2.1.4
Test description

8.5.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.1
Bandwidths to be tested: As specified per test number in Tables 8.5.2.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A,Figure A.9.
2.
The parameter settings for the cell are set up according to 8.5.2.2.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.5.2.1.4.3.

8.5.2.1.4.2
Test procedure

1.
In Each HARQ process (4
HARQ processes for UL/DL configuration 1), SS shall schedule PUSCH transmissions according to Annex A.2.3.1.1 Table A.2.3.1.1-1 via PDCCH DCI format 0 with new data indicator set to true. Since the UE has no payload, the UE shall send uplink MAC padding bits in PUSCH. SS upon receiving the PUSCH transmissions shall transmit the associated ACKs.PHICH is set according to Annex 3.6 Table A.3.6-1. SS will only transmit PDCCH to schedule PUSCH transmission in the appropriate sub-frames. Table 8.5.2.1.4.2-1 indicates the transmissions for one cycle.
2.
SS will only monitor for uplink retransmissions due to ACK missed-detections. DTX from the UE side is counted as successful ACK reception, while any transmission on these subframes is counted as NACKs.
Table 8.5.2.1.4.2-1: PHICH test pattern

	Subframe Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	PDCCH
	
	S
	
	
	S
	
	S
	
	
	S
	
	
	
	
	
	
	
	
	
	

	PHICH
	
	
	
	
	
	
	
	
	
	
	
	A
	
	
	A
	
	A
	
	
	A

	PUSCH
	
	
	R?
	R?
	
	
	
	T
	T
	
	
	
	T
	T
	
	
	
	R?
	R?
	

	HARQ process
	
	1
	3
	4
	2
	
	3
	1
	2
	4
	
	1
	3
	4
	2
	
	3
	1
	2
	4

	Note 1: This table gives an example test pattern for HARQ process for TDD PHICH test

Note 2: Following notation is used:

S: represents sending PDCCH DCI format 0 to schedule a future PUSCH transmission

A: represents the ACK transmission on PHICH

T: represents a scheduled PUSCH transmission

R: represents a potential PUSCH re-transmission due to a missed ACK
Note 3:TDD UL/DL configuration 1 is used here, special subframe is denoted as blue


3.
Repeat steps 1 – 2 for a duration sufficient to achieve statistical significance according to Annex G clause G.3 and measure Pm-an. Pm-an is (NACK) / (ACK + NACK).

4.
Repeat the same procedure (steps 1 to 3 ) with test conditions according to the Table 8.5.2.1.5-1 for Test 2.
8.5.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6, with the following exceptions
Table 8.5.1.1.4.3-1: MAC-MainConfig-RBC
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  dl-SCH-Config SEQUENCE {}
	Not present
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n2
	Only one retransmission per UL HARQ
	

	…
	
	
	


8.5.2.1.5
Test requirement

For the parameters specified in Table 8.5.2.1.3-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.1.5-1.
Table 8.5.2.1.5-1: Test requirement of PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.1]
	10 MHz
	[R.18]
	ETU70
	1 x 2 Low
	0.1
	5.8+TT

	[9.4]
	10 MHz
	[R.24]
	ETU70
	1 x 2 Low
	0.1
	1.3+TT


8.5.2.2
TDD PHICH Transmit Diversity Performance

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

8.5.2.2.1
Test purpose

This test verifies the demodulation performance of PHICH for transmit diversity with a given SNR for which a certain Hybrid Indicator detection error rate (i.e. missed detection of “NACK to ACK” and “ACK to NACK”) of the specified reference measurement channels is achieved.

8.5.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.5.2.2.3
Minimum conformance requirements

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold detection).
Table 8.5.2.2.3-1: Test Parameters for PHICH
	Parameter
	Unit
	Test [9.2,9.3]
	

	Uplink downlink configuration (Note 1)
	
	1
	

	Special subframe configuration (Note 2)
	
	4
	

	Downlink power allocation
	PHICH_RA
	dB
	-3

	

	
	PHICH_RB
	dB
	
	

	
	PCFICH_RA
	dB
	
	

	
	PCFICH_RB
	dB
	-3

	

	
	PDCCH_RA
	dB
	
	

	
	PDCCH_RB
	dB
	
	

	PHICH duration
	
	Normal
	

	Number of PHICH groups (Note 3)
	
	Ng = 1
	

	PDCCH contents
	
	All PDCCH resources shall be occupied by non-zero data
	

	
[image: image98.wmf]oc

N

at antenna port
	dBm/15kHz
	-98
	

	Cyclic prefix
	
	Normal
	

	Note 1: as specified in Table 4.2-2 in TS 36.211 [8]
Note 2: as specified in Table 4.2-1 in TS 36.211 [8]
Note 3: according to Clause 6.9 in TS 36.211 [8]


For the parameters specified in Table 8.5.2.2.3-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.3-2.

Table 8.5.2.2.3-2: Minimum performance of PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.2]
	1.4 MHz
	[R.19]
	EPA5
	2 x 2 Low
	0.1
	5.3

	[9.3]
	10 MHz
	[R.20]
	EVA5
	4 x 2 Medium
	0.1
	6.1


The normative reference for this requirement is TS 36.101 [2] clause 8.5.

8.5.2.2.4
Test description

8.5.2.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.1
Bandwidths to be tested: As specified per test number in Tables 8.5.2.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS,the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A Figure A.10 or A.11.
2. The parameter settings for the cell are set up according to Table 8.5.2.2.3-1.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 3Aaccording to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.5.2.2.4.3.

8.5.2.2.4.2
Test procedure

1.
In Each HARQ process (4
HARQ processes for UL/DL configuration 1), SS shall schedule PUSCH transmissions according to Annex A.2.3.1.1 Table A.2.3.1.1-1 via PDCCH DCI format 0 with new data indicator set to true. Since the UE has no payload, the UE shall send uplink MAC padding bits in PUSCH. SS upon receiving the PUSCH transmissions shall transmit the associated ACKs.PHICH is set according to Annex 3.6 Table A.3.6-1. SS will only transmit PDCCH to schedule PUSCH transmission in the appropriate sub-frames. Table 8.5.2.2.4.2-1 indicates the transmissions for one cycle.
2.
SS will only monitor for uplink retransmissions due to ACK missed-detections. DTX from the UE side is counted as successful ACK reception, while any transmission on these subframes is counted as NACKs.
3.
Repeat steps 1 – 2 for a duration sufficient to achieve statistical significance according to Annex G clause G.3 and measure Pm-an. Pm-an is (NACK) / (ACK + NACK).

4.
Repeat the same procedure (steps 1 to 3 ) with test conditions according to the Table 8.5.2.2.5-1 for Test 2.
Table 8.5.2.2.4.2-1: PHICH test pattern

	Subframe Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	PDCCH
	
	S
	
	
	S
	
	S
	
	
	S
	
	
	
	
	
	
	
	
	
	

	PHICH
	
	
	
	
	
	
	
	
	
	
	
	A
	
	
	A
	
	A
	
	
	A

	PUSCH
	
	
	R?
	R?
	
	
	
	T
	T
	
	
	
	T
	T
	
	
	
	R?
	R?
	

	HARQ process
	
	1
	3
	4
	2
	
	3
	1
	2
	4
	
	1
	3
	4
	2
	
	3
	1
	2
	4

	Note 1: This table gives an example test pattern for HARQ process for TDD PHICH test

Note 2: Following notation is used:
S: represents sending PDCCH DCI format 0 to schedule a future PUSCH transmission
A: represents the ACK transmission on PHICH
T: represents a scheduled PUSCH transmission
R: represents a potential PUSCH re-transmission due to a missed ACK
Note 3: TDD UL/DL configuration 1 is used here, special subframe is denoted as blue


8.5.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6, with the following exceptions:

Table 8.5.1.1.4.3-1: MAC-MainConfig-RBC
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  dl-SCH-Config SEQUENCE {}
	Not present
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n2
	Only one retransmission per UL HARQ
	

	…
	
	
	


8.5.2.2.5
Test requirement

For the parameters specified in Table 8.5.2.2.3-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.5-1.
Table 8.5.2.2.5-1: Test requirement of PHICH

	Test number
	Bandwidth  
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	[9.2]
	1.4 MHz
	[R.19]
	EPA5
	2 x 2 Low
	0.1
	5.3+TT

	[9.3]
	10 MHz
	[R.20]
	EVA5
	4 x 2 Medium
	0.1
	6.1+TT


8.6
Demodulation of PBCH

RAN4 will specify the PBCH performance requirements and has recommended that these requirements do not need to 
be tested.
<< End of changes >> RD 36521-1-840_s09-sAnnexes.doc 
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