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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 6.2.1.8a.3, which is part of the PTCRB test suite. 

The test case can be demonstrated to run with one or more 3G UEs (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_6_2_1_8a_3
Test Group:
PTCRB / ITU

ATS Version:
iwd-TVB2009-03_D09wk48
System Simulator used:
Anite CT
UE used:
Nokia NoRM-6 UE, ST Ericsson U335.

Verification Status:
PASS
4 Corrections required for test case 6.2.1.8a.3

4.1 Introduction

This section describes the changes required to make test case 6.2.1.8a.3 run correctly with a 3G UE. The ATS version used as basis was PTCRB_r3_wk48.mp, which is part of the iwd-TVB2009-03_D09wk48 release.

4.2 Change 1

	Test Case Id
	lt_InitVariables

	Reason for change
	In test case 6.2.1.8a.3, GSM Cells B and C belong to ITU Region 2 and hence MNC values should be taken care accordingly.

	Summary of change
	1) Line No: 60, 61 Last digit of MNCs should be ‘1’ when the test case is executed in Bands 1 & 8. Changed the MNC of Cell B to ‘411’ H and Cell C to ‘611’ H

2) Line No: 68, 69. Last digit of MNCs should be F when the test case is executed in Bands 2,4 & 5. Changed the MNC of Cell B to tsc_MNC_PLMN5 and Cell C to tsc_MNC_PLMN7

	Source of change
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4.3 Change 2

	Local Tree Id
	lt_PO_G_SS_Releases

	Reason for change
	In local tree, GSM Cells B and C are released according to TTCN implementation. But the Cell B is release before the call for the local tree, and since the Cell is no more active it cant be released

	Summary of change
	Remove Line No:1 call for release of GSM CellB po_GSM_SS_CellRelease, in local tree lt_PO_G_SS_Releases

	Source of change
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5 Execution Log Files

5.1 Nokia NoRM-6 UE

The Nokia NoRM-6 UE passed this test case on the Anite SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_6_2_1_8a_3_Nokia-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 ST Ericsson U335 UE

The ST Ericsson U335 UE passed this test case on the Anite SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_6_2_1_8a_3_ST_Ericsson-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	R5s090339: This archive comprises text format execution log file and the TTCN file.
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