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2 Correction to RRC testcase 8.2.2.35

2.1 8.2.2.35 : ts_AT_SecondaryPDP_ContextInteractiveOrBckgrnd

	Test step name
	8.2.2.35: ts_AT_SecondaryPDP_ContextInteractiveOrBckgrnd

	Reason for change
	The AT command AT+CGDSCONT has a space in between the assignment and the number 2.

	Summary of change
	The space is removed.

	Source of change
	

	Label
	WA#


Before:
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(tev_TmpCllinfo caliConfiy
(tev_TmpCllinfo caliConfiy
(tev_TmpCllinfo caliConfiy
(1tev_TmpCellinfo.cellConfiy = cell_Four_DTCH_CS) OR
(tev_TmpCllinfo.cellConfiy = cell_Two_DTCH_CS_PS) OR
(1ev_TmpCellinfo.cellConfig = cell_Four_DTCH_CS_PS)]

1 (1ev_AT_Cmd =
©_ConcatStrg("AT+COTFT =2,1,1,
0_ConcatSirg( p«_PDP_IP_AddrinfoDCH,
* 266.255.0.0", 4865435 65535
»
)

0 [(tov_TmpCelinfo.cellConfig

cell_PDCP_AM_RAB) OR
cel_PDCP_UM_RAB) OR
cell_PDCP_AM_UN_RAB) OR
cel_DCH_2AM_PS) OR
cell_Two_DTCH) OR

ell_FACH_PS) OR
(tev_TmpCllinfo.cellConfiy = cell_FACH_BMC ) OR
(tev_TmpCellinfo.cellConfiy = cell_FACH_25CCPCH_StandAlonePCH_PS )

1

1 (tov_AT_Crnd =
o_ConcatStrg("AT+COTFT=21,1
_ConcatStrg( px_PDP_IP_AddrinfoFACH,
* 266.255.0.0", 4865435 65535™ "B5235 BE 335" <CR="
»
)

[ [TRUE]

onjectve o orgitate @ secondany PDP Context for the UE

Defauts UT_omerwiserail

comments 51 T15040713, RE5080173 50

1) o] Seavour Desorpton T Constrant et ] Commerts

] (tev_AT_Cmd = ("AT+CGDSCONT= 2,1<CR=")) Undefine c_id, 0

1 Ut1AT_CmdReq ca_AT_CmdReq (tev_AT_Cmd)

2 U7 AT_cmacnt ca_AT_cmacnt
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actve class or backaround olass
@i 115-040787 si0@
(@i VB R55060058 sic@

f + i AsSIgnAT_TFT_cma ssian COTFT sormmand infov_AT_
cma
@i Res070184 5@

5 Ut1AT_CmdReq ca_AT_CmdReq (tev_AT_Cmd)

o U7 AT_cmcnt ca_AT_cmacnt

7 (AT AT+GOACT= 20R") ACTIVATE FDP CONTEXT message
orwo

8 Ut1AT_CmdReq ca_AT_CmdReq (tev_AT_Cmd )

I ASSianAT_TFT_Crd

o [(tev_TmpCellinfo.cellConfig = cell_DCH_64kPS_RAB_SRE ) OR Cell_DCH configuration

Cell_FACH configuration

Programming error
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