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4
Recommended Test Case Applicability
<Text Skipped>

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT


<Text skipped>
	15
	Mobility management based on DSMIPv6 (Dual-Stack Mobile IPv6)
	
	
	
	
	

	15.1
	Discovery of the Home Agent via DNS
	Rel-8
	C34
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to discover the Home Agent address via DNS
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.2
	Discovery of the Home Agent via DHCPv6
	Rel-8
	Cxx
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to discover the Home Agent address via DHCPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.3
	Discovery of the Home Agent address via IKEv2 during tunnel setup to ePDG for untrusted non-3GPP accesses
	Rel-8
	Cyy
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to discover the Home Agent address via IKEv2
	pc_eWLAN
	

	15.4
	Security association establishment with Home Agent reallocation procedure
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.5
	Security association establishment without Home Agent reallocation procedure
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.6
	Registration of a new IPv6 CoA (Binding Update/Acknowledgment procedure in IPv6 network)
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.7
	Registration of a new IPv4 CoA (Binding Update/Acknowledgment procedure in IPv4 network)
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.8
	Re-registration of IPv6 CoA
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.9
	Re-registration of IPv4 CoA
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.10
	Return to home link
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.11
	Dual-Stack Mobile IPv6 detach in IPv6 network
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.12
	Dual-Stack Mobile IPv6 detach in IPv4 network
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<Text skipped>
Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/3 THEN R ELSE N/A

	C02
IF A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C05
IF [8]A.1/4 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
IF A.4.5-1/16 THEN R ELSE N/A

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
IF A.4.5-1/13 AND A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C13
IF [8]A.1/1 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF [8]A.1/1 AND [8]A.1/4 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
IF A.4.5-1/3 THEN R ELSE N/A

	C19
IF A.4.5-1/6 THEN R ELSE N/A

	C20
IF [8]A.1/4 AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) AND A.4.4-1/3 THEN R ELSE N/A

	C23
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) AND A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 THEN R ELSE N/A

	C27
IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/4) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF (A.4.5-1/1 AND A.4.5-1/7) THEN R ELSE N/A

	C30
IF (A.4.5-1/1 AND A.4.5-1/20) THEN R ELSE N/A

	C31
IF (A.4.5-1/1 AND A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C32
IF (A.4.5/7 AND A.4.5/20) THEN R ELSE N/A

	C33
IF A.4.5/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.4-1/8 THEN R ELSE N/A

	C38
IF [8]A.1/4 AND A.4.5-1/10 THEN R ELSE N/A

	C39
IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/5 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 THEN R ELSE N/A

	Cxx
IF A.4.4-1/6 AND A.4.4-1/x THEN R ELSE N/A

	Cyy
IF A.4.1-1/5 AND A.4.4-1/6 AND A.4.4-1/y THEN R ELSE N/A


<End of second modified section>
<Start of third modified section>
Annex A (normative):
ICS proforma for E-UTRA/EPC Generation User Equipment
Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

<Text skipped>

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	pc_eFDD
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	pc_eTDD
	

	3
	HRPD
	C.S0024-A
	Rel-8
	pc_HRPD
	

	4
	1xRTT
	C.S0002-A
	Rel-8
	pc_1xRTT
	

	5
	WLAN
	IEEE Std 802.11
	
	pc_eWLAN
	


<Text skipped>

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	4
	Support of Short Message Service (SMS) MO over SGs
	23.272, 8.2.2, 8.2.3
	Rel-8
	pc_SMS_SGs_MO
	

	5
	Support of ISR
	23.401, 4.3.5.6
	Rel-8
	pc_ISR
	

	6
	Support of Mobility management based on Dual-Stack Mobile IPv6
	24.303
	Rel-8
	pc_DSMIPv6
	

	7
	Support for being configured to discover the Home Agent address via DNS
	24.303
	Rel-8
	pc_HAAddress_via_DNS
	

	8
	Support of inter-RAT PS handover to E-UTRA from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA
	

	9
	Support of EMM information message
	24.301, 5.4.5.3
	Rel-8
	pc_EMM_Information
	

	x
	Support for being configured to discover the Home Agent address via DHCPv6
	24.303
	Rel-8
	pc_HAAddress_via_DHCPv6
	

	y
	Support for being configured to discover the Home Agent address via IKEv2
	24.303
	Rel-8
	pc_HAAddress_via_IKEv2
	


<End of third modified section>
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