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[-------------------------------------------------------------- TEXT START -------------------------------------------------------------]
6A.1.3
Node B procedure for transmitting the HS-DSCH and HS-SCCH
6A.1.3.1
Node B procedure for transmitting the HS-DSCH and HS-SCCH in the CELL_DCH state

When transmitting to a UE for which the HS-SCCH_less_mode=1, the Node B shall use the following procedures:

· The Node B can always transmit an HS-DSCH transport block using CRC attachment method 1 and HS-SCCH type 1.

· If HS-SCCH_less_Active is TRUE, the Node B may transmit an HS-DSCH transport block using CRC attachment method 2 and HS-SCCH type 2 according to [2] provided that the size of the transport block belongs to the set of transport block sizes configured for HS-SCCH less operation by higher layers. In this case, a maximum of two retransmissions may be used for each HS-DSCH transport block.
Otherwise,

· The Node B should always transmit an HS-DSCH transport block using CRC attachment method 1 and 

· HS-SCCH type 1 in a cell where the UE is not configured in MIMO mode, or

· HS-SCCH type 3 in a cell where the UE is configured in MIMO mode.

If Node B uses CRC attachment method 1 or CRC attachment method 2 for the first transmission of a transport block, Node B shall use CRC attachment method 1 or CRC attachment method 2 respectively for any retransmission of the transport block.

When transmitting/retransmitting, in a cell where the UE is not configured in MIMO mode, a transport block using CRC attachment method 1 or retransmitting a transport block to a UE using CRC attachment method 2, the Node B shall transmit the corresponding control information using HS-SCCH type 1 or HS-SCCH type 2 respectively on one of the HS-SCCHs in the UE’s HS-SCCH set.
When transmitting/retransmitting, in a cell where the UE is configured in MIMO mode, a transport block the Node B shall use CRC attachment method 1 and transmit the corresponding control information using HS-SCCH type 3 on one of the HS-SCCHs in the UE’s HS-SCCH set. 
 [--------------------------------------------------------------- TEXT END ---------------------------------------------------------------]
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