3GPP TSG RAN#47
RP-100214
Vienna, Austria, 16th - 19th March 2010
Title:
LTE-interfaces CRs, set 2
Source:
RAN3

Agenda Item:
8.3.4.1

RP-100214: LTE-interfaces CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100214
	R3-101023
	Correction of RTD range
	36.413
	0623
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101108
	CDMA2000 1xRTT RAND format
	36.413
	0650
	1
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100214
	R3-101109
	CDMA2000 1xRTT RAND format
	36.413
	0651
	1
	F
	9.1.0
	LTE-Interfaces
	Rel-9

	RP-100214
	R3-101127
	Define meaning of 0 in Number of Broadcast Requested IE for ETWS
	36.413
	0674
	-
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100214
	R3-101237
	Correction of connection establishment
	36.413
	0666
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101330
	Correction of Path Switch Failure
	36.413
	0624
	1
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100214
	R3-101331
	Correction of Path Switch Failure
	36.413
	0625
	1
	A
	9.1.0
	LTE-Interfaces
	Rel-9

	RP-100214
	R3-101332
	Correction of S1 Release
	36.413
	0667
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101333
	NCC Initialization in eNB at the Initial Connection Setup
	36.413
	0629
	3
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101341
	Handling of CSG ID check failure in LTE hybrid cells
	36.413
	0661
	2
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101347
	Correction of CSFB
	25.413
	1056
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9


