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	In R2-097549 CR3830 r2, it’s agreed that the E-DCH MAC-d flow identity 7 is reserved for CCCH transmission and for the E-DCH MAC-d flow reserved for CCCH transmission, IE “E-DCH MAC-d flow multiplexing list” is not needed. In NBAP, there’s no such restriction.
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	1. Clarfiy that “The E-DCH MAC-d flow identity reserved for CCCH transmission is defined in [18].”
Impact Analysis

This CR has isolated impact towards the previous version of the specification (same release).
This CR has an impact under procedure point of view.

The impact can be considered isolated because it only affects the E-DCH MAC-d flow configuration procedure.
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9.2.1.69
E-DCH MAC-d Flow Multiplexing List

The E-DCH MAC-d Flow Multiplexing List indicates which E-DCH MAC-d flows are allowed to be multiplexed within a MAC-e/MAC-i PDU with the MAC-d flow it is associated to. If the E-DCH MAC-d Flow Multiplexing List is signalled for an E-DCH  MAC-d flow it indicates that E-DCH MAC-d PDUs of this E-DCH MAC-d flow are the first E-DCH MAC-d PDU in the MAC-e/MAC-i PDU. If an E-DCH MAC-d Flow Multiplexing List was already received within a previous Radio Link related procedure and no E-DCH MAC-d Flow Multiplexing List is signalled for an E-DCH MAC-d flow, the Node B shall continue to use the previously received one. If no E-DCH MAC-d Flow Multiplexing List was ever received for an E-DCH MAC-d flow no restrictions shall be assumed for the related E-DCH MAC-d flow for multiplexing E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Multiplexing List
	
	
	BIT STRING (8)
	The first Bit corresponds to    E-DCH MAC-d flow 0,

the second  bit corresponds to E-DCH MAC-d flow 1,

etc.


#Partial omitted#
9.2.2.105
Common E-DCH MAC-d Flow Specific Information

The Common E-DCH MAC-d Flow Specific Information IE is used for the establishment or modity Common E-DCH MAC-d flows.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	

	>Common E-DCH MAC-d Flow ID
	M
	
	E-DCH MAC-d Flow ID 
9.2.1.74
	The E-DCH MAC-d flow identity reserved for CCCH transmission is defined in [18].

	>Maximum Number Of Retransmissions For E-DCH
	M
	
	9.2.1.81
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.13Dk
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.69
	

	>Common E-DCH Logical Channel information
	
	1..<maxnooflogicalchannels>
	
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	

	>>Maximum MAC-c PDU Size Extended
	M
	
	MAC PDU Size Extended
9.2.1.38C
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d Flows

	maxnooflogicalchannels
	Maximum number of logical channels
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