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	RP-100218
	R3-100585
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.423
	1583
	-
	F
	8.7.0
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-100586
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.423
	1584
	-
	A
	9.1.0
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-100743
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.433
	1746
	1
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-100744
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.433
	1747
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-100745
	A missing IE in ASN.1 for 1.28 Mcps TDD
	25.433
	1750
	1
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-100746
	A missing IE in ASN.1 for 1.28 Mcps TDD
	25.433
	1751
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101089
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	25.433
	1762
	1　
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101090
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	25.433
	1763
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101092
	Clarification of HS-SCCH TPC step size configuration
	25.433
	1765
	2
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101093
	Clarification of HS-SCCH TPC step size configuration
	25.433
	1766
	2
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101097
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.423
	1595
	1
	F
	8.7.0
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101098
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.423
	1596
	1
	A
	9.1.0
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101099
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.433
	1771
	1
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101100
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.433
	1772
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101082
	Correction on RTWP configutation in multiple frquencies cell 1.28Mcps TDD
	25.433
	1754
	1
	F
	9.1.1
	LCRTDD-EDCH-IubIur
	Rel-9


