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Annex B (informative):
RANAP Transparent containers content

Transparent containers are used in order to transfer information from one RAN node to another RAN node. Depending on the particular scenario the behaviour of both involved RAN nodes may be either specified according to the same radio system or according to different radio systems. During an inter-system handover the source RAN node has to adopt to the target RAN node and its requirements. 
In RANAP, for intra-system relocation and inter-system handover to and from E-UTRAN, there is a single transparent container defined  for transporting information from the source to the target RAN node and a single transparent container for transporting information from the target to the source RAN node during relocation/handover preparation: the Source to Target Transparent Container IE and the Target to Source Transparent Container IE, which may carry either UTRAN or E-UTRAN specific information. 

Note:
The definition of generic transparent containers for relocation/handover purposes allows to transport them through the core network in a RAT-agnostic way. Inter-system handover to GERAN is not affected by this scheme.  

Therefore the container content is encoded according to the rules which are specified for in the target radio system. In section 8.6.2, it is described how the transparent container shall be encoded with respect to the scenario in which it is used.

The table below is showing all possible scenarios and definitions according to which the content of the transparent container shall be encoded. Additionally the reference to the specification defining particular IE is given.

Table B.1: Specification of Transparent Containers referenced in RANAP.

	Scenario
	Source to Target Transparent Container IE in RANAP: RELOCATION REQUIRED message
	Target to Source Transparent Container IE in RANAP: RELOCATION COMMAND message

	
	Name of the IE
	Definition in specification
	Name of the IE
	Definition in specification

	Intra UTRAN relocation
	Source RNC to Target RNC Transparent Container
	25.413
	Target RNC to Source RNC Transparent Container
	25.413

	Inter-system handover to E-UTRAN 
	Source eNB to Target eNB Transparent Container
	36.413
	Target eNB to Source eNB Transparent Container
	36.413
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