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	Reason for change:
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	UTRA reselection requirements imply an explicit neighbour cell list; in E-UTRA idle mode only neighbour frequency list is signalled (in IE CarrierFreqListUTRA-FDD and CarrierFreqListUTRA-TDD)
GSM reselections incorrectly cover the case of equal priority to E-UTRA; GSM cells may only be lower or higher priority than E-UTRA

	
	

	Summary of change:
(

	Equal priority reselection requirements removed from GSM idle reselection
UTRA reselection requirements reworded

Isolated impact analysis

· There is no impact to E-UTRA networks or UE of removal of GSM equal prioritiies, as this is already in release 8 not an allowed configuration. Hence it does not create an impact to remove the requirement for equal priority reselection to GSM cells.

From 36.304

5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than the eight network configured values), irrespective of any other priority value allocated to this frequency. The UE shall delete priorities provided by dedicated signalling when:

· the UE enters RRC_CONNECTED state; or

· the optional validity time of dedicated priorities (T320) expires; or

· a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.
· There is no impact to E-UTRA networks or UE of specifying UTRA idle reselections based on neighbour frequency list rather than neighborur cell list, since this is already the method defined in the signallin

From 36.331

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


carrierFreqListUTRA-FDD



CarrierFreqListUTRA-FDD


OPTIONAL, 

-- Need OR


carrierFreqListUTRA-TDD



CarrierFreqListUTRA-TDD


OPTIONAL, 

-- Need OR


t-ReselectionUTRA




T-Reselection,


t-ReselectionUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP

...

}

CarrierFreqListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqUTRA-FDD 

CarrierFreqUTRA-FDD ::=

SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


q-QualMin






INTEGER (-24..0),


...

}

CarrierFreqListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF CarrierFreqUTRA-TDD 

CarrierFreqUTRA-TDD ::=

SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),
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4.2.2.5.1

Measurements of UTRAN FDD cells

When the measurement rules indicate that UTRA FDD cells are to be measured, the UE shall measure CPICH Ec/Io and CPICH RSCP of detected UTRA FDD cells in the neighbour frequency list at the minimum measurement rate specified in this section. The parameter NUTRA_carrier is the number of carriers used in the neighbour frequency list. The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured UTRA FDD cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.

The UE shall evaluate whether newly detectable UTRA FDD cells have met the reselection criteria in TS 36.304 within time (NUTRA_carrier) * TdetectUTRA_FDD when the SServingCell of the E-UTRA serving cell is less than Snonintrasearch when TreselectionRAT = 0 provided that the reselection criteria is met by a margin of at least 6dB.
Cells which have been detected shall be measured at least every (NUTRA_carrier) * TmeasureUTRA_FDD when the SServingCell of the E-UTRA serving cell is less than  Snonintrasearch.   
When higher priority UTRA FDD cells are found by the higher priority search, they shall be measured at least every  Tmeasure,UTRA_FDD. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell.
For a cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA FDD cell has met reselection criterion defined in 3GPP TS 36.304 [1] within (NUTRA_carrier) * TevaluateUTRA_FDD when Treselection = 0 as speficied in table 4.2.2.5.1-1 provided that the reselection criteria is met by a margin of at least 6dB. 

Table 4.2.2.5.1-1: TdetectUTRA_FDD, TmeasureUTRA_FDD, and TevaluateUTRA_FDD
	DRX cycle length [s]
	TdetectUTRA_FDD [s]
	TmeasureUTRA_FDD [s] (number of DRX cycles)
	TevaluateUTRA_FDD
[s] (number of DRX cycles)

	0.32
	30
	5.12 (16)
	15.36 (48)

	0.64
	
	5.12 (8)
	15.36 (24)

	1.28
	
	6.4(5)
	19.2 (15)

	2.56
	60
	7.68 (3)
	23.04 (9)


4.2.2.5.2

Measurements of UTRAN TDD cells
When the measurement rules indicate that UTRA TDD cells are to be measured, the UE shall measure P-CCPCH RSCP of detected UTRA TDD cells in the neighbour frequency list at the minimum measurement rate specified in this section. The parameter NUTRA_carrier_TDD is the number of carriers in the neighbour frequency  list. The UE shall filter P-CCPCH RSCP measurements of each measured UTRA TDD cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period. P-CCPCH RSCP of UTRAN TDD cells shall not be filtered over a longer period than that specified in table 4.2.2.5.2-1.
The UE shall evaluate whether newly detectable UTRA TDD cells have met the reselection criteria in TS 36.304 within time (NUTRA_carrier_TDD) * TdetectUTRA_TDD when the SServingCell of the E-UTRA serving cell is less than Snonintrasearch when Treselection = 0 provided that the reselection criteria is met by a margin of at least 6dB.

Cells which have been detected shall be measured at least every (NUTRA_carrier_TDD) * TmeasureUTRA_TDD when the SServingCell of the E-UTRA serving cell is less than Snonintrasearch. 
When higher priority UTRA TDD cells are found by the higher priority search, they shall be measured at least every  Tmeasure,UTRA_TDD. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell.

For a cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA TDD cell has met reselection criterion defined in [1] within NUTRA_carrier_TDD *TevaluateUTRA_TDD when Treselection = 0 as specified in table 4.2.2.5.2-1 provided that the reselection criteria is met by a margin of at least 6dB.
Table 4.2.2.5.2-1: TdetectUTRA_TDD, TmeasureUTRA_TDD and TevaluateUTRA_TDD
	DRX cycle length [s]
	TdetectUTRA_TDD [s]
	TmeasureUTRA_TDD [s] (number of DRX cycles)
	TevaluateUTRA_TDD
[s] (number of DRX cycles)

	0.32
	30
	5.12 (16)
	15.36 (48)

	0.64
	
	5.12 (8)
	15.36 (24)

	1.28
	
	6.4(5)
	19.2 (15)

	2.56
	60
	7.68 (3)
	23.04 (9)


4.2.2.5.3

Measurements of GSM cells
When the measurement rules defined in [1] indicate that E-UTRAN inter-frequencies or inter-RAT frequency cells are to be measured, the UE shall measure the signal level of the GSM BCCH carriers if the GSM BCCH carriers are indicated in the measurement control system information of the serving cell. GSM BCCH carriers of lower priority than the serving cell shall be measured at least every Tmeasure,GSM (see table 4.2.2.5.3-1). 
When higher priority GSM BCCH carriers are found by the higher priority search, they shall be measured at least every Tmeasure,GSM, and the UE shall decode the BSIC of the GSM BCCH carrier. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection, or to continuously verify the BSIC of the GSM BCCH carrier every 30s. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell.
The UE shall maintain a running average of 4 measurements for each GSM BCCH carrier. The measurement samples for each cell shall be as far as possible uniformly distributed over the averaging period.

If continuous GSM measurements are required by the measurement rules in [1], the UE shall attempt to verify the BSIC at least every 30 seconds for each of the 4 strongest GSM BCCH carriers. If a change of BSIC is detected for one GSM cell then that GSM BCCH carrier shall be treated as a new GSM neighbour cell. If the UE detects on a BCCH carrier a BSIC which is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform BSIC re-confirmation for that cell.
The UE shall not consider the GSM BCCH carrier in cell reselection, if the UE cannot demodulate the BSIC of that GSM BCCH carrier. Additionally, the UE shall not consider a GSM neighbour cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
Table 4.2.2.5.3-1: Tmeasure,GSM,  
	DRX cycle length [s]
	Tmeasure,GSM [s] (number of DRX cycles)

	0.32
	5.12 (16)

	0.64
	5.12 (8)

	1.28
	6.4(5)

	2.56
	7.68 (3)
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