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	1)RSRQ_34 is defined in TS36.133, but the value range of RSRQ defined in Inter-RAT reporting quantity is defined (0..33)
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	Summary of change:
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	1) RSRQ_34 is reported as 33.
2) Add reference document 36.133 in section 14.3.0c.

Impact analysis
Impacted functionality:

Measurement for E-UTRA function in connected mode. The change only impacts the corrected functionality.

Inter-operability:

1. If the network is implemented according to the CR and the UE is not, the UE may not report RSRQ in case the value is RSRQ_34.  
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem.
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not approved:
	Measurement of EUTRA may not be performed correctly.
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10.3.7.6c
E-UTRA measured results

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA measured results list
	MP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-8

	>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Measured E-UTRA cells
	MP
	1 to <maxReportedEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	>>RSRP
	OP
	
	Integer (0..97)
	This shall be reported if the “Inter-RAT measurement quantity” IE is set to ‘RSRP’ or the “Inter-RAT reporting quantity” IE is set to ‘both’.

RSRP is mapped to a value between 0 and 97 [36.133].
	REL-8

	>>RSRQ
	OP
	
	Integer (0..33)
	This quantity shall be reported if the “Inter-RAT measurement quantity” IE is set to ‘RSRQ’ or the “Inter-RAT reporting quantity” IE is set to ‘both’.

RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-8


14.3.0c
Inter-RAT reporting quantities
The quantities that the UE shall report to UTRAN when the event is triggered for an inter-RAT measurement are given by the IE "Inter-RAT reporting quantity" stored for that measurement, and can be the following:

In the case the other RAT is GSM:

1
GSM carrier RSSI

In the case the other RAT is E-UTRA:

1
Trigger Quantity: In case the trigger quantity is RSRP then only RSRP is reported; in case the trigger quantity is RSRQ then only RSRQ is reported.

2
Both: both RSRP and RSRQ are reported.

A description of those values can be found in [7], [8] and [74].
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