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8.6.7.3
Intra-frequency/Inter-frequency/Inter-RAT cell info list
<text skipped>
If the IE "Intra-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the CHOICE "Intra-frequency cell removal" is received:

2>
if it has the value "Remove some intra-frequency cells", at the position indicated by the IE "Intra-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all intra-frequency cells":

3>
for each position referring to an intra-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no intra-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Intra-frequency cells whose cell information is stored at the position indicated by the IE "Intra-frequency cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Intra-frequency cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "CSG Intra-frequency cell info" is received:

2>
store the received information in the CSG Intra-frequency cell info in the variable CELL_INFO_CSG_LIST.



If the IE "Intra-frequency cell info list on secondary UL frequency" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST according to the rules for the IE "Intra-frequency cell info list".

If the IE "Inter-frequency cell info list" is received in System Information Block Type 11 update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-frequency cell removal" is received:

2>
ignore the IE.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in System Information Block Type 11bis, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the CHOICE "Inter-frequency cell removal" is received:

2>
if it has the value "Remove some inter-frequency cells", at the position indicated by the IE "Inter-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-frequency cells":

3>
for each position referring to an inter-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order:

1>
if the CHOICE "Inter-frequency cell removal" is received:

2>
if it has the value "Remove some inter-frequency cells", at the position indicated by the IE "Inter-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-frequency cells":

3>
for each position referring to an inter-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Inter-frequency cells whose cell information is stored at the position indicated by the IE "Inter-frequency cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Inter-frequency cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "CSG Inter frequency cell info" is received:

2>
store the received information in the CSG Inter-frequency cell info in the variable CELL_INFO_CSG_LIST.



If the IE "Inter-RAT cell info list" is received in System Information Block Type 11, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
ignore the IE "Inter-RAT cell removal".

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received:

2>
ignore the IE.

1>
set the "Inter-RAT cell info indication" to the value "0" and mark the indication status "present" in the variable CELL_INFO_LIST.

If the IE "Inter-RAT cell info list" is received in System Information Block Type 11bis, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-RAT cell id" is received:

4>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-RAT cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-RAT cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-RAT cell removal" is received:

2>
if it has the value "Remove some inter-RAT cells", at the position indicated by the IE "Inter-RAT cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-RAT cells":

3>
for each position referring to an inter-RAT cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-RAT cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received:

2>
ignore the IE;

1>
set the "Inter-RAT cell info indication" to the value "0" and mark the indication status "present" in the variable CELL_INFO_LIST.
If the IE "Inter-RAT cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-RAT cell removal" is received:

2>
if it has the value "Remove some inter-RAT cells", at the position indicated by the IE "Inter-RAT cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-RAT cells":

3>
for each position referring to an inter RAT cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-RAT cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Inter-RAT cells whose cell information is stored at the position indicated by the IE "Inter-RAT cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Inter-RAT cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "Cell selection and re-selection info for SIB11/12" is present:

2>
ignore the IE.

1>
if the IE "Inter-RAT cell info indication" is present:

2>
store the received value of the IE "Inter-RAT cell info indication" and mark the indication status "present" in the variable CELL_INFO_LIST.
1>
if the IE "Inter-RAT cell info indication" is not present:

2>
clear the "Inter-RAT cell info indication" and mark the indication status "not present" in the variable CELL_INFO_LIST.

NOTE:
If UTRAN signalling would result in more than "maxCellMeas" cells for the Intra-frequency cell information list on primary uplink frequency, Inter-frequency cell information list or Inter-RAT cell information list the UE behaviour is unspecified.NOTE:
If UTRAN signalling would result in more than "maxCellMeasOnSecULFreq" cells for the Intra-frequency cell information list on secondary uplink frequency the UE behaviour is unspecified.

**** next modified subclause(s) ****

13.4.42
CELL_INFO_CSG_LIST

This variable contains CSG/Hybrid cell information on intra-frequency and inter-frequency cells as received in MEASUREMENT CONTROL message.

This variable shall be cleared at cell re-selection, when leaving UTRA RRC connected mode, when switched off as well as at selection of a new PLMN.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CSG Intra-frequency cell info
	OP
	
	10.3.7.121
	
	REL-9

	
	
	
	
	
	

	CSG Inter-frequency cell info
	OP
	
	10.3.7.120
	
	REL-9

	
	
	
	
	
	


**** next modified subclause(s) ****

14.7a
Measurements related to CSG/Hybrid cells

14.7a.1
Intra-frequency measurements for CSG/Hybrid cells

For each cell reported in the IE "Cell measured results" of an intra-frequency Measurement Report, which is also included in the IE "Intra-frequency SI Acquisition" associated with the measurement:

1>
if the UE managed to acquire the valid system information of the concerned cell: 

2>
include the following IEs in the IE "Cell measured results":
3>
"Cell Identity" IE;

3>
"CSG Identity" IE if indicated as "required" in IE "CSG identity report" present in the IE "Intra-frequency SI Acquisition";

3>
"CSG Member indication" IE and set it to "member" if CSG identity of the concerned cell is present in UE’s CSG whitelist.

The system information of the reported cell(s) can be acquired by the UE without any measurement gaps.

14.7a.2
Inter-frequency measurements for CSG/Hybrid cells

For each cell reported in the IE "Cell measured results" of an inter-frequency Measurement Report, which is also included in the IE "Inter-frequency SI Acquisition" associated with the measurement:

1>
if the UE managed to acquire the system information of the concerned cell: 

2>
include the following IEs in the IE "Cell measured results":
3>
"Cell Identity" IE;

3>

CSG Identity" IE if indicated as "required" in IE "CSG identity report" present in the IE "Inter-frequency SI Acquisition";

3>
"CSG Member indication" IE and set it to "member" if CSG identity of the concerned cell is present in UE’s CSG whitelist.

If the UE needs measurement gaps to read the system information on the non-used frequency, the system information of the reported cell can be acquired by the UE via autonomous measurement gaps when the IE "Inter-frequency SI Acquisition" is received by the UE.
**** End ****
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