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4.4.3.1.2
Scheduling of system information blocks

The scheduling configurations for combinations of system information blocks are defined in the following tables.

…..
Table 4.4.3.1.2-8: Scheduling for combination 8

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB11

	4
	See sub clause 4.4.3.4
	SIB10


…..

4.4.3.4
Channel-bandwidth-dependent parameters in system information blocks

The default values of parameters in system information blocks which depend on the channel bandwidth are defined in table 4.4.3.4-1.

Table 4.4.3.4-1: Channel-bandwidth-dependent parameters

	Information Element
	Channel bandwidth
	Comment

	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz 
	20MHz
	

	SIB3 periodicity
	64
	64
	32
	32
	32
	32
	

	SIB4 periodicity
	128
	128
	64
	64
	64
	64
	

	SIB5 periodicity
	128
	128
	64
	64
	64
	64
	

	SIB6 periodicity
	128
	128
	64
	64
	64
	64
	

	SIB7 periodicity
	128
	128
	64
	64
	64
	64
	

	SIB8 periodicity
	128
	128
	64
	64
	64
	64
	

	measurementBandwidth in SIB5
	mbw6


	mbw15
	mbw25
	mbw50
	mbw75
	mbw100
	

	SIB10 periodicity
	64
	64
	32
	32
	32
	32
	

	SIB11 periodicity
	64
	64
	32
	32
	32
	32
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