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1. Proposed way forward
RAN4 will adopt the following working assumptions to complete the CA WID 

1. The signaling and protocol specifications to support carrier aggregation shall be designed in a generic way, and able to support carrier aggregation scenarios that are introduced in later RAN4 Releases.

2. Specification of carrier aggregation shall be done in Release independent manner.

3. Scenarios which are not treated in Release 10 timeframe should be captured in appropriate TR for future reference. 
4. New work items should be created when new carrier aggregation scenarios are introduced in future 3GPP specifications – Noting that CA operating bands are release independent 
5. Proposed band scenarios for the CA WID 
Intra - band Contiguous CA

	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL)  band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  (MHz) –  FUL_high (MHz)
	
	FDL_low  (MHz) –  FDL_high (MHz)
	
	

	CA_40
	40
	2300
	–
	2400
	[TBD]
	2300
	–
	2400
	[TBD]
	TDD

	
	
	
	
	
	[TBD]
	
	
	
	[TBD]
	

	CA_7
	7
	2500
	–
	2570
	[TBD]
	2620
	–
	2690
	[TBD]
	FDD


Inter - band Non -Contiguous CA

	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL)  band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  (MHz) –  FUL_high (MHz)
	
	FDL_low  (MHz) –  FDL_high (MHz)
	
	

	CA_1-5
	1
	1920
	–
	1980
	[TBD]
	2110
	–
	2170
	[TBD]
	FDD

	
	5
	 824
	–
	849
	[TBD]
	869
	–
	 894
	[TBD]
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