Page 1



3GPP TSG RAN WG5 Meeting #47 
(
 R5-103204
Montreal, Canada, 10-14 May 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	2729
	(

rev
	-
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of new test case 8.3.9.2a for 1.28M TDD

	
	

	Source to WG:
(

	CMCC, CATT

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI5_Test
	
	Date: (

	29/04/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	For 1.28Mcps UTRA TDD, the test case 8.3.9.2 is not implemented.

	
	

	Summary of change:
(

	New test case 8.3.9.2a is created for 1.28Mcps TDD.

	
	

	Consequences if 
(

not approved:
	Test specification will remain incomplete.

	
	

	Clauses affected:
(

	8.3.9.2a(new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	  

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.3.9.2a
Cell reselection if cell becomes barred or S<0; UTRAN to GPRS (URA_PCH), 1.28Mcps TDD
8.3.9.2a.1
Definition

Test to verify that if both a GSM/GPRS and UTRAN network is available, the UE performs cell reselection from UTRAN to GSM/GPRS if the UTRAN cell becomes barred or S falls below zero.

8.3.9.2a.2
Conformance requirement 

1.
The purpose of the inter-RAT cell reselection procedure from UTRAN is to transfer, under the control of the UE and to some extent the UTRAN, a connection between the UE and UTRAN to another radio access technology (e.g. GSM/GPRS).

2.
This procedure is applicable in states CELL_FACH, CELL_PCH or URA_PCH.


When the UE based on received system information makes a cell reselection to a radio access technology other than UTRAN, e.g. GSM/GPRS, according to the criteria specified in [4], the UE shall.

1>
If the NAS procedures associated with inter-system change specified in [5] require the establishment of a connection:

2>
initiate the establishment of a connection to the target radio access technology according to its specifications.

3.
When the UE has succeeded in reselecting a cell in the target radio access technology, the UE shall:

1>
release all UTRAN specific resources.

References

TS 25.331, clause 8.3.9

8.3.9.2a.3
Test purpose

To verify that the UE performs reselection from UTRAN to GPRS in the state URA_PCH on the following occasions:

-
Serving cell becomes barred.

-
S<0 for serving cell.

8.3.9.2a.4
Method of test

Initial conditions

System Simulator: 2 cells – Cell 1 is UTRAN 1.28Mcps TDD, Cell 9 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 9.

All cells belong to the same PLMN . UTRAN and GPRS cells belong to different location area.

The Inter-RAT Cell Info List of Cell 1 (UTRAN) refers to Cell 9 (GPRS).

The 3G Neighbour Cell Description of Cell 9 (GPRS) refers to Cell 1 (UTRAN)
UE: Power-Off (State 1) as specified in clause 7.4 of TS 34.108.

Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH,

Step a-c:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Test Channel
	
	1

	P-CCPCH RSCP (TDD)
	dBm
	-65

	Qrxlevmin
	dBm
	-106

	Srxlev*
	dBm
	41

	CellBarred
	
	Not barred


	Parameter
	Unit
	Cell 9 (GPRS)

	Test Channel
	
	1

	RF Signal Level
	dBm
	-80

	RXLEV_ACCESS_MIN
	dBm
	-100

	C1*
	dBm
	20

	TDD_Qoffset
	dBm
	-60


Step d-f:

	Parameter
	Unit
	Cell 1 (UTRAN)

	CellBarred
	
	Not barred -> Barred

	Tbarred
	s
	80


Step i:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Qrxlevmin
	dB
	-106 -> -46

	Srxlev*
	dB
	41 -> -19


Test procedure

a)
The SS activates cells 1 and 9. The SS monitors cells 1 and 9 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS brings the UE to URA_PCH (State 6-13).

d)
The SS sets Cell 1 to be barred.

e) The SS sends Paging Type1 message to UE to inform UE of the modification in the system information.f)
The SS waits for channel request from the UE to establish Temporary Block flow

g)
The SS pages the UE with PAGING TYPE 1 in cell 1 (UTRAN), if UE does not respond withCell Update with cause ‘Paging Response’, it means UE has released the UTRAN resources.

h)
The UE is switched off.

i)
Step a-e) is repeated with the same initial conditions except that in step d), Qrxlevmin is increased, so S will become negative instead of being barred.

8.3.9.2a.5
Test Requirements

In step f), the UE shall respond on Cell 9.

In step g), the UE shall not respond in UTRAN cell.

In step i), the UE shall respond on Cell 9 after Qrxlevmin is increased.
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