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Table E.5.8C: Level set 6 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-1,9

	HS-SCCH_1
	dB
	-11.1

	DPCH_Ec/Ior
	dB
	-11.1

	OCNS_Ec/Ior
	dB
	Off

	Measurement conditions
	HS-PDSCH = -2dB,  

 Ior/Ioc = 4 dB, 6 dB, 8 dB, 10 dB, 15 dB and 18 dB


<Skip>
F.6.1.10.3
Test conditions for dual limit BLER tests

Table F.6.1.10.3 Test conditions for dual limit BLER tests

	Type of test (BLER)
	Data rate, Propagation condition
	Test requirement

(BLER)
	Test limit = Test requirement * TL

TL
	Target number of error events (time)
	Minimum number of samples
	Prob that a good unit will fail = prob that a bad unit will pass: F[%]
	Bad unit factor

M

	Power control in the downlink, constant BLER target
	12.2 kbit/s,
3km/h (case4)
	0.01±30%
0.1±30%

0.001±30%
	Upper TL: 1.3*1.234

Lower TL 0.7/1.234
	Upper: 345

(431.25s)
(43s)
(4311s)

Lower 343

(1191s)
(119s)

(11946s)
	8200
	0.2
	Upper: 1.5

Lower 1/1.5

	Power control in the downlink, constant BLER target
	64 kbit/s, 3km/h (case4)
	0.01±30%
0.1±30%

0.001±30%
	Upper TL: 1.3*1.234

Lower TL 0.7/1.234
	Upper: 345

(431.25s)
(43s)
(4311s)

Lower 343

(1191s)
(119s)

(11946s)
	32800
	0.2
	Upper: 1.5

Lower 1/1.5

	Downlink compressed mode
	12.2kbit/s,

3km/h

(case 2)
	0.01±30%
	Upper TL: 1.3*1.234

Lower TL 0.7/1.234
	Upper: 345

(431.25s)

Lower 343

(1191s)
	8200
	0.2
	Upper: 1.5

Lower 1/1.5

	Power control in the downlink, different transport formats
	12.2 kbit/s, 3km/h 

0 kbit/s, 3km/h

(case 4)
	0.01±30%
	Upper TL: 1.3*1.234

Lower TL 0.7/1.234
	Upper: 345

(431.25s)

Lower 343

(1191s)
	8200
	0.2
	Upper: 1.5

Lower 1/1.5


F.6.1.10.4
Test conditions for dual limit TPC Command Error Rate tests
Table F.6.1.10.4
Test conditions for dual limit TPC Command Error Rate tests
	Type of test 
(TPC Command Error Rate)
	TPC Command Error Rate, Propagation condition
	Test requirement

(TPC Command Error Rate)
	Test limit = Test requirement * TL

TL
	Target number of error events (time)
	Minimum number of samples
	Prob that a good unit will fail = prob that a bad unit will pass: F[%]
	Bad unit factor

M

	Power control in the downlink for F-DPCH
	1500TPC’s/s,3km/h (case4)
	0.01±50%
0.05±30%


	Upper TL: 
1.5*1.234
6.5*1.234
Lower TL 
0.5/1.234
3.5/1.234
	Upper: 345

(12.425s)
(2.485s)
Lower: 343

(37.06s)
(7.412s)
	246000

(164*1500)
	0.2
	Upper: 1.5

Lower 1/1.5
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