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4
Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well

The columns in Table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 36.523-1 [19] that contains the test body.

Title

The title column describes the name of the test and contains the clause title of the clause in TS 36.523-1 [19] that contains the test body.

Release

The release column indicates the earliest release from which each the test case is applicable. 
Applicability - Condition
The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.
NOTE:
The conditions are defined in Table 4-1a.

Applicability - Comments


This column contains a verbal description of the condition.

Additional Information - Specific ICS

This column contains the mnemonics of ICS(s) affecting the dynamic behaviour of the TC.

Additional Information - Specific IXIT


This column contains the mnemonics of IXIT(s) affecting the dynamic behaviour of the TC.
NOTE 1:
More columns may be added in the future if appropriate e.g. Number of test executions, etc.

NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause nunber. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.1.4
	PLMN selection in shared network environment / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.2
	Cell selection / Qrxlevmin
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.3
	Cell selection / Intra E-UTRAN / Serving cell becomes non-suitable (S<0 or barred) (intra frequency)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.4
	Cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.5
	Cell reselection for inter-band operation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.6
	Cell reselection using Qhyst, Qoffset and Treselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.7
	Cell reselection / Equivalent PLMN
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.8
	Cell reselection using cell status and cell reservations / Access control class 0 to 9
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.9
	Cell reselection using cell status and cell reservations / Access control class 11 to15
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.10
	Cell reselection in shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.11
	Inter-frequency cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.12
	Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.13
	Cell re-selection, Sintrasearch, Sintersearch
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.2.15
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.2.1
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to UTRA_Idle / Serving cell becomes non-suitable (SServingCell<0 or barred)
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.2.2
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_idle / Serving cell becomes non-suitable (SServingCell<0 or barred)
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.2.3
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to HRPD Idle / Serving cell becomes non-suitable (SServingCell<0)
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.2.4
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to 1xRTT Dormant / Serving cell becomes non-suitable (SServingCell<0)
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.2.5
	Cell selection / No USIM
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.1
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to GSM_Idle/GPRS Packet_Idle
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.2
	Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.3
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.5
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.6
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle according to RAT priority provided by dedicated signalling
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.7
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is higher reselection priority than E-UTRA
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.8
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to HRPD Idle / HRPD cell is lower reselection priority than E-UTRA
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.13
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE according to RAT priority provided by dedicated signalling
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.21
	Inter-RAT autonomous cell reselection GPRS Packet_transfer NC0 mode to E-UTRA
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.22
	Inter-RAT Autonomous Cell Reselection failure GPRS Packet_transfer to E-UTRA (NC0 mode)
	Rel-8
	C05
	UEs supporting E-UTRA and GSM
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.3.6
	Ignoring CSG cells in cell selection/reselection when allowed CSG list is empty or not supported
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	LAYER 2
	
	
	
	
	

	7.1.1.1
	CCCH mapped to UL SCH/DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.1.2
	DTCH or DCCH mapped to UL SCH/DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / Non-contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.2
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE in PDCCH Order / Non-contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.3
	Correct selection of RACH parameters / Preamble selected by MAC itself / Contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.4
	Random access procedure / Successful 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.5
	Random access procedure / MAC PDU containing multiple RARs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.6
	Maintenance of uplink time alignment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.7
	MAC contention resolution / Temporary C-RNTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.8
	MAC contention resolution / C-RNTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2.9
	MAC backoff indicator
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.1
	Correct handling of DL assignment / Dynamic case 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.2
	Correct handling of DL assignment / Semi-persistent case
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.3
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.4
	Correct HARQ process handling / DCCH and DTCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.5
	Correct HARQ process handling / CCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.6
	Correct HARQ process handling / BCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.7
	MAC padding 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.3.9
	MAC reset DL 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.1
	Correct handling of UL assignment / Dynamic case
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.2
	Correct handling of UL assignment / Semi-persistent case 
	Rel-8
	C18
	UEs supporting E-UTRA and Feature Group Indicator 3 and 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.3
	Logical channel prioritization handling
	Rel-8
	C19
	UEs supporting E-UTRA and Feature Group Indicator 6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.4
	Correct handling of MAC control information / Scheduling requests and PUCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.5
	Correct handling of MAC control information / Scheduling requests / Random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.6
	Correct handling of MAC control information / Buffer status / UL data arrive in the UE Tx buffer and retransmission of BSR / Regular BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.7
	Correct handling of MAC control information / Buffer status / UL resources are allocated / Padding BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.8
	Correct handling of MAC control information / Buffer status / Periodic BSR timer expires
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.10
	MAC padding 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.11
	Correct HARQ process handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.12
	MAC reset UL 
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.13
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.14
	Correct HARQ process handling / TTI bundling
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indiacator 3 and 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.15
	UE power headroom reporting / Periodic reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.4.16
	UE power headroom Reporting / DL pathloss change reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.5.1
	Inter-TTI PUSCH hopping by uplink grant
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.5.2
	Predefined intra-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.5.3
	Predefined intra-TTI PUSCH hopping (N_sb=2/3/4)
	Rel-8
	C58
	UEs supporting E-UTRA and Feature Group Indiacator 21
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.5.4
	Predefined inter-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.5.5
	Predefined inter-TTI PUSCH hopping (N_sb=2/3/4)
	Rel-8
	C58
	UEs supporting E-UTRA and Feature Group Indiacator 21
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.6.1
	DRX operation / Short cycle not configured / Parameters configured by RRC 
	Rel-8
	C08
	UEs supporting E-UTRA and Feature Group 5.
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.6.2
	DRX operation / Short cycle not configured / DRX command MAC control element reception
	Rel-8
	C08
	UEs supporting E-UTRA and Feature Group 5.
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.1.1
	DL-SCH transport block size selection / DCI format 1 / RA type 0
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.1.2
	DL-SCH transport block size selection / DCI format 1 / RA type 1
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.1.3
	DL-SCH transport block size selection / DCI format 1A / RA type 2 / Localised VRB
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.1.4
	DL-SCH transport block size selection / DCI format 1A / RA type 2 / Distributed VRB
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.1.5
	DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to 0
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 or UE Category 3 or UE Category 4 or UE Category 5)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.1.6
	DL-SCH transport block size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to 1
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 or UE Category 3 or UE Category 4 or UE Category 5)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.7.2.1
	UL-SCH transport block size selection / DCI format 0
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.1
	UM RLC / Segmentation and reassembly / 5-bit SN / Framing Info Field
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.2
	UM RLC / Segmentation and reassembly / 10-bit SN / Framing Info Field
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.3
	UM RLC / Reassembly / 5-bit SN / LI value > PDU size
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.4
	UM RLC / Reassembly / 10-bit SN / LI value > PDU size
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.5.1
	UM RLC / 5-bit SN / Correct use of sequence numbering 
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.5.2
	UM RLC / 10-bit SN / Correct use of sequence numbering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.6
	UM RLC / Concatenation, segmentation and reassembly
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.7
	UM RLC / In sequence delivery of upper layer PDUs without residual loss of RLC PDUs / Maximum re-ordering delay below t-Reordering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.8
	UM RLC / In sequence delivery of upper layer PDUs without residual loss of RLC PDUs / Maximum re-ordering delay exceeds t-Reordering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.9
	UM RLC / In sequence delivery of upper layer PDUs with residual loss of RLC PDUs / Maximum re-ordering delay exceeds t-Reordering
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.10
	UM RLC / Duplicate detection of RLC PDUs
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.2.11
	UM RLC / RLC re-establishment procedure
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.1
	AM RLC / Concatenation and reassembly
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.2
	AM RLC / Segmentation and reassembly / No PDU segmentation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.3
	AM RLC / Segmentation and reassembly / Framing Info Field
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.4
	AM RLC / Segmentation and reassembly / Different numbers of length indicators
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.5
	AM RLC / Reassembly / LI value > PDU size
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.6
	AM RLC / Correct use of sequence numbering
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.7
	AM RLC / Control of transmit window
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.8
	AM RLC / Control of receive window
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.9
	AM RLC / Polling for status 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.10
	AM RLC / Receiver status triggers
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.12
	Void
	
	
	
	
	

	
	
	
	
	
	
	

	7.2.3.13
	AM RLC / Reconfiguration of RLC parameters by upper layers
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.14
	AM RLC / In sequence delivery of upper layers PDUs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.15
	AM RLC / Re-ordering of RLC PDU segments
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.16
	AM RLC / Re-transmission of RLC PDU without re-segmentation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.17
	AM RLC / Re-segmentation RLC PDU / SO, FI, LSF
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.18
	AM RLC / Reassembly / AMD PDU reassembly from AMD PDU segments / SO and LSF
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.19
	Void
	
	
	
	
	

	7.2.3.20
	AM RLC / Duplicate detection of RLC PDUs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2.3.21
	AM RLC / RLC re-establishment at RRC connection reconfiguration including mobilityControlInfo IE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.1.1
	Maintenance of PDCP sequence numbers / User plane / RLC AM
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.1.2
	Maintenance of PDCP sequence numbers / User plane / RLC UM / Short PDCP SN (7 bits)
	Rel-8
	C15
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.1.3
	Maintenance of PDCP sequence numbers / User plane / RLC UM / Long PDCP SN (12 bits)
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.3.1
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.3.2
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.3.3
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.3.4
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.4.1
	Integrity protection / Correct functionality of EPS AS integrity algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.4.2
	Integrity protection / Correct functionality of EPS AS integrity algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.5.1
	Void
	
	
	
	
	

	7.3.5.2
	PDCP handover / Lossless handover / PDCP sequence number maintenance
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.5.3
	PDCP handover / Non-lossless handover / PDCP sequence number maintenance
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.5.4
	PDCP handover / Lossless handover / PDCP status report to convey the information on missing or acknowledged PDCP SDUs at handover
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.5.5
	PDCP handover / In-order delivery and duplicate elimination in the downlink
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3.6.1
	PDCP discard
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	

	8.1.1.1
	RRC / Paging for connection in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.2
	RRC / Paging for notification of BCCH modification in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.3
	RRC / Paging for connection in idle mode / Multiple paging records
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.4
	RRC / Paging for connection in idle mode / Shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.6
	RRC / BCCH modification in connected mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.1
	RRC connection establishment / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.2
	RRC connection establishment / Reject with wait time
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.3
	RRC connection establishment / Return to idle state after T300 timeout
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.5
	RRC connection establishment / 0% access probability for MO calls, no restriction for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.7
	RRC connection establishment / 0% access probability for AC 0 to 9, AC 10 is barred, AC 11 to 15 are not barred, access for UE with access class in the range 11 to 15 is allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.8
	RRC connection establishment / Range of access baring time
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.10
	Void
	
	
	
	
	

	8.1.3.1
	RRC connection release / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.3
	Void
	
	
	
	
	

	8.1.3.4
	RRC connection release / Redirection to another E-UTRAN frequency
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.5
	RRC connection release / Success / With priority information
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.6
	RRC connection release / Redirection from E-UTRAN to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.7
	RRC connection release / Redirection from UTRAN to E-UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.8
	RRC connection release / Redirection from E-UTRAN to GERAN
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.9
	RRC connection release / Redirection from E-UTRAN to HRPD
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.10
	RRC connection release / Redirection from E-UTRAN to 1xRTT
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.1
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC_CONNECTED / Success / Default bearer / Early bearer establishment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.3
	RRC connection reconfiguration / Radio bearer establishment / Success / Dedicated bearer
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.5
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC CONNECTED / Success / Latency check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.6
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC CONNECTED / Success / Latency check / SecurityModeCommand and RRCConnectionReconfiguration transmitted in the same TTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.7
	RRC connection reconfiguration / Radio bearer establishment / Success / SRB2
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.2.1
	RRC connection reconfiguration / Radio resource reconfiguration / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.2.2
	RRC connection reconfiguration / SRB/DRB reconfiguration / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.3.1
	RRC connection reconfiguration / Radio bearer release / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.1
	RRC connection reconfiguration / Handover / Success / Dedicated preamble
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.2
	RRC connection reconfiguration / Handover / Success / Common preamble
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.3
	RRC connection reconfiguration / Handover / Success / Intra-cell / Security reconfiguration
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.4
	RRC connection reconfiguration / Handover / Failure / Intra-cell / Security reconfiguration
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.5
	RRC connection reconfiguration / Handover / All parameters included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.6
	RRC connection reconfiguration / Handover / Success / Inter-frequency
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.7
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.8
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.9
	RRC connection reconfiguration / Handover / Inter-band blind handover / Success
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.10
	RRC connection reconfiguration / Handover / Between FDD and TDD
	Rel-8
	C63
	UEs supporting E-UTRA FDD and TDD
	pc_eFDD AND pc_eTDD
	

	8.3.1.1
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1
	Rel-8
	C09
	UEs supporting E-UTRA and Feature Group Indicator 16
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.2
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A2
	Rel-8
	C09
	UEs supporting E-UTRA and Feature Group Indicator 16
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.3
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.4
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra and inter-frequency measurements)
	Rel-8
	C11
	UEs supporting E-UTRA and Feature Group Indicator 16 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.5
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous event A3 (intra-frequency measurements)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.6
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.7
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.8
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Handover / IE measurement configuration present
	Rel-8
	C09
	UEs supporting E-UTRA and Feature Group Indicator 16
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present
	Rel-8
	C11
	UEs supporting E-UTRA and Feature Group Indicator 16 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.10
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-frequency handover / IE measurement configuration not present
	Rel-8
	C12
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 16 and Feature Group Indicator 25 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.11
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of GERAN cells
	Rel-8
	C20
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 16 and Feature Group Indicator 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of GERAN cells
	Rel-8
	C20
	UEs supporting E-UTRA, GERAN and Feature Group Indicators 16 and Feature Group Indicator 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of UTRAN cells
	Rel-8
	C13
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 16 and Feature Group Indicator 22 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of UTRAN cells
	Rel-8
	C13
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 16 and Feature Group Indicator 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.5
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurements of E-UTRAN, UTRAN and GERAN cells
	Rel-8
	C61
	UEs supporting E-UTRA, UTRA, GERAN and Feature Group Indicators 16, Feature Group Indicators 22 and Feature Group Indicators 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.6
	Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Measurements of E-UTRAN, UTRAN and GERAN cells
	 Rel-8
	C17
	UEs supporting E-UTRA, UTRAN, GERAN and Feature Group Indicators 22 and 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.7
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of HRPD cells
	Rel-8
	C24
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 16 and Feature Group Indicator 26
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.8
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of HRPD cells
	Rel-8
	C24
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 16 and Feature Group Indicator 26
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.9
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of 1xRTT cells
	Rel-8
	C25
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 16 and Feature Group Indicator 24
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.10
	Measurement configuration control and reporting / Inter RAT measurements / Periodic reporting  / Measurement of 1xRTT cells
	Rel-8
	C25
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 16 and Feature Group Indicator 24
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.1
	Measurement configuration control and reporting / SON / ANR / CGI reporting of E-UTRAN cell
	Rel-8
	C14
	UEs supporting E-UTRA and Feature Group Indicator 5 and Feature Group Indicator 17
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.2
	Measurement configuration control and reporting / SON / ANR / CGI reporting of UTRAN cell
	Rel-8
	C39
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.3
	Measurement configuration control and reporting / SON / ANR / CGI reporting of GERAN cell
	Rel-8
	C40
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.4
	Measurement configuration control and reporting / SON / ANR / CGI reporting of HRPD cell
	Rel-8
	C44
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group Indicator 26
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.5
	Measurement configuration control and reporting / SON / ANR / CGI reporting of 1xRTT cell
	Rel-8
	C45
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group Indicator 24
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.1.2
	Inter-RAT handover / From E-UTRA to UTRA PS / Data
	Rel-8
	C36
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.1.4
	Inter-RAT handover / From E-UTRA to UTRA HSDPA / Data
	Rel-8
	C36
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.2.2
	Inter-RAT handover / From UTRA PS to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.2.4
	Inter-RAT handover / From UTRA HSPDA  to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.3.2
	Inter-RAT cell change order / From E-UTRA data RRC_CONNECTED to GPRS / Without NACC
	Rel-8
	C38
	UEs supporting E-UTRA and GSM and Feature Group Indicator 10
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.7.1
	Inter-RAT handover / SRVCC from E-UTRA to 1xRTT(CS) / Speech
	Rel-8
	C52
	UEs supporting E-UTRA and 1xRTT and SRVCC from E-UTRA to 1xRTT (CS)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.7.3
	Pre-registration at 1xRTT and inter-RAT handover / CS fallback from E-UTRA RRC_IDLE to 1xRTT
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.7.4
	Pre-Registration at 1xRTT and inter-RAT handover / CS fallback caused by addition of CS service / From E-UTRA Data to 1xRTT
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.5.4
	Pre-registration at HRPD and inter-RAT handover / From E-UTRA to HRPD Active / Data
	Rel-8
	C42
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 12
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.1
	Radio link failure / RRC connection re-establishment Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.2
	Radio link failure / T301 expiry
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.3
	Radio link failure / T311 expiry
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.4
	Radio link failure / RRC connection re-establishment reject
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.5
	Radio link failure / Radio link recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.2.1
	RRC Connection Reject / Redirection from UTRAN to E-UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.4.1
	UE capability transfer / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	

	9.1.1.2
	Void
	
	
	
	
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.2
	Void
	
	
	
	
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.4
	Authentication not accepted by the UE / MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.5
	Authentication not accepted by the UE / SQN failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.6
	Abnormal cases / Network failing the authentication check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.4.2
	Identification procedure / IMEI requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.5.1
	EMM information procedure
	Rel-8
	C51
	UEs supporting E-UTRA and  supporting the EMM information message
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.5.2
	EMM information procedure not supported by the UE
	Rel-8
	C46
	UEs supporting E-UTRA and  does not support the EMM information message
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1
	Attach / Success / Valid GUTI
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1a
	Attach / Success / Last visited TAI, TAI list and equivalent PLMN list handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.2
	Attach / Success / With IMSI, GUTI reallocation
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.5
	Void
	
	
	
	
	

	9.2.1.1.7
	Attach / Success / List of equivalent PLMNs in the ATTACH ACCEPT message
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.9
	Attach / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.10
	Attach / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.11
	Attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.12
	Attach / Rejected / EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.13
	Attach / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.14
	Attach / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.15
	Attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.17
	Attach / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.18
	Attach / Rejected / Not authorized for this CSG
	Rel-8
	C47
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.19
	Attach / Abnormal case / Failure due to non integrity protection
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.20
	Attach / Abnormal case / Access barred because of access class barring or NAS signalling connection establishment rejected by the network
	Rei-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.21
	Attach / Abnormal case / Success after several attempts due to no network response
	Rei-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.22
	Attach / Abnormal case / Unsuccessful attach after 5 attempts
	Rei-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.23
	Attach / Abnormal case / Repeated rejects for network failures
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.24
	Attach / Abnormal case / Change of cell into a new tracking area
	Rei-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.25
	Attach / Abnormal case / Mobile originated detach required
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.26
	Attach / Abnormal case / Detach procedure collision
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1
	Combined attach / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.2
	Combined attach / Success / EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.3
	Successful combined attach, EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.4
	Successful combined attach, EPS services only / CS domain not available
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.5
	Combined attach / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.6
	Combined attach / Rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.7
	Combined attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.8
	Combined attach / Rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.9
	Combined attach / Rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.10
	Combined attach / Rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.11
	Combined attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.12
	Combined attach / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.13
	Combined attach / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.14
	Combined attach / rejected / Not authorized for this CSG
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.15
	Combined attach / Abnormal case / Handling of the EPS attach attempt counter
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / Local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.7
	UE initiated detach / Abnormal case / Detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.8
	UE initiated detach / Abnormal case / Detach and EMM common procedure collision
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.9
	UE initiated detach / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.1
	NW initiated detach / Re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.14
	NW initiated detach / Abnormal case / EMM cause not included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.1
	Normal tracking area update / Accepted
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.2
	Normal tracking area update / Accepted / "Active" flag set
	Rel-8
	R
	UEs supporting E-UTRA and EPS only mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.4
	Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.5
	Periodic tracking area update / Accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or GERAN and ISR
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.10
	Normal tracking area update / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.11
	Normal tracking area update / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.12
	Normal tracking area update / Rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.13
	Normal tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.14
	Normal tracking area update / Rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.15
	Normal tracking area update / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.16
	Normal tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.17
	Normal tracking area update / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.18
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.19
	Normal tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.20
	Normal tracking area update / Rejected / Not authorized for this CSG
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.23
	Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / TA does not belong to TAI list or status is not UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.25
	Normal tracking area update / Abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.26
	Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.27
	Normal tracking area update / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.28
	Normal tracking area update / Abnormal case / Tracking area updating and detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.1
	Combined tracking area update / Successful
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.2
	Combined tracking area update / Successful for EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without configuration)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.3
	Combined tracking area update / Successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.6
	Combined tracking area update / Rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.7
	Combined tracking area update / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without configuration)
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.9
	Combined tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.10
	Combined tracking area update / Rejected / UE implicitly detached
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.12
	Combined tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.15
	Combined tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.1
	First Iu mode to S1 mode inter-system change after attach
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.2
	Iu mode to S1 mode intersystem change / ISR is active / Expiry of T3312 in E-UTRAN or T3412 in UTRAN and further intersystem change
	Rel-8
	C59
	UEs supporting E-UTRAN and UTRAN and ISR and not CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.5
	Periodic routing area update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or GERAN and ISR
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.4.1
	TAU/RAU procedure for inter-system cell reselection between A/Gb and S1 modes
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.1
	Service request initiated by UE for user data
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.2
	Void
	
	
	
	
	

	9.3.1.3
	Service request / Mobile originating CS fallback
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.4
	Service request / Rejected / IMSI invalid
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.5
	Service request / Rejected / Illegal ME
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.7
	Service request / Rejected / UE identity cannot be derived by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.7a
	Service request / Rejected / UE implicitly detached
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.15
	Service request / Abnormal case / Tracking area update procedure is triggered
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.16
	Service request / Abnormal case / Switch off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.17
	Service request / Abnormal case / Procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.18
	Service request / Rejected / Not authorized for this CSG
	Rel-8
	C47
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.1
	Paging procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.2
	Paging for CS fallback / Idle mode
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.2a
	Paging for CS fallback / Connected mode
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.1
	Integrity protection / Correct functionality of EPS NAS integrity algorithm / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.2
	Integrity protection / Correct functionality of EPS NAS integrity algorithm / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.3
	Ciphering and deciphering / Correct functionality of EPS NAS encryption algorithm / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.4
	Ciphering and deciphering / Correct functionality of EPS NAS encryption algorithm / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10
	EPS Session Management
	
	
	
	
	

	10.2.1
	Dedicated EPS bearer context activation / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.3.1
	EPS bearer context modification / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.4.1
	EPS bearer context deactivation / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.5.1
	UE requested PDN connectivity procedure accepted by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.5.2
	Void
	
	
	
	
	

	10.5.3
	UE requested PDN connectivity procedure not accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.6.1
	UE requested PDN disconnect procedure accepted by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.6.2
	UE requested PDN disconnect procedure not accepted by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.7.1
	UE requested bearer resource allocation, accepted by the network / New EPS bearer context
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.7.2
	UE requested bearer resource allocation accepted by the network / existing EPS bearer context
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.7.3
	UE requested bearer resource allocation not not accepted by the network
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.7.4
	UE requested bearer resource allocation / Expiry of timer T3480
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.7.5
	UE requested bearer resource allocation / BEARER RESOURCE ALLOCATION REJECT message including cause #43, " invalid EPS bearer identity "
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.1
	UE requested bearer resource modification accepted by the network / new EPS bearer context
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.2
	UE requested bearer resource modification accepted by the network / Existing EPS bearer context
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.3
	UE requested bearer resource modification not accepted by the network
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.4
	UE requested bearer resource modification / Cause #36 "regular deactivation"
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.5
	UE requested bearer resource modification / BEARER RESOURCE MODIFICATION REJECT message including cause #43 "invalid EPS bearer identity"
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.6
	UE requested bearer resource modification / Collision of a UE requested bearer resource modification procedure and EPS bearer context deactivation procedure
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10.8.7
	UE requested bearer resource modification / Expiry of timer T3481
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11
	General Tests
	
	
	
	
	

	11.1.1
	MT-SMS over SGs / Idle mode
	Rel-8
	C22
	UEs supporting E-UTRA and  MT SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11.1.2
	MT-SMS over SGs / Active mode
	Rel-8
	C22
	UEs supporting E-UTRA and MT SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11.1.3
	MO-SMS over SGs / Idle mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11.1.4
	MO-SMS over SGs / Active mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12
	E-UTRA Radio Bearer Tests
	
	
	
	
	

	12.2.1
	Data transfer of E-UTRA radio bearer combinations 1, 3, 6 and 9
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.2.2
	Data transfer of E-UTRA radio bearer combinations 2, 4, 7 and 10
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.2.3
	Data transfer of E-UTRA radio bearer combinations 5, 6, 8, 11 and 12
	Rel-8
	C32
	UEs supporting E-UTRA and Feature Group Indicator 7 and Feature Group Indicator 20
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.2.4
	Data transfer of E-UTRA radio bearer combination 13
	Rel-8
	C33
	UEs supporting E-UTRA and Feature Group Indicator 20
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.3.1
	Data transfer of E-UTRA radio bearer combinations 1, 3 ,6 and 9 / MIMO
	Rel-8
	C28
	UEs supporting E-UTRA and Feature Group Indicator 1 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.3.2
	Data transfer of E-UTRA radio bearer combinations 2, 4, 7 and 10 / MIMO
	Rel-8
	C29
	UEs supporting E-UTRA and Feature Group Indicator 1 and Feature Group Indicator 7
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.3.3
	Data transfer of E-UTRA radio bearer combinations 5, 6, 8, 11 and 12 / MIMO
	Rel-8
	C30
	UEs supporting E-UTRA and Feature Group Indicator 1 and Feature Group Indicator 7 and Feature Group Indicator 20
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12.3.4
	Data transfer of E-UTRA radio bearer combination 13 / MIMO
	Rel-8
	C31
	UEs supporting E-UTRA and Feature Group Indicator 1 and Feature Group Indicator 20
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13
	Multi-layer Procedures
	
	
	
	
	

	13.1.1
	Activation and deactivation of additional packet radio bearer in E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.3
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with Redirection / MT call
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.7
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with redirection / MT call
	Rel-8
	C57
	UEs supporting E-UTRA and GERAN and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Rel-8
	C60
	UEs supporting E-UTRA and GERAN and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.2.1
	RRC connection reconfiguration / E-UTRA to E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.3.1.1
	Intra-system connection re-establishment / Radio link recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.3.1.2
	Intra-system connection re-establishment / Re-establishment of a new connection when further data is to be transferred
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.4.1.2
	Inter-frequency mobility /  E-UTRA  to E-UTRA packet
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.4.2.1
	Inter-system mobility / E-UTRA to UTRA packet
	Rel-8
	C36
	UEs supporting E-UTRA and  UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15
	Mobility management based on DSMIPv6 (Dual-Stack Mobile IPv6)
	
	
	
	
	

	15.1
	Discovery of the Home Agent via DNS
	Rel-8
	C34
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to discover the Home Agent address via DNS
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.2
	Discovery of the Home Agent via DHCPv6
	Rel-8
	C49
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to discover the Home Agent address via DHCPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.3
	Discovery of the Home Agent address via IKEv2 during tunnel setup to ePDG for untrusted non-3GPP accesses
	Rel-8
	C50
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to discover the Home Agent address via IKEv2
	pc_eWLAN
	

	15.4
	Security association establishment with Home Agent reallocation procedure
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.5
	Security association establishment without Home Agent reallocation procedure
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.6
	Registration of a new IPv6 CoA (Binding Update/Acknowledgment procedure in IPv6 network)
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.7
	Registration of a new IPv4 CoA (Binding Update/Acknowledgment procedure in IPv4 network)
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.8
	Re-registration of IPv6 CoA
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.9
	Re-registration of IPv4 CoA
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.10
	Return to home link
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.11
	Dual-Stack Mobile IPv6 detach in IPv6 network
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	15.12
	Dual-Stack Mobile IPv6 detach in IPv4 network
	Rel-8
	C35
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/3 THEN R ELSE N/A

	C02
IF A.4.2.1.1-1/1 OR A.4.4-1/3 OR A.4.4-1/4 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF NOT (A.4.2.1.1-1/2 OR A.4.4-1 OR A.4.4-2) THEN R ELSE N/A

	C05
IF [8]A.1/4 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
IF A.4.5-1/16 THEN R ELSE N/A

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
IF A.4.5-1/13 AND A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C13
IF [8]A.1/1 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF [8]A.1/1 AND [8]A.1/4 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
IF A.4.5-1/3 THEN R ELSE N/A

	C19
IF A.4.5-1/6 THEN R ELSE N/A

	C20
IF [8]A.1/4 AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF A.4.4-1/3 THEN R ELSE N/A

	C23
IF A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C27
IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/4) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF (A.4.5-1/1 AND A.4.5-1/7) THEN R ELSE N/A

	C30
IF (A.4.5-1/1 AND A.4.5-1/20) THEN R ELSE N/A

	C31
IF (A.4.5-1/1 AND A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C32
IF (A.4.5/7 AND A.4.5/20) THEN R ELSE N/A

	C33
IF A.4.5/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.4-1/8 THEN R ELSE N/A

	C38
IF [8]A.1/4 AND A.4.5-1/10 THEN R ELSE N/A

	C39
IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/5 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 THEN R ELSE N/A

	C48
IF ([8]A.1/1 OR [8]A.1/2) AND (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) THEN R ELSE N/A

	C49
IF A.4.4-1/6 AND A.4.4-1/10 THEN R ELSE N/A

	C50
IF A.4.1-1/5 AND A.4.4-1/6 AND A.4.4-1/11 THEN R ELSE N/A

	C51
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/9 THEN R ELSE N/A

	C52
IF A.4.1-1/4 AND A.4.4-1/16 THEN R ELSE N/A

	C53
IF A.4.4-1/17 THEN R ELSE N/A

	C54
IF A.4.4-1/18 THEN R ELSE N/A

	C55
IF A.4.4-1/19 THEN R ELSE N/A

	C56
IF (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C57
IF (A4.1-1/1 OR A.4.1-1/2) AND A4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C58
IF A.4.1-1/21 THEN R ELSE N/A

	C59
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 AND NOT (A.4.2.1.1-1/1) THEN R ELSE N/A

	C60
IF A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C61
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/16 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C62
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.1-1/7 THEN R ELSE N/A

	C63
IF A.4.1-1/1 AND A.4.1-1/2 THEN R ELSE N/A


Annex A (normative):
ICS proforma for E-UTRA/EPC Generation User Equipment
Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

A.1
Guidance for completing the ICS proforma
[TEXT SKIPPED HERE]

A.4.3.1
RF Baseline Implementation Capabilities

Table A.4.3.1-1: FDD RF Baseline Implementation Capabilities

	Item
	FDD (DS) RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Frequency band: 1920-1 980, 2110-2170 MHz
	36.101, 5.1
	R8
	pc_eBand1_Supp
	Band 1

	2
	Frequency band: 1850-1910, 1930-1 990 MHz
	36.101, 5.1
	R8
	pc_eBand2_Supp
	Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.1
	R8
	pc_eBand3_Supp
	Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.1
	R8
	pc_eBand4_Supp
	Band 4

	5
	Frequency band: 824 – 849, 869-894 MHz
	36.101, 5.1
	R8
	pc_eBand5_Supp
	Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.1
	R8
	pc_eBand6_Supp
	Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.1
	R8
	pc_eBand7_Supp
	Band 7

	8
	Frequency band: 880–915, 925–960 MHz
	36.101, 5.1
	R8
	pc_eBand8_Supp
	Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.1
	R8
	pc_eBand9_Supp
	Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.1
	R8
	pc_eBand10_Supp
	Band 10

	11
	Frequency band: 1427.9-1452.9, 1475.9-1500.9 MHz
	36.101, 5.1
	R8
	pc_eBand11_Supp
	Band 11

	12
	Frequency band: 698-716, 728-746 MHz
	36.101, 5.1
	R8
	pc_eBand12_Supp
	Band 12

	13
	Frequency band: 777–787, 746–756 MHz
	36.101, 5.1
	R8
	pc_eBand13_Supp
	Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.1
	R8
	pc_eBand14_Supp
	Band 14

	15
	Reserved
	
	
	
	

	16
	Reserved
	
	
	
	

	17
	Frequency band: 704716, 734-746 MHz
	36.101, 5.1
	R8
	pc_eBand17_Supp
	Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.1
	R8
	pc_eBand18_Supp
	Band 18

	19
	Frequency band: 830–845, 875–890 MHz
	36.101, 5.1
	R8
	pc_eBand19_Supp
	Band 19


Table A.4.3.1-2: TDD RF Baseline Implementation Capabilities

	Item
	TDD RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Frequency band: 1900-1 920 MHz
	36.101, 5.1
	R8
	pc_eBand33_Supp
	Band 33

	2
	Frequency band: 2010- 2025 MHz
	36.101, 5.1
	R8
	pc_eBand34_Supp
	Band 34

	3
	Frequency band: 1850- 1910 MHz
	36.101, 5.1
	R8
	pc_eBand35_Supp
	Band 35

	4
	Frequency band: 1930- 1990 MHz
	36.101, 5.1
	R8
	pc_eBand36_Supp
	Band 36

	5
	Frequency band: 1910- 1930 MHz
	36.101, 5.1
	R8
	pc_eBand37_Supp
	Band 37

	6
	Frequency band: 2570- 2620 MHz
	36.101, 5.1
	R8
	pc_eBand38_Supp
	Band 38

	7
	Frequency band: 1880- 1920 MHz
	36.101, 5.1
	R8
	pc_eBand39_Supp
	Band39

	8
	Frequency band: 2300- 2400 MHz
	36.101, 5.1
	R8
	pc_eBand40_Supp
	Band 40


A.4.3.2
Physical Layer Baseline Implementation Capabilities

Table A.4.3.2-1: UE Category
	Item
	UE Category
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1
	36.306, 4.1
	R8
	pc_ue_Category_1
	

	2
	Category 2
	36.101, 4.1
	R8
	pc_ue_Category_2
	

	3
	Category 3
	36.101, 4.1
	R8
	pc_ue_Category_3
	

	4
	Category 4
	36.101, 4.1
	R8
	pc_ue_Category_4
	

	5
	Category 5
	36.101, 4.1
	R8
	pc_ue_Category_5
	


A.4.4
Additional information
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