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13.1.3.3.3
Specific message contents
Table 13.1.3.3.3-1: SystemInformationBlockType1 for cell 1 (preamble and all steps, Table 13.1.3.3.2-2)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 4 in TS 36.508 section 4.4.3.1
	SIB2, SIB3 and SIB6 are transmitted
	

	}
	
	
	


Table 13.1.3.3.3-2: SystemInformationBlockType6 for cell 1 (preamble and all steps, Table 13.1.3.3.2-2)

	Derivation Path: 36.508 Table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	1 entry
	
	UTRA-FDD

	    cellReselectionPriority
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	1 entry
	
	UTRA-TDD

	    cellReselectionPriority
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	}
	
	
	


Table 13.1.3.3.3-3: DLInformationTransfer (step 2, Table 13.1.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to 36.508 Table 4.7.2-8A
	CS SERVICE NOTIFICATION
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 13.1.3.3.3-4: ULInformationTransfer (step 4, Table 13.1.3.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 13.1.3.3.3-5
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 13.1.3.3.3-5: EXTENDED SERVICE REQUEST (step 4, Table 13.1.3.3.2-2)
	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0001'B
	mobile terminating CS fallback or 1xCS fallback
	

	CSFB response
	’001’B
	CS fallback accepted by the UE
	


Table 13.1.3.3.3-6: RRCConnectionRelease (step 5, Table 13.1.3.3.2-2)

	Derivation Path: 36.508 Table 4.6.1.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	    rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	      redirectedCarrierInfo ::= CHOICE {
	
	
	

	        utra-FDD
	Downlink UARFCN of cell 5
	
	UTRA-FDD

	          utra-TDD
	Downlink UARFCN of cell 5
	
	UTRA-TDD

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 13.1.3.3.3-7: RRC CONNECTION REQUEST (step 6, Table 13.1.3.3.2-2)

	Derivation Path: 34.108 clause 9.1.1

	Information Element
	Value/remark
	Comment
	Condition

	Establishment cause
	Signaling
	
	


Table 13.1.3.3.3-8: SERVICE REQUEST (step 1, Table 13.1.3.3.2-3)

	Derivation Path: 24.008 Table 9.4.20

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	‘001’B
	Data
	


13.1.5
Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with handover / MO call
13.1.5.1
Test Purpose (TP)

(1)
with { UE in E-UTRA RRC_CONNECTED state having requested CS call setup }

ensure that {
  when { UE receives a MobilityFromEUTRACommand message including a cs-FallbackIndicator set to 'true' and a targetRAT-Type set to 'utra' }
    then { UE transmits a HANDOVER TO UTRAN COMPLETE message and continues the PS data service }

            }

13.1.5.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.4.3.3.

[TS 36.331, clause 5.4.3.3]

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.
The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to 'handover':

2>
if the targetRAT-Type is set to 'utra' or 'geran':

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

13.1.5.3
Test description

13.1.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.

UE:
None.

Preamble:
-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].
-
The UE has a valid TMSI (TMSI-1) and is registered in LAI-1.

13.1.5.3.2
Test procedure sequence
Table 13.1.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	<--
	IP packet
	-
	-

	2
	The UE loops back the IP packet on the DRB associated with the default EPS bearer context on Cell 1.
	-->
	IP packet
	-
	-

	3
	Cause the UE to originate CS call. (see Note 1)
	-
	-
	-
	-

	4
	The UE transmits an ULInformationTransfer message on Cell 1.

This message includes an EXTENDED SERVICE REQUEST message.
	-->
	ULInformationTransfer
	-
	-

	5
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	6
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on Cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P

	-
	Generic test procedure in TS 34.108 subclause 7.4.2.9.2.2 is performed on Cell 5.

NOTE: The UE performs Radio Bearer Establishment in a UTRAN cell.
	-
	-
	-
	-

	7
	The SS transmits a SECURITY MODE COMMAND message on Cell 5 in order to activate integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	8
	The UE transmits a SECURITY MODE COMPLETE message on Cell 5.
	-->
	SECURITY MODE COMPLETE
	-
	-

	9
	The SS transmits an UTRAN MOBILITY INFORMATION message to notify CN information on Cell 5.
	<--
	UTRAN MOBILITY INFORMATION
	-
	-

	10
	The UE transmits an UTRAN MOBILITY INFORMATION CONFIRM message on Cell 5.
	-->
	UTRAN MOBILITY INFORMATION CONFIRM
	-
	-

	11
	The UE transmits an INITIAL DIRECT TRANSFER message on Cell 5.
This message includes a ROUTING AREA UPDATE REQUEST message.
	-->
	INITIAL DIRECT TRANSFER
	-
	-

	12
	The SS transmits a DOWNLINK DIRECT TRANSFER message on Cell 5.
This message includes a ROUTING AREA UPDATE ACCEPT message.
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	13
	The UE transmits an UPLINK DIRECT TRANSFER message on Cell 5.
This message includes a ROUTING AREA UPDATE COMPLETE message.
	-->
	UPLINK DIRECT TRANSFER
	-
	-

	14
	The SS transmits one IP packet to the UE on the PS RAB on Cell 5.
	<--
	IP packet
	-
	-

	15
	Check: Does the UE loop back the IP packet on the PS RAB on Cell 5?
	-->
	IP packet
	1
	P

	Note 1: 
The trigger in step 3 is the same as in the generic procedure in 36.508 clause 6.4.3.5.


13.1.5.3.3
Specific message contents

Table 13.1.5.3.3-1: MobilityFromEUTRACommand (step 5, Table 13.1.5.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        cs-FallbackIndicator
	true
	
	

	        purpose CHOICE{
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	utra
	
	

	            targetRAT-MessageContainer
	HANDOVER TO UTRAN COMMAND(UTRA RRC message)
	
	

	            nas-SecurityParamFromEUTRA
	The 4 least significant bits of the NAS downlink COUNT value
	
	

	            systemInformation
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 13.1.5.3.3-2: HANDOVER TO UTRAN COMMAND (Table 13.1.5.3.3-1)

	Derivation Path: 36.508, Table 4.7B.1-1, condition UTRA PS RB
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