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8.4.1.6a
Measurement Control and Report: Inter-frequency measurement for transition from CELL_DCH to CELL_FACH state (TDD)
8.4.1.6a.1
Definition

8.4.1.6a.2
Conformance requirement
Upon transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-frequency type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
begin monitoring cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11);

1>
in CELL_FACH state:

2>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

Reference

3GPP TS 25.331, clause 8.4.1.6.2

8.4.1.6a.3
Test Purpose
1.
To confirm that UE ceases inter-frequency type measurement reporting assigned in MEASUREMENT CONTROL message when moving from CELL_DCH state to CELL_FACH. 

2.
To confirm that the UE begins to monitor the cells listed in "inter-frequency cell info" received in System Information Block type 11 or 12 messages, following a state transition from CELL_DCH state to CELL_FACH state.

8.4.1.6a.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 and cell 2 are active.

UE: PS-DCCH+DTCH_DCH (state 6-10) in cell 1 as specified in clause 7.4 of TS 34.108.

Test Procedure

Table 8.4.1.6a-1 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. Columns marked "T0" denote the initial conditions, while columns marked "T1 are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.1.6a-1
	Parameter
	Unit
	Cell 1
	Cell 4

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Mid Range Test  Frequency
	High Range Test  Frequency

	PCCPCH RSCP
	dBm
	-60
	-75
	-75
	-60


The UE is initially in CELL_DCH state. The System Information Block type 12 message is modified with respect to the default settings, so that no measurement tasks are required of the UE. 
SS sends a MEASUREMENT CONTROL message to the UE, including cell 4 into the IE "inter-frequency cell info". The IE "CHOICE reporting criteria" in this message is set to "periodic reporting criteria". SS waits for 8 seconds to allow the periodic timer to expire. The UE shall send a MEASUREMENT REPORT message containing IE "inter-frequency cell measurement results" to report cell 4's PCCPCH RSCP value. SS transmits PHYSICAL CHANNEL RECONFIGURATION message and reconfigures common physical channels. The UE shall move to CELL_FACH state and then return a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message to SS.

SS modifies the contents of Master Information Block (MIB) and System Information Block (SIB) type 12. In SIB 12, cell 4 is added to the cells listed in the "inter-frequency cell info" IE. SS transmit SYSTEM INFORMATION CHANGE INDICATIONmessage to UE. SS waits for 8 seconds to detect any uplink MEASUREMENT REPORT messages. SS verifies that no MEASUREMENT REPORT message(s) are received as a result of inter-frequency measurements. SS then reconfigures the downlink transmission power settings of cell 1 and cell 4 according to the values stated in columns "T1" of table 8.4.1.6a-1. SS waits for the UE to perform cell re-selection. The UE shall transmit a CELL UPDATE message on the uplink CCCH of cell 4, specifying the "cell update cause" IE as "cell re-selection". SS replies with CELL UPDATE CONFIRM message, which includes IE "New C-RNTI", on the downlink DCCH to complete the cell update procedure. The UE shall reply with a UTRAN MOBILITY INFORMATION CONFIRM message.

NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	System Information Block type 12
	PS-DCCH+DTCH_DCH (state 6-10) in cell 1. System Information Block type 12 is modified with respect to the default settings. All measurement and reporting activities are disabled in this message.

	2
	(
	MEASUREMENT CONTROL
	SS indicates that the PCCPCH RSCP of cell 4 shall be monitored and reported. SS waits for 8 seconds for the reception of MEASUREMENT REPORT message.

	3
	(
	MEASUREMENT REPORT
	UE shall transmit this message to report cell 4's PCCPCH RSCP value.

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION
	SS configures common physical channels.

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	UE shall moves to CELL_FACH state.

	6
	(
	Master Information Block,

System Information Block type 12
	SS modifies MIB and SIB 12. Cell 4 is included in the IE "inter-frequency cell info"

	7
	(
	SYSTEM INFORMATION CHANGE INDICATION
	SS waits for 8 seconds to verify that no MEASUREMENT REPORT messages are detected on the uplink DCCH.

	8
	
	
	SS changes the power settings for cell 1 and cell 4 according to columns marked "T1" of table 8.4.1.6a-1, and then waits for the UE to re-select to a new cell.

	9
	(
	CELL UPDATE
	UE shall perform cell re-selection and transmit this message on the new cell.

	10
	(
	CELL UPDATE CONFIRM
	See message content.

	11
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	


Specific Message Content

System Information Block Type 12 (Step 1)

	Information Element
	Value/remark

	FACH measurement occasion info
	

	        - FACH Measurement occasion cycle length coefficient
	2

	         - Inter-frequency FDD measurement indicator
	FALSE

	         - Inter-frequency TDD measurement indicator
	FALSE

	         - Inter-RAT measurement indicators
	Not Present

	Measurement control system information
	

	        - Intra-frequency measurement system information
	Not Present

	        - Inter-frequency measurement system information
	Not Present

	        - Inter-RAT measurement system information
	Not Present

	        - Traffic volume measurement system information
	Not Present


MEASUREMENT CONTROL (Step 2)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	      - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	      - Periodic Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurements list
	Not Present

	CHOICE measurement type
	Inter-frequency measurement

	      - Inter-frequency cell info list
	

	        - CHOICE inter-frequency cell removal
	No inter-frequency cells removed

	        - New inter-frequency info list
	

	         - Inter-frequency cell id
	4

	         - Frequency info
	

	          - UARFCN (Nt)
	UARFCN of the frequency for cell 4

	         - Cell info
	

	          - Cell individual offset
	0 dB

	          - Reference time difference to cell
	Not Present

	          - Read SFN Indicator
	FALSE

	          - CHOICE Mode
	TDD

	           - Primary CCPCH Info
	Set to same as used for cell 4

	           - Primary CCPCH TX power
	Not Present

	           - Timeslot list
	Not Present

	        - Cells for measurement
	

	         - Inter-frequency cell id
	4

	      - Inter-frequency measurement quantity
	

	       - CHOICE reporting criteria
	Inter-frequency reporting criteria

	        - Filter Coefficient
	0

	        - Measurement quantity for frequency quality estimate
	PCCPCH RSCP

	      - Inter-frequency reporting quantity
	

	       - UTRA Carrier RSSI
	FALSE

	       - Frequency quality estimate
	FALSE

	       - Non frequency related cell reporting quantities
	

	        - Cell synchronisation information reporting indicator
	FALSE

	        - Cell Identity reporting indicator
	FALSE

	        - Timeslot ISCP reporting indicator
	FALSE

	        - Proposed TGSN Reporting required
	FALSE

	        - Primary CCPCH RSCP reporting indicator
	TRUE

	        - Pathloss reporting indicator
	FALSE

	      - Reporting cell status
	

	          - CHOICE reported cell
	Report cells within active and/or monitored set on used frequency or within active and/or monitored set on non-used frequency

	           - Maximum number of reported cells
	2

	      - Measurement validity
	

	       - UE state
	CELL_DCH

	      - Inter-frequency set update
	Not Present

	      - CHOICE report criteria
	Periodic reporting criteria

	       - Amount of reporting
	Infinity

	       - Reporting interval
	8 seconds

	DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT (Step 3)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "Inter-frequency measured results list"

	         - Inter-frequency measurement results
	

	          - Frequency info
	

	           - CHOICE mode
	TDD

	             - UARFCN(Nt) 
	Check to see if set to the UARFCN of the frequency for cell 4

	          - UTRA carrier RSSI
	Check to see if it is absent

	          - Inter-frequency cell measurement results
	

	           - Cell measured results
	

	            - Cell Identity
	Check to see if it is absent

	            - Cell synchronisation information
	Check to see if it is absent

	           - CHOICE mode
	TDD

	            - cell parameters identity
	Check to see if set to the same for cell 4

	            - proposed TGSN
	Check to see if it is absent

	            - PCCPCH RSCP
	Check to see if it is present

	            - Pathloss
	Check to see if it is absent

	            - timeslot list
	Check to see if it is absent

	Measured Results on RACH
	Check to see if it is absent

	Event Results
	Check to see if it is absent


PHYSICAL CHANNEL RECONFIGURATION (Step 4)

If UE do not require compressed mode, use the same message sub-type found in TS 34.108 clause 9, which is entitled "(Packet to CELL_FACH from CELL_DCH in PS)".

Master Information Block (Step 12)

	Information Element
	Value/Remarks

	MIB value tag
	A valid MIB value tag as defined in TS 25.331 that is different from the previous value


System Information Block type 12 (Step 6)

	Information Element
	Value/remark

	FACH measurement occasion info
	

	        - FACH Measurement occasion cycle length coefficient
	2

	         - Inter-frequency FDD measurement indicator
	FALSE

	         - Inter-frequency TDD measurement indicator
	TRUE

	         - Inter-RAT measurement indicators
	Not Present

	Measurement control system information
	

	        - Use of HCS
	Not used

	        - Intra-frequency measurement system information
	Not Present

	        - Inter-frequency measurement system information
	

	         - Inter-frequency cell info list
	

	          - CHOICE Inter-frequency cell removal
	Not Present

	          - New inter-frequency cells
	

	           - Inter-frequency cell id
	4

	           - Frequency info
	

	            - CHOICE mode
	TDD

	             - UARFCN (Nt)
	Reference to table 6.1.4 of TS 34.108 for Cell 4

	           - Cell info
	

	            - Cell individual offset
	Not Present

	            - Reference time difference to cell
	Not Present

	             - Read SFN indicator
	FALSE

	            - CHOICE Mode
	TDD

	             - Primary CCPCH info
	Refer to clause titled "Default settings for cell No.4 (TDD)" in clause 6.1.4 of TS 34.108

	            - Cell selection and re-selection info
	Not Present

	        - Inter-RAT measurement system information
	Not Present

	        - Traffic volume measurement system information
	Not Present


SYSTEM INFORMATION CHANGE INDICATION (Step 7)

	Information Element
	Value/Remarks

	BCCH modification info
	

	   - MIB Value tag
	A valid MIB value tag as defined in TS 25.331 that is different from the previous value


CELL UPDATE (Step 9)

	Information Element
	Value/remark

	U-RNTI
	Check to see if same to value assigned in P3 or P5

	Cell update cause
	Check to see if it is set to "Cell Reselection"

	Measured results on RACH
	Check to see if it is absent


CELL UPDATE CONFIRM (Step 10)

Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions.

	Information Element
	Value/Remarks

	New C-RNTI
	'1010 1010 1010 1010'


UTRAN MOBILITY INFORMATION CONFIRM (Step 11)

Only the message type is checked.

8.4.1.6a.5
Test Requirement

After step 2 the UE shall transmit MEASUREMENT REPORT message to report cell 4's RSCP value in the IE "inter-frequency cell measured results".

After step 4, the UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 5 the UE shall stop sending MEASUREMENT REPORT messages, which contain inter-frequency measured results for cell 4's PCCPCH RSCP value.

After step 8 the UE shall transmit CELL UPDATE message on the uplink CCCH of cell 4, and the "cell update cause" IE shall be set to "cell reselection". 

After step 10, the UE shall transmit UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH AM RLC.
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





