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	Reason for change:
(

	Two meetings ago RAN5 agreed the CR extending the AWGN definition to cover DC-HSDPA test cases (R5-096286). At the same time Action Point AP45.22 was allocated for SS vendors to investigate alternatives to the proposed AWGN definition. Now after two meeting cycles no alternative proposals have been presented and therefore the square brackets from the current AWGN definition can be removed
Additionally it has been proposed by SS vendors that flatness of AWGN needs to be relaxed from 0.5 dB to 1.0 dB since the new value is more suitable for bigger Bandwidth used by DC-HSDPA.

	
	

	Summary of change:
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	Square brackets have been removed in AWGN definition for DC-HSDPA tests in section D.1.1. Flatness of AWGN has been changed from 0.5 dB to 1.0 dB for DC-HSDPA tests.
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not approved:
	SS vendors are unsure whether the current AWGN definition is correct for DC-HSDPA tests. This may cause delays in DC-HSDPA test case implementations.
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	Other comments:
(

	This is an update of R5-103501 and the outcome of 1 revision to this document. All revisions produced during the meeting can be found in the Intermediate CRs folder. Shortly after the meeting closes these will be available from:

http://www.3gpp.org/ftp/tsg_ran/WG5_Test_ex-T1/Intermediate_Meeting_Documents/TSGR5_47/


Annex D (normative):
Propagation Conditions

D.1
General

D.1.1
Definition of Additive White Gaussian Noise (AWGN) Interferer

The minimum bandwidth of the AWGN interferer shall be 1,5 times chip rate of the radio access mode (e.g. 5,76 MHz for a chip rate of 3,84 Mcps). The flatness across this minimum bandwidth shall be less than 0,5 dB and the peak to average ratio at a probability of 0,001 % shall exceed 10 dB.

For DC-HSDPA tests the minimum bandwidth of the AWGN interferer shall be 11.52 MHz for a chip rate of 3,84 Mcps. The flatness across this minimum bandwidth shall be less than 1,0 dB and the peak to average ratio at a probability of 0,001 % shall exceed 10 dB.

D.2
Propagation Conditions
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