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-- NEXT MODIFIED SECTION –
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation
ACLR
Adjacent Channel Leakage power Ratio 

ACS
Adjacent Channel Selectivity 

BER
Bit Error Ratio
BLER
Block Error Ratio

BS
Base Station

CW
Continuous Wave (unmodulated signal) 

DB-DC-HSDPA
Dual Band Dual Cell HSDPA
DC-HSDPA
Dual Cell HSDPA 

DC-HSUPA
Dual Cell HSUPA

DCH
Dedicated Channel, which is mapped into Dedicated Physical Channel. DCH contains the data

DL
Down Link (forward link)

DPCH
Dedicated Physical Channel 

DTT
Digital Terrestrial Television

Eb
Average energy per information bit for the PCCPCH, SCCPCH and DPCH, at the antenna connector

Ec
Average energy per PN chip

EVM
Error Vector Magnitude
FDD
Frequency Division Duplexing

Fuw
Frequency of unwanted signal

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access
HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Channel for HS-DSCH
MIMO
Multiple Input Multiple Output

MS
Mobile Station

PCCPCH
Primary Common Control Physical Channel

PCDE
Peak Code Domain Error
PCH
Paging Channel

PPM
Parts Per Million
RAT
Radio Access Technology
QPSK
Quadrature Phase Shift Keying

RCDE
Relative Code Domain Error
SCCPCH
Secondary Common Control Physical Channel
TDD
Time Division Duplexing

TPC
Transmit Power Control

UE
User Equipment
UL
Up Link (reverse link)

UTRA
UMTS Terrestrial Radio Access

-- NEXT MODIFIED SECTION –
4.8
Specified frequency range

The manufacturer shall declare:

-
which of the frequency bands defined in sub-clause 3.4 is supported by the BS.

-
the frequency range within the above frequency band(s) supported by the BS. 

Many tests in this TS are performed with appropriate frequencies in the bottom, middle and top of the operating frequency band of the BS. These are denoted as RF channels B (bottom), M (middle) and T (top).

Unless otherwise stated, the test shall be performed with a single carrier at each of the RF channels B, M and T.

When the requirements are specific to multiple carriers, and the BS is declared to support N>1 carriers, numbered from 1 to N, the interpretation of B, M and T for test purposes shall be as follows:

For testing at B, 

-
the carrier of lowest frequency shall be centred on B

For testing at M,

-
if the number N of carriers supported is odd, the carrier (N+1)/2 shall be centred on M,

-
if the number N of carriers supported is even, the carrier N/2 shall be centred on M.

For testing at T

-
the carrier of highest frequency shall be centred on T

When a test is performed by a test laboratory, the UARFCNs to be used for RF channels B, M and T shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

When a test is performed by a manufacturer, the UARFCNs to be used for RF channels B, M and T may be specified by an operator.
4.9
Applicability of requirements

For BS that is UTRA (single-RAT) capable only, the requirements in the present document are applicable and additional conformance to TS 37.141 [16] is optional. For a BS additionally conforming to TS 37.141 [16], conformance to some of the RF requirements in the present document can be demonstrated through the corresponding requirements in TS 37.141 [16] as listed in Table 4.5
Table 4.5: Alternative RF test requirements for a BS additionally conforming to TS 37.141 [16]

	RF requirement
	Clause in the present document
	Alternative clause in TS 37.141 [16] 

	Base station output power
	6.2.1.5
	6.2.1 
6.2.2

	Unwanted emissions
	

	
Spectrum emission mask
	6.5.2.1.5
	6.6.2.5 (except for 6.6.2.5.3 and 6.6.2.5.4)

	Transmitter spurious emissions
	6.5.3.7 (except for 6.5.3.7.9)
	6.6.1.5 (except for 6.6.1.5.3)

	Transmitter intermodulation

	6.6.5
	6.7.5.1

	Narrowband blocking
	7.5.5
	7.4.5.2

	Blocking
	7.5.5
	7.4. 5.1

	Out-of-band blocking
	7.5.5
	7.5. 5.1

	Co-location with other base stations
	7.5.5
	7.5. 5.2

	Receiver spurious emissions
	7.7.5
	7.6. 5.1

	Intermodulation
	7.6.5
	7.7. 5.1

	Narrowband intermodulation
	7.6.5
	7.7. 5.2
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