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------------------------------BEGINNING OF MODIFICATION-------------------------
8.1.2.4.1.2
E-UTRAN FDD – UTRAN FDD measurements when DRX is used
When explicit neighbour list is provided and DRX is used the UE shall be able to identify a new detectable cell belonging to the neighbour cell list within Tidentify,UTRA_FDD as shown in table 8.1.2.4.1.2-1
Table 8.1.2.4.1.2-1: Requirement to identify a newly detectable UTRA FDD cell

	DRX cycle length (s)
	 Tidentify_UTRA_FDD (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.04
	Non DRX Requirements in section 8.1.2.4.1.1 are applicable
	Non DRX Requirements in section 8.1.2.4.1.1 are applicable

	0.064
	2.56* Nfreq (40* Nfreq)
	4.8* Nfreq (75* Nfreq)

	0.08
	 3.2* Nfreq (40* Nfreq)
	4.8* Nfreq (60* Nfreq)

	0.128
	2.56* Nfreq (20* Nfreq)
	4.8* Nfreq (37.5* Nfreq)

	0.16
	3.2* Nfreq (20* Nfreq)
	4.8* Nfreq (30* Nfreq)

	0.16<DRX-cycle≤2.56
	Note (20* Nfreq)
	Note 
(20* Nfreq)

	Note: Time depends upon the DRX cycle in use


A cell shall be considered detectable provided following conditions are fulfilled: A cell shall be considered detectable when 

-
CPICH Ec/Io > -20 dB,

-
SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.
The UE shall be capable of performing RSCP and Ec/Io measurements of at least 6 UTRA cells per UTRA FDD carrier for up to 3 UTRA FDD carriers and the UE physical layer shall be capable of reporting RSCP and Ec/Io measurements to higher layers with the measurement period defined in table 8.1.2.3.1.2-2.
Table 8.1.2.4.1.2-2: Requirement to measure UTRA FDD cells
	DRX cycle length (s)
	Tmeasure_ UTRA_FDD (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.04
	Non DRX Requirements in section 8.1.2.4.1.1 are applicable
	Non DRX Requirements in section 8.1.2.4.1.1 are applicable

	0.064
	0.48* Nfreq (7.5* Nfreq)
	0.8* Nfreq
(12.5* Nfreq)

	0.08
	0.48* Nfreq
 (6* Nfreq)
	0. 8* Nfreq (10* Nfreq)

	0.128
	0.64* Nfreq
 (5* Nfreq)
	0. 8* Nfreq (6.25* Nfreq)

	0.128<DRX-cycle≤2.56
	Note (5* Nfreq)
	Note (5* Nfreq)

	Note: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.
-----------------------------END OF MODIFICATION -------------------------------------
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