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-------------------- CHANGE -------------------------------

5.6.1 
Channel bandwidths per operating band

a) 
The requirements in this specification apply to the combination of channel bandwidths and operating bands shown in Table 5.6.1-1. The transmission bandwidth configuration in Table 5.6.1-1 shall be supported for each of the specified channel bandwidths. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.

Table 5.6.1-1: E-UTRA channel bandwidth

	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	1
	
	
	Yes
	 Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	3
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes[1]
	
	

	6
	
	
	Yes
	Yes[1]
	
	

	7
	
	
	Yes
	Yes
	Yes
	Yes[1]

	8
	Yes
	Yes
	Yes
	Yes[1]
	
	

	9
	
	
	Yes
	Yes
	Yes[1]
	Yes[1]

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes[1]
	
	

	12
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	13
	
	
	Yes[1]
	Yes[1]
	
	

	14
	
	
	Yes[1]
	Yes[1]
	
	

	...
	
	
	
	
	
	

	17
	
	
	Yes[1]
	Yes[1]
	
	

	18
	
	
	Yes
	Yes[1]
	Yes[1]
	

	19
	
	
	Yes
	Yes[1]
	Yes[1]
	

	20
	
	
	Yes
	Yes[1]
	Yes[1]
	Yes[1]

	21
	
	
	Yes
	Yes[1]
	Yes[1]
	

	...
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes
	Yes

	39
	
	
	Yes
	Yes
	Yes
	Yes

	40
	
	
	Yes
	Yes
	Yes
	Yes

	NOTE 1:   bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (Clause 7.3) is allowed.


b) 
The use of different (asymmetrical)) channel bandwidth for the TX and RX is not precluded and is intended to form part of a later release.
5.7
Channel arrangement

------------------------ CHANGE -------------------------------
6.2.4
UE Maximum Output Power with additional requirements 

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 and 6.2.4-2 are in addition to the allowed MPR requirements specified in clause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR) 
	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	NA

	NS_03
	6.6.2.2.1
	2, 4,10, 35, 36
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	TBD
	TBD
	TBD
	

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	n/a

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 29
	≤ 1

	
	
	
	
	> 39
	≤ 2

	
	
	
	
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3
	Table 6.2.4-3

	
	
	
	
	
	

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-

	


Table 6.2.4-2: A-MPR for “NS_07”

	Parameters 
	Region A
	Region B
	Region C

	RB_start1
	0 - 12
	13 – 18
	19 – 42
	43 – 49

	L_CRB2 [RBs]
	6-8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	 A-MPR [dB]
	≤ 8
	≤ 12
	≤ 12
	≤ 6
	≤ 3

	Note

1               RB_start indicates the lowest RB index of transmitted resource blocks

2               L_CRB is the length of a contiguous resource block allocation

3               For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

4               For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.
  


Table 6.2.4-3: A-MPR for “NS_10”
	Channel BW
	Parameters
	Region A

	15
	RB_start1
	0 – 10

	
	L_CRB [RBs]
	1 -20

	
	 A-MPR [dB]
	≤ 2

	20
	RB_start1
	0 – 15

	
	L_CRB [RBs]
	1 -20

	
	 A-MPR [dB]
	≤ 5

	Note
	 

	1. RB_start indicates the lowest RB index of transmitted resource blocks

	2. L_CRB is the length of a contiguous resource block allocation
3. For intra-subframe frequency hopping which intersects Region A, notes 1 and 2 apply on a per slot basis
4. For intra-subframe frequency hopping which intersect Region A, the larger A-MPR value may be applied for both slots in the subframe


	
	
	

	
	
	

	
	
	

	
	
	

	






For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.

6.2.5 Configured transmitted Power

------------------------ CHANGE -------------------------------

 7.3
Reference sensitivity power level

The reference sensitivity power level REFSENS is the minimum mean power applied to both the UE antenna ports at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
7.3.1

Minimum requirements (QPSK) 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and table 7.3.1-2
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-103.2
	-100.2
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-102.2
	-99.2
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-105.2
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	
	
	-100
	-97
	
	
	FDD

	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	
	
	-99
	-96
	-94.2
	-93
	FDD

	10
	
	
	-100
	-97
	-95.2
	-94
	FDD

	11
	
	
	-100
	-97
	
	
	FDD

	12
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	-99.2
	-97
	-94
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	18
	
	
	-100
	 -97
	-95.2 
	
	FDD

	19
	
	
	-100
	 -97
	-95.2 
	
	FDD

	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	21
	
	
	-100
	 -97
	-95.2 
	
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	-100
	-97
	-95.2
	-94
	TDD

	34
	
	
	-100
	-97
	-95.2
	-94
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	
	
	-100
	-97
	-95.2
	-94
	TDD

	38
	
	
	-100
	-97
	-95.2
	-94
	TDD

	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5

Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level of Band 3 + 0.5 dB is applicable for band 9 

Note 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.


Table 7.3.1-2 specifies the minimum number of allocated uplink resource blocks for which the reference receive sensitivity requirement must be met. 

Table 7.3.1-2: Minimum uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	
	
	FDD

	6
	
	
	25 
	251
	
	
	FDD

	7
	
	
	25 
	50 
	751
	751
	FDD

	8
	6 
	15
	25 
	251
	-
	-
	FDD

	9
	
	
	25 
	50 
	501
	501
	FDD

	10
	
	
	25 
	50 
	75 
	100 
	FDD

	11
	
	
	25
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	
	
	201
	201
	
	
	FDD

	14
	
	15
	151
	151
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	
	
	201
	201
	
	
	FDD

	18
	
	
	25 
	251
	251
	
	FDD

	19
	
	
	25 
	251
	251
	
	FDD

	20
	
	
	25 
	201
	203
	203
	FDD

	21
	
	
	25
	251
	251
	
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	25 
	50 
	75 
	100 
	TDD

	34
	
	
	25 
	50 
	75
	
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	
	
	25 
	50 
	75 
	100 
	TDD

	38
	
	
	25 
	50 
	75
	100
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	25
	50 
	75 
	100 
	TDD

	Note 
1. The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). 
2. For the UE which supports both Band 11 and Band 21 the minimum uplink configuration for reference sensitivity is FFS.
3. For Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart _11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart _16



Unless given by Table 7.3.1-3, the minimum requirements specified in Tables 7.3.1-1 and 7.3.1-2 shall be verified with the network signalling value NS_01 (Table 6.2.4-1) configured. 

Table 7.3.1-3: Network Signalling Value for reference sensitivity
	E-UTRA Band
	Network Signalling value

	2
	NS_03 

	4
	NS_03

	10
	NS_03

	12
	NS_06

	13
	NS_06

	14
	NS_06

	17
	NS_06

	19
	NS_08

	
	

	21
	NS_09

	35
	NS_03 

	36
	NS_03


7.3.2

Requirement for large transmission configurations 

For some combinations of bandwidths and operating bands, a certain relaxation of the UE performance is allowed when the transmission configuration is larger than that in Table 7.3.1-2. Table 7.3.2-1 specifies the allowed maximum sensitivity degradation (MSD) when the UL resource block allocation is the maximum supported transmission bandwidth configuration NRB (Table 5.6-1). Unless given by Table 7.3.1-3, the MSD shall be verified with the network signalling value NS_01 (Table 6.2.4-1) configured.  
Table 7.3.2-1: Maximum Sensitivity Degradation

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dB)
	3 MHz
(dB)
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	Duplex Mode

	1
	
	
	n/a
	n/a
	n/a
	n/a
	FDD

	2
	n/a
	n/a
	n/a
	n/a
	TBD
	TBD
	FDD

	3
	n/a
	n/a
	n/a
	n/a
	TBD
	TBD
	FDD

	4
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	FDD

	5
	n/a
	n/a
	n/a
	TBD
	
	
	FDD

	6
	
	
	n/a
	TBD
	
	
	FDD

	7
	
	
	n/a
	n/a
	TBD
	TBD
	FDD

	8
	n/a
	n/a
	n/a
	TBD
	
	
	FDD

	9
	
	
	n/a
	n/a
	TBD
	TBD
	FDD

	10
	
	
	n/a
	n/a
	n/a
	n/a
	FDD

	11
	
	
	n/a
	TBD
	
	
	FDD

	12
	
	
	TBD
	TBD
	
	
	FDD

	13
	
	
	TBD
	TBD
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	17
	
	
	TBD
	TBD
	
	
	FDD

	18
	
	
	n/a
	TBD
	TBD
	
	FDD

	19
	
	
	n/a
	TBD
	TBD
	
	FDD

	20
	
	
	n/a
	TBD
	TBD
	TBD
	FDD

	21
	
	
	n/a
	TBD
	TBD
	
	FDD

	Note:


        1.      The transmitter shall be set to PUMAX as defined in clause 6.2.5  with the maximum transmission configuration (Table 5.5-1) allocated 
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