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4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmiter Characteristics

	6.2.2
	Maximum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.3
	Maximum Power Reduction (MPR)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.4
	Additional Maximum Power Reduction (A-MPR)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.1
	void
	
	
	
	

	6.3.2
	Minimum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.3
	Transmit OFF Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.4.1
	General ON/OFF time mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.4.2
	PRACH and SRS time mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.5.1
	Power Control Absolute Power Tolerance
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.5.2
	Power Control Relative Power Tolerance
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.5.3
	Aggregate Power Control Tolerance
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.1
	Frequency Error
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.1
	Error Vector Magnitude (EVM)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.2
	IQ-component
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.3
	In-band emissions for non allocated RB
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.4
	Spectrum flatness
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.1
	Occupied bandwidth
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.1
	Spectrum Emission Mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.2
	Additional Spectrum Emission Mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.3
	Adjacent Channel Leakage power Ratio
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.4
	Additional ACLR requirements
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.3.1
	Transmitter Spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.3.2
	Spurious emission band UE co-existence
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	UE supporting E-UTRA
	TDD

	6.6.3.3
	Additional spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	Receiver Characteristics

	7.3
	Reference sensitivity level
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.4
	Maximum input level
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.5
	Adjacent Channel Selectivity (ACS)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.1
	In-band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.2
	Out of-band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.3
	Narrow band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.7
	Spurious response
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.8.1
	Wide band Intermodulation
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.9
	Spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.1.2
	FDD PDSCH Single Antenna Port Performance with 1PRB in presence of MBSFN
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.1
	FDD PDSCH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.2
	FDD PDSCH Transmit Diversity 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.3.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.3.2
	FDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.2
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	
	
	
	
	
	

	8.2.2.1.1
	TDD PDSCH Single Antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.1.2
	TDD PDSCH Single Antenna Port Performance with 1PRB in the presence of MBSFN
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	
	
	
	
	
	

	8.2.2.2.1
	TDD PDSCH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2.2
	TDD PDSCH Transmit Diversity 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	
	
	
	
	
	

	8.2.2.3.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.3.2
	TDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	
	
	
	
	
	

	8.2.2.4.1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.2
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.3.2.1
	TDD PDSCH Performance (UE-Specific Reference Symbols)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	
	
	
	
	
	

	8.4.1.1
	FDD PCFICH/PDCCH Single-antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	
	
	
	
	
	

	8.4.1.2.1
	FDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2.2
	FDD PCFICH/PDCCH Transmit Diversity 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.4.2.1
	TDD PCFICH/PDCCH Single-antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	
	
	
	
	
	

	8.4.2.2.1
	TDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2.2
	TDD PCFICH/PDCCH Transmit Diversity 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.5.1.1
	FDD PHICH Single-antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	
	
	
	
	
	

	8.5.1.2.1
	FDD PHICH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2.2
	FDD PHICH Transmit Diversity 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.5.2.1
	TDD PHICH Single-antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	
	
	
	
	
	

	8.5.2.2.1
	TDD PHICH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2.2
	TDD PHICH Transmit Diversity 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	Reporting of Channel State Information

	9.2.1.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.1.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.2.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-1
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.2.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-1
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.1.1.1
	FDD CQI Reporting under fading conditions  – PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.1.1.2
	TDD CQI Reporting under fading conditions – PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.2.1.1
	FDD CQI Reporting under fading conditions – PUCCH 1-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.2.1.2
	TDD CQI Reporting under fading conditions – PUCCH 1-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.3.1.1
	FDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.3.1.2
	TDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.4.1.1.1
	FDD PMI Reporting – PUSCH 3-1 (Single PMI)
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.4.1.1.2
	TDD PMI Reporting – PUSCH 3-1 (Single PMI)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.4.2.1.1
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.4.2.1.2
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.5.1.1
	FDD RI Reporting– PUCCH 1-1
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.5.1.2
	TDD RI Reporting– PUCCH 1-1
	Rel-8
	C02
	UE supporting E-UTRA TDD
	


~~~~~~~~~~~~~~~~~Next Changed Section~~~~~~~~~~~~~~~~~
A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	

	3
	UTRA FDD
	25.101
	Rel-8
	

	4
	UTRA TDD
	25.102
	Rel-8
	

	5
	GSM
	45.005
	Rel-8
	

	6
	cdma2000 HRPD
	FFS
	FFS
	

	7
	cdma2000 1xRTT
	FFS
	FFS
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