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4.4.4.2
UTRA SIB scheduling for inter EUTRA - UTRA test

Table 4.4.4.2-1: UTRA SIB schedule
	Block

Type
	MIB
	SB1
	SIB1
	SIB2
	SIB3
	SIB4
	SIB5/SIB5bis
	SIB6
	SIB7
	SIB11
	SIB12
	SIB18
	SIB19

	SIB_REP
	8
	16
	64
	64
	64
	64
	64
	64
	16
	64
	64
	64
	64

	SEG_
COUNT
	1
	1
	1
	1
	1
	1
	4
	4
	1
	3
	1
	1
	2


Table 4.4.4.2-2: UTRA SIB-repeat period
	Frame No / SIB_POS
	0
	2
	4
	6
	8
	10
	12
	14

	Block Type
	MIB
	SB1
	SIB7
	SIB6
	MIB
	SIB6
	SIB6
	SIB6

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	16
	18
	20
	22
	24
	26
	28
	30

	Block Type
	MIB
	SB1
	SIB7/SIB3
	SIB1/SIB2
	MIB
	SIB12
	SIB19
	SIB19

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	32
	34
	36
	38
	40
	42
	44
	46

	Block Type
	MIB
	SB1
	SIB7/SIB18
	SIB5/

SIB5bis
	MIB
	SIB5/

SIB5bis
	SIB5/

SIB5bis
	SIB5/

SIB5bis

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	48
	50
	52
	54
	56
	58
	60
	62

	Block Type
	MIB
	SB1
	SIB7/SIB4
	- 
	MIB
	SIB11
	SIB11
	SIB11


4.4.4.3
UTRA SIB scheduling for inter EUTRA – UTRA - GERAN test

Table 4.4.4.3-1: UTRA SIB schedule
	Block

Type
	MIB
	SB1
	SIB1
	SIB2
	SIB3
	SIB4
	SIB5/

SIB5bis
	SIB7
	SIB11
	SIB16
	SIB18
	SIB19

	SIB Rep
	8
	16
	128
	128
	64
	64
	128
	32
	128
	128
	128
	128

	Max. No of seg.
	1
	2
	1
	1
	1
	1
	4
	1
	3
	8
	1
	3


Table 4.4.4.3-2: UTRA SIB-repeat period
	Frame No / SIB_POS
	0
	2
	4
	6
	8
	10
	12
	14

	Block Type
	MIB
	SB1
	SB1
	-
	MIB
	SIB1
	SIB18
	SIB2

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	16
	18
	20
	22
	24
	26
	28
	30

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB3
	-
	SIB4

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	32
	34
	36
	38
	40
	42
	44
	46

	Block Type
	MIB
	SB1
	SB1
	SIB5/

SIB5bis
	MIB
	SIB5/

SIB5bis
	SIB5/

SIB5bis
	SIB5/

SIB5bis

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	48
	50
	52
	54
	56
	58
	60
	62

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB11
	SIB11
	SIB11

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	64
	66
	68
	70
	72
	74
	76
	78

	Block Type
	MIB
	SB1
	SB1
	SIB16
	MIB
	SIB16
	SIB16
	SIB16

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	80
	82
	84
	86
	88
	90
	92
	94

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB3
	SIB19
	SIB4

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	96
	98
	100
	102
	104
	106
	108
	110

	Block Type
	MIB
	SB1
	SB1
	SIB16
	MIB
	SIB16
	SIB16
	SIB16

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	112
	114
	116
	118
	120
	122
	124
	126

	Block Type
	MIB
	SB1
	SB1
	SIB7
	MIB
	SIB19
	SIB19
	-


<<Section Skipped Here>>
6.3.1.2
Inter-frequency carrier frequency list in SIB5 for E-UTRA cells
Inter-frequency E-UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.2-1. This table is referred to in the default contents of IE interFreqCarrierFreqList in SystemInformationBlockType5 defined in table 4.4.3.3-4.
Table 6.3.1.2-1: Inter-frequency carrier frequency lists for E-UTRA cells
	Cell ID
	Test Frequency
	interFreqCarrierFreqList

	
	
	number of entries
	dl-CarrierFreq[n]

	
	
	
	1
	2
	3

	Cell 1

Cell 2

Cell 4

Cell 11
	f1
	3
	f2
	f3
	f5

	Cell 3

Cell 23
	f2
	3
	f1
	f3
	f5

	Cell 6
	f3
	3
	f1
	f2
	f5

	Cell 10
	f5
	3
	f1
	f2
	f3

	Note 1:
The inter-frequency E-UTRA carrier frequency list for signalling NAS test cases when cells are on same PLMN is defined in table 6.3.2.3.2-1.

Note 2:
Depending on the Band under test, f3 may not be applicable.
Note 3:
In case of Test frequency f1, f2 and f3, dl-CarrierFreq f5 as part of inter-frequency list is applicable only in case of multi-band scenarios.

Note 4:
In case of Test frequency f5, dl-CarrierFreq f1 as part of inter-frequency list is applicable only in case of multi-band scenarios.


<<Section Skipped Here>>

6.3.1.7
E-UTRA carrier frequency list in SIB19 for UTRA cells
E-UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.7-1. This table is referred to in the default contents of IE eutra-FrequencyAndPriorityInfoList in System Information Block type 19 defined in table 4.4.4.1-1.
Table 6.3.1.7-1: E-UTRA carrier frequency list for UTRA cells
	eutra-FrequencyAndPriorityInfoList

	number of entries
	earfcn[n]

	
	1
	2
	3
	4
	

	4
	f1
	f2
	f3
	f4
	

	Note:
Depending on the Band under test, f2, f3 and f4 may not be applicable.
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