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Introduction

Total Number of CRs agreed for this WI: 13. TSs being affected:

· 36.508 - 
 13 CR(s)

· 36.509 - 
   0 CR(s)

· 36.521-1 - 
   0 CR(s)

· 36.521-2 - 
   0 CR(s)

· 36.521-3 - 
   0 CR(s)

· 36.523-1 - 
   0 CR(s)

· 36.523-2 - 
   0 CR(s)
· 36.523-3 - 
   0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-104106
	36.508
	0146
	-
	F
	Rel-9
	9.1.0
	Correction to remove special configurations for UM Bearer test cases
	LTE-UEConTest_SIG

	R5-104128
	36.508
	0147
	-
	F
	Rel-9
	9.1.0
	Clarification to the procedure: UE triggered establishment of a default EPS bearer context associated with an additional PDN
	LTE-UEConTest_SIG

	R5-104169
	36.508
	0148
	-
	F
	Rel-9
	9.1.0
	Correction to Inter-frequency carrier frequency list in SIB5 and E-UTRA carrier frequency list in SIB19
	LTE-UEConTest_SIG

	R5-104220
	36.508
	0149
	-
	F
	Rel-9
	9.1.0
	Update of 6.2.3 of 36.508 - description of default frequency for the single cell signalling test
	LTE-UEConTest_SIG

	R5-104547
	36.508
	0153
	-
	F
	Rel-9
	9.1.0
	Specification of HRPD specific values in SIB8
	LTE-UEConTest_SIG

	R5-104685
	36.508
	0154
	-
	F
	Rel-9
	9.1.0
	Update of default bandwidth configuration for signalling
	LTE-UEConTest_SIG

	R5-104702
	36.508
	0155
	-
	F
	Rel-9
	9.1.0
	Clarification to packet filter identifier and precedence in TFT
	LTE-UEConTest_SIG

	R5-104703
	36.508
	0156
	-
	F
	Rel-9
	9.1.0
	Add P-CSCF method II for IMS
	LTE-UEConTest_SIG

	R5-104704
	36.508
	0157
	-
	F
	Rel-9
	9.1.0
	Update generic procedures for IMS
	LTE-UEConTest_SIG

	R5-104705
	36.508
	0158
	-
	F
	Rel-9
	9.1.0
	Correction of clause 4.3.3.4
	LTE-UEConTest_SIG

	R5-104706
	36.508
	0159
	-
	F
	Rel-9
	9.1.0
	Correction to Downlink Frequency for N_DL 4850
	LTE-UEConTest_SIG

	R5-104707
	36.508
	0160
	-
	F
	Rel-9
	9.1.0
	Default message contents for UTRAN and GERAN
	LTE-UEConTest_SIG

	R5-105003
	36.508
	0162
	-
	F
	Rel-9
	9.1.0
	Correction to reference end states
	LTE-UEConTest_SIG
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