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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 7.1.3.1, contained in the LTE test suite iwd-EUTRA-TVB2009-12_D10wk26
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3 Corrections required for GCF WI 81 EUTRA MAC test case 7.1.3.1
3.1 Change 1

	Testcase name
	f_TC_7_1_3_1_EUTRA

	Reason for change
	In order to avoid ACKs reception because of TimeAlignement which fails the TC, it is needed to configure the UL Grant before HARQ indication activation is done

	Summary of change
	Swap f_EUTRA_StartULGrantTransmissionOnSR_Reception_No_PUCCH_Sync function with HARQ indication activation in f_SS_ConfigUL_HARQ_IndMode

	TTCN module
	MAC_713.ttcn

	MCC160 Comments
	


Before:

	  .

  .

     /////////////////////////////////////////////////////////////////////////////////

//      PREAMBLE   /////////////////////////////////////////////////////////////////////////////////

    f_EUTRA_Init (c1);

    f_EUTRA_CellConfig_Def (eutra_Cell1);

    f_EUTRA_Preamble ( eutra_Cell1,STATE2A_TESTLOOP_ModeA );

    // creates cell and performs registration

    f_EUTRA_LoopBackActivation_State4_7131();

    // Go to state 4 to return no data in UL;

    f_Delay(0.660); // 600 ms previous time alignment timer

    //@sic R5s100068

    f_SS_Config1TM_DRB_NoMACHeader(eutra_Cell1, tsc_RbId_DRB1, cs_MAC_TestMode_NoHeaderManipulationDLOnly);

    // to configure SS to report reception of HARQ ACK or NACK
    f_SS_ConfigUL_HARQ_IndMode (eutra_Cell1, tsc_L1Mac_IndicationMode_Enable ); 
    /////////////////////////////////////////////////////////////////////////////////

//     Test Body

/////////////////////////////////////////////////////////////////////////////////

    f_EUTRA_TestBody_Set(true,layer2); // @sic R5-101050.

    // configure SS for default UL grant allocation at SR reception but no automatic PUCCH synch as time alignment timer is infinit;

    f_EUTRA_StartULGrantTransmissionOnSR_Reception_No_PUCCH_Sync(eutra_Cell1, cs_TimingInfo_Now, cs_DciInfo_CcchDcchDtchUL_Def);   
   .

   .   


After:

	  .

  .

////////////////////////////////////////////////////////////////////////////////

//      PREAMBLE    ////////////////////////////////////////////////////////////////////////////////

    f_EUTRA_Init (c1);

    f_EUTRA_CellConfig_Def (eutra_Cell1);

    f_EUTRA_Preamble ( eutra_Cell1,STATE2A_TESTLOOP_ModeA );

    // creates cell and performs registration

    f_EUTRA_LoopBackActivation_State4_7131();

    // Go to state 4 to return no data in UL;

    f_Delay(0.660); // 600 ms previous time alignment timer

    //@sic R5s100068

    f_SS_Config1TM_DRB_NoMACHeader(eutra_Cell1, tsc_RbId_DRB1, cs_MAC_TestMode_NoHeaderManipulationDLOnly);

    //Changed order with HARQ_IndMode
    // to configure SS to report reception of HARQ ACK or NACK
    f_EUTRA_StartULGrantTransmissionOnSR_Reception_No_PUCCH_Sync(eutra_Cell1,     cs_TimingInfo_Now, cs_DciInfo_CcchDcchDtchUL_Def);
    /////////////////////////////////////////////////////////////////////////////////

//      Test Body    /////////////////////////////////////////////////////////////////////////////////

    f_EUTRA_TestBody_Set(true,layer2); // @sic R5-101050.

    //Changed order with StartULGrant 

    // configure SS for default UL grant allocation at SR reception but no automatic PUCCH synch as time alignment timer is infinit;

    f_SS_ConfigUL_HARQ_IndMode (eutra_Cell1, tsc_L1Mac_IndicationMode_Enable );
   .

   .
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