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	Reason for change:
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	In the seciton 5.4.4.3, the UE should forward mobilityParameters to upper layers, not mobilityParametersCDMA2000.
In the section 5.4.5.3, the UE should include the dedicatedInfo in the ULHandoverPreparationTransfer message, not dedicatedInfoCDMA2000.

	
	

	Summary of change:
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	01. Removing the “CDMA2000” from the mobilityParametersCDMA2000.
02. Removing the “CDMA2000” from the dedicatedInfoCDMA2000.
Impact Analysis:

Impacted functionality:

Handover from E-UTRA preparation request functionality.

UL handover preparation transfer functionality.
Inter-operability:

None. This is just editorial mortifications.
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	The variable name is not correct in section 5.4.4.3 and section 5.4.5.3.
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5.4.4.3
Reception of the HandoverFromEUTRAPreparationRequest by the UE

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:

1>
indicate the request to prepare handover or enhanced 1xRTT CS fallback and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to 'type1XRTT':

2>
forward the rand and the mobilityParameters to the CDMA2000 upper layers;

1>
if concurrPrepCDMA2000-HRPD is present in the received message:

2>
forward concurrPrepCDMA2000-HRPD to the CDMA2000 upper layers;

1>
else

2>
forward concurrPrepCDMA2000-HRPD, with its value set to FALSE, to the CDMA2000 upper layers;

5.4.5.3
Actions related to transmission of the ULHandoverPreparationTransfer message

The UE shall set the contents of the ULHandoverPreparationTransfer message as follows:

1>
include the cdma2000-Type and the dedicatedInfo;

1>
if the cdma2000-Type is set to 'type1XRTT':

2>
include the meid and set it to the value received from the CDMA2000 upper layers;
1>
submit the ULHandoverPreparationTransfer message to lower layers for transmission, upon which the procedure ends;
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