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Impacted functionality:

The change only impacts the corrected functionality.

Inter-operability:
1. If the UE is implemented according to the CR and the network is not, the activation status of the secondary uplink frequency will be out of sync between UE and network.
2. If the network is implemented according to the CR and the UE is not, the activation status of the secondary uplink frequency will be out of sync between UE and network.


	
	

	Clauses affected:
(

	8.2.2.3, 8.6.6.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message or Target cell HS-SCCH order by the UE
<Skipped text>
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
for FDD:

2>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION and the corresponding actions as described in subclause 8.5.51.

2>
determine the value for the SECONDARY_CELL_E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.58.

2>
if the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to TRUE:

3>
if the IE "Secondary E-DCH info common" is included and 
the IE "Frequency info" is different from the stored "Frequency info" in the IE "Secondary E-DCH info common"; or
3>
if the IE "Frequency info" is included in an IE other than the IE "Uplink secondary cell info FDD" and the frequency is different from the currently used frequency:
4>
consider the secondary uplink frequency as not activated and take the corresponding actions as described in subclause 8.5.58.



3>
else:

4>
keep the current activation status of the secondary uplink frequency and take the corresponding actions as described in subclause 8.5.58.
1>
in TDD:
<Skipped text>

8.6.6.1
Frequency info
If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:

1>
for 3.84 Mcps TDD and 7.68 Mcps TDD, if the IE "Frequency info" is included; or

1>
for 1.28 Mcps TDD, if the IE "Frequency info" is included and the "Second Frequency info" is not included; or

1>
for FDD, if the IE "Frequency info" is included in an IE other than the IE "Uplink secondary cell info FDD":

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info";

3>
if the received message is used to perform a Timing-maintained hard handover (see subclause 8.3.5.2), and IE "Timing maintained Synchronization indicator" is included:

4>
not perform any physical layer synchronisation procedure (FDD only);

3>
else:

4>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).
2>
if the frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency;

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
for 1.28 Mcps TDD, if both the IE "Frequency info" and the IE "Second Frequency info" are included:

2>
the frequency in IE "Frequency info" is used as the primary frequency, and the frequency in IE "Second Frequency info" is used as the secondary frequency;

2>
store the primary frequency;

2>
if the secondary frequency is different with the currently used frequency:

3>
store and use the secondary frequency.

2>
if the secondary frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency.

1>
if the IE "Frequency info" is not included and the UE has a currently used frequency:

2>
continue to use the currently used frequency;

NOTE
If the received message is used to perform a Timing-reinitialised hard handover, and the IE "Frequency Info" is not included, the UE may perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

For 1.28 Mcps TDD, if, after completion of the procedure, the UE will be in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included and the "Second Frequency info" is not included:

2>
store and use the frequency indicated by the IE "Frequency Info" as working frequency.
1>
if both the IE "Frequency info" and the IE "Second Frequency info" are included:

2>
the frequency in IE "Frequency info" is used as the primary frequency, and the frequency in IE "Second Frequency info" is used as the secondary frequency;

2>
store the primary frequency;

2>
if the secondary frequency is different with the currently used frequency:

3>
store and use the secondary frequency as working frequency.

2>
if the secondary frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency as working frequency.
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