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[BEGINNING OF CHANGES]
11.3
RANAP Enhanced Relocation Information

11.3.1
General

The purpose of the RANAP Enhanced Relocation Information procedure is to handle the RANAP-related information that is carried transparently during enhanced relocation from a source RNC to a target RNC by RNSAP via the Iur Interface.

11.3.2
Operation

When during enhanced relocation it becomes necessary in the source RNC to generate RANAP information for transfer to the relocation target, the source RNC shall form a RANAP ENHANCED RELOCATION INFORMATION REQUEST message. The message shall be encoded according to the encoding rules specified for RANAP in the similar manner as for the normal RANAP messages. The outcome of the encoding will be an octet string, which shall be given to the appropriate local process for transparent transfer to the target RNC.

When the RANAP process in the target RNC receives an octet string containing a RANAP ENHANCED RELOCATION INFORMATION REQUEST message that had been transparently transferred from the source RNC, it shall decode it according to the encoding rules specified for RANAP. This process is similar to receiving any normal RANAP message. The decoded information shall be passed to the appropriate processes in the RNC.
Upon reception of the RANAP ENHANCED RELOCATION INFORMATION REQUEST message, the target RNC shall initiate allocation of requested resources.

The RANAP ENHANCED RELOCATION INFORMATION REQUEST message shall contain the following IE:

-
Source RNC To Target RNC Transparent Container IE;

The RANAP ENHANCED RELOCATION INFORMATION REQUEST message may contain the following IEs:

-
Old Iu Signalling Connection Identifier CS domain IE; if a connection to the CS domain exist;

-
Old Iu Signalling Connection Identifier PS domain IE; if a connection to the PS domain exist;

· Global CN-ID for CS, if a connection to the CS domain exist;
· Global CN-ID for PS, if a connection to the PS domain exist;
· RABs to be Setup List;
· SNA Access Information IE (if available);
-
UESBI-Iu IE (if available);

-
Selected PLMN identity IE if in MOCN or GWCN configuration;

-
CN MBMS Linking Information IE (if available);

-
UE Aggregate Maximum Bit Rate.
For each RAB requested to relocate in the RAB to be Setup List, the RANAP ENHANCED RELOCATION INFORMATION REQUEST message shall contain the following IEs in the RAB To Be Setup List IE:

-
RAB-ID IE;

· CN domain indicator;

-
RAB parameters IE;

-
User Plane Information IE;


-
Source Side Iu UL TNL Information IE;

-
Data Volume Reporting Indication IE (only for PS);
-
PDP Type Information IE (only for PS).

For each RAB requested to relocate the message may include the following IEs:

-
Data Forwarding TNL Information IE;

-
Service Handover IE;
-
Alternative RAB Parameter Values IE;

-
E-UTRAN Service Handover IE. 

-
PDP Type Information extension IE (may be included if PDP Type Information IE is included).
If the Data Forwarding TNL Information IE is included in the RANAP ENHANCED RELOCATION  INFORMATION REQUEST message, it indicates Iur UP resources, made available by the source RNC for forwarding of UL user data.
Note:
The Source Side Iu UL TNL Information IE (in contrary to the Data Forwarding TNL Information IE) contains information to enable the target RNC to start transmission of user data towards the CN once the relocations has been successfully executed.
If the UE Aggregate Maximum Bit Rate IE is included in the RANAP ENHANCED RELOCATION INFORMATION REQUEST message, the target side shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non-GBR traffic for this UE.
The RANAP ENHANCED RELOCATION INFORMATION REQUEST message shall contain the information (if any) required by the target RNC to build at least the same set of RABs as existing for the UE before the relocation and therefore the RANAP ENHANCED RELOCATION INFORMATION REQUEST may contain the RAB to be SETUP List IE.

[END OF CHANGES]
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