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Introduction

Total Number of CRs agreed for this WI: 13. TSs being affected:

· 34.108 - 
  2 CR(s)

· 34.121-1 - 
  3 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.122 - 
  2 CR(s)

· 34.123-1 - 
  6 CR(s)

· 34.123-2 - 
  0 CR(s)

· 34.123-3 - 
  0 CR(s)

· 34.229-1 - 
  0 CR(s)

· 34.229-2 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-106159
	34.121-1
	1276
	-
	F
	Rel-9
	9.2.0
	Correction in Procedure Settings for test case 9.2.1G and corresponding Annex F.6.3
	TEI7_Test

	R5-106161
	34.122
	0362
	-
	F
	Rel-9
	9.2.0
	Correction in test procedure to remove redundant frequency range of measurement
	TEI7_Test

	R5-106218
	34.108
	0844
	-
	F
	Rel-9
	9.2.0
	Corrections to SIB5 contents for Enhanced Cell FACH DL testcases
	TEI7_Test

	R5-106219
	34.108
	0845
	-
	F
	Rel-9
	9.2.0
	Corrections to RRC Connection setup contents for Enhanced Cell FACH DL testcases
	TEI7_Test

	R5-106220
	34.123-1
	2851
	-
	F
	Rel-9
	9.2.0
	Corrections to Enhanced Cell FACH RRC testcases 8.2.2.59 & 8.2.2.60
	TEI7_Test

	R5-106223
	34.123-1
	2852
	-
	F
	Rel-9
	9.2.0
	Correction to generic test procedure for Mimo and Dual cell testcases.
	TEI7_Test

	R5-106225
	34.123-1
	2853
	-
	F
	Rel-9
	9.2.0
	Correction to test points for Mimo test cases.
	TEI7_Test

	R5-106347
	34.123-1
	2864
	-
	F
	Rel-9
	9.2.0
	Correction the TFS for LCR TDD 128Kbps RAB in 34.123-1 18.1.6.7
	TEI7_Test

	R5-106409
	34.121-1
	1279
	-
	F
	Rel-9
	9.2.0
	Correction to UE Relative Code Domain Power Accuracy requirements
	TEI7_Test

	R5-106416
	34.121-1
	1284
	-
	F
	Rel-9
	9.2.0
	Correction to MIMO propagation conditions
	TEI7_Test

	R5-106538
	34.123-1
	2875
	-
	F
	Rel-9
	9.2.0
	Correction to Enhanced Cell FACH RRC testcase 8.1.10.2
	TEI7_Test

	R5-106674
	34.123-1
	2890
	-
	F
	Rel-9
	9.2.0
	Corrections to testcase 14.6.1d & 14.6.6c.
	TEI7_Test

	R5-106860
	34.122
	0364
	-
	F
	Rel-9
	9.2.0
	Introduction of new Power Control TC in the Downlink for 1.28Mcps TDD
	TEI7_Test
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