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	Reason for change:
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	As Rel-7 24.008 section 4.7.1.9, the UE after receiving an ATTACH ACCEPT will start timer T3340 which of 10 seconds duration. At the expiry of this timer UE will release the PS signalling connection. As per the expected sequence at step 26, SS waits for a 10 seconds to check that the UE would not send any messages and then release RR Connection. As the SS wait time and the T3340 time is both 10 seconds, a Rel-7 UE may also send signalling connection release indication for PS domain. This results in test case failure

	
	

	Summary of change:
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	Replaced the value 10 seconds with 5 seconds in the call for test step ts_VerifyNoAccess at Line: 25 in local tree lt_TestBody.

Note: A prose CR will be submitted for this change at the next RAN5 meeting.
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1.1 Change 1

	Testcase name
	tc_12_2_1_11

	Reason for change
	As Rel-7 24.008 section 4.7.1.9, the UE after receiving an ATTACH ACCEPT will start timer T3340 which of 10 seconds duration. At the expiry of this timer UE will release the PS signalling connection. As per the expected sequence at step 26, SS waits for a 10 seconds to check that the UE would not send any messages and then release RR Connection. As the SS wait time and the T3340 time is both 10 seconds, a Rel-7 UE may also send signalling connection release indication for PS domain. This results in test case failure

	Summary of change
	Replaced the value 10 seconds with 5 seconds in the call for test step ts_VerifyNoAccess at Line: 25 in local tree lt_TestBody.

Note: A prose CR will be submitted for this change at the next RAN5 meeting.

	Source of change
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