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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101269
	R3-103146
	Correction of Inter-system SRVCC
	25.413
	1080
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-101269
	R3-103147
	Correction of Inter-system SRVCC
	25.413
	1081
	-
	A
	9.4.0
	TEI8
	Rel-9

	RP-101269
	R3-103148
	Correction on the Functional Split Table of MOCN
	25.467
	0110
	-
	F
	8.5.0
	HNB-arch
	Rel-8

	RP-101269
	R3-103340
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.423
	1645
	-
	F
	8.10.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-101269
	R3-103341
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.423
	1646
	-
	A
	9.4.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-101269
	R3-103342
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.423
	1647
	-
	A
	10.0.0
	RANimp-EnhState1.28TDD
	Rel-10

	RP-101269
	R3-103343
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.433
	1849
	-
	F
	8.10.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-101269
	R3-103344
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.433
	1850
	-
	A
	9.4.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-101269
	R3-103345
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	25.433
	1851
	-
	A
	10.0.0
	RANimp-EnhState1.28TDD
	Rel-10

	RP-101269
	R3-103604
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.423
	1648
	1
	F
	8.10.0
	RANimp-LCRCPC
	Rel-8

	RP-101269
	R3-103605
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.423
	1649
	1
	A
	9.4.0
	RANimp-LCRCPC
	Rel-9

	RP-101269
	R3-103607
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.433
	1852
	1
	F
	10.0.0
	RANimp-LCRCPC
	Rel-8

	RP-101269
	R3-103608
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.433
	1853
	1
	A
	8.10.0
	RANimp-LCRCPC
	Rel-9

	RP-101269
	R3-103609
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.433
	1854
	1
	A
	9.4.0
	RANimp-LCRCPC
	Rel-10

	RP-101269
	R3-103802
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	25.423
	1650
	2
	A
	10.0.0
	RANimp-LCRCPC
	Rel-10


page 1/8

