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	Spec
	CR
	Rev
	Cat
	Phase
	[0000]Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.101
	640
	1
	F
	Rel-8
	Correction of Note 4 In Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	R4-104965
	LTE-RF
	NTT DOCOMO

	36.101
	641
	1
	A
	Rel-9
	Correction of Note 4 In Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	R4-104966
	LTE-RF
	NTT DOCOMO

	36.101
	642
	1
	A
	Rel-10
	Correction of Note 4 In Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	R4-104967
	LTE-RF
	NTT DOCOMO

	36.101
	643
	 
	F
	Rel-8
	EVM window length for PRACH
	R4-104277
	LTE-RF
	Rohde&Schwarz

	36.101
	644
	 
	A
	Rel-9
	EVM window length for PRACH
	R4-104278
	LTE-RF
	Rohde&Schwarz

	36.101
	645
	 
	A
	Rel-10
	EVM window length for PRACH
	R4-104279
	LTE-RF
	Rohde&Schwarz

	36.101
	647
	 
	F
	Rel-8
	Removal of NS signalling from TDD REFSENS tests
	R4-104338
	LTE-RF
	Nokia, Clearwire

	36.101
	648
	 
	A
	Rel-9
	Removal of NS signalling from TDD REFSENS tests
	R4-104339
	LTE-RF
	Nokia, Clearwire

	36.101
	649
	 
	A
	Rel-10
	Removal of NS signalling from TDD REFSENS tests
	R4-104340
	LTE-RF
	Nokia, Clearwire

	36.101
	660
	1
	A
	Rel-9
	Correction on the statement of TB size and subband selection in CSI tests
	R4-104979
	LTE-RF
	Huawei, NEC
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