Page 1



3GPP TSG-RAN WG4 Meeting #57 
(
R4-104061
Jacksonville, USA, 15 - 19 November 2010
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	36.133
	CR
	568
	(

rev
	-
	(

Current version:
	10.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Clarification of measurements requirements for HRPD and cdma2000 1x

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	RAN4

	
	

	Work item code:
(

	LTE-RF
	
	Date: (

	05/11/2010

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The measurement requirements for HRPD and cdma2000 1x in TS 36.133 refers some symbols that either no longer used or redefined in Rel-9 TS 36.304. These requirements need to be modified to match the Rel-9 TS 36.304

	
	

	Summary of change:
(

	1. In 3.2, remove the symbol SServingCcell that is no longer defined in TS36.304, and add the symbols Srxlev and Squal defined in Rel-9 TS 36.304, and to be used in the measurements requirements in Rel-9 36.133.
2. In 4.2.2.5.4, modify the measurement requirements for HRPD to match above changes.
3. In 4.2.2.5.5, modify the measurement requirements for cdma2000 1x to match above changes.


	
	

	Consequences if 
(

not approved:
	The measurement requirements for HRPD and cdma2000 1x in Rel-10 and future releases TS 36.133 do not mache TS 36.304.

	
	

	Clauses affected:
(

	3.2, 4.2.2.5.4, 4.2.2.5.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.521

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of change>
3.2
Symbols

For the purposes of the present document, the following symbols apply:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken.

BWChannel
Channel bandwidth, defined in TS 36.101 subclause 3.2

CPICH_Ec
Average energy per PN chip for the CPICH

CPICH_Ec/Io
The ratio of the received energy per PN chip for the CPICH to the total received power spectral density at the UE antenna connector.

Ec
Average energy per PN chip.

Ês
Received energy per RE (power normalized to the subcarrier spacing) during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector

Io
The total received power density, including signal and interference, as measured at the UE antenna connector.

Ioc
The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.

Iot
The received power spectral density of the total noise and interference for a certain RE (power integrated over the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector
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Number of consecutive downlink positioning subframes as defined in subclause 6.10.4.3 in 3GPP TS 36.211
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Physical Resource Block number as defined in subclause 3.1 in 3GPP TS 36.211.
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Configured UE transmitted power as defined in subclause 6.2.5 in 3GPP TS 36.101. 

PRP
Received (linear) average power of the resource elements that carry E-UTRA PRS, measured at the UE antenna connector.

S
Cell Selection Criterion defined in TS 36.304, subclause 5.2.3.2 for E-UTRAN

SCH_Ec/Ior
The ratio of the transmit energy per PN chip of the SCH to the total transmit power spectral density at the UTRA Node B antenna connector

SCH_RP
Received (linear) average power of the resource elements that carry E-UTRA synchronisation signal, measured at the UE antenna connector

Srxlev
Cell selection RX level, defined in TS 36.304, subclause 5.2.3.2

Squal
Cell selection quality, defined in TS 36.304, subclause 5.2.3.2
Sintersearch
Defined in TS 25.304, subclause 5.2.6.1.5 

Sintrasearch
Defined in TS 25.304, subclause 5.2.6.1.5 for UTRAN and in TS 36.304 , subclause 5.2.4.7 for E-UTRAN

Snonintrasearch
Defined in TS 36.304 , subclause 5.2.4.7

SsearchRAT
Defined in TS 25.304, subclause 5.2.6.1.5

Threshx, high 
Defined in TS 36.304 , subclause 5.2.4.7
Threshx, low  
Defined in TS 36.304 , subclause 5.2.4.7
Threshserving, low 
Defined in TS 36.304 , subclause 5.2.4.7


[image: image5.wmf]PRS

T


Cell-specific positioning subframe configuration period as defined in subclause 6.10.4.3 in 3GPP TS 36.211

TRE-ESTABLISH-REQ
The RRC Re-establishment delay requirement, the time between the moment when erroneous CRCs are applied, to when the UE starts to send preambles on the PRACH.

Treselection
Defined in TS 25.304, subclause 5.2.6.1.5

TreselectionRAT
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionEUTRA 
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionUTRA 
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionGERA 
Defined in TS 36.304 , subclause 5.2.4.7
      TS
Basic time unit, defined in TS 36.211, clause 4

========================== next change ==========================================
4.2.2.5.4

Measurements of HRPD cells

In order to perform measurement and cell reselection to HRPD cell, the UE shall acquire the timing of HRPD cells. 

When the measurement rules indicate that HRPD cells are to be measured, the UE shall measure CDMA2000 HRPD Pilot Strength of HRPD cells in the neighbour cell list at the minimum measurement rate specified in this section. 

The parameter ‘Number of HRPD Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all HRPD cells in the neighbour cell list. 

When the E-UTRA serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ  the UE shall search for CDMA2000 HRPD layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is defined in section 4.2.2. 
For CDMA2000 HRPD cells which have been detected, the UE shall measure CDMA2000 HRPD Pilot Strength at least every (Number of HRPD Neighbor Frequency)*TmeasureHRPD, when the E-UTRA serving cell Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ. 

The UE shall be capable of evaluating that the CDMA2000 HRPD cell has met cell reselection criterion defined in [1] within TevaluateHRPD.

Table 4.2.2.5.4-1 gives values of TmeasureHRPD and TevaluateHRPD.
Table 4.2.2.5.4-1: TmeasureHRPD and TevaluateHRPD

	DRX cycle length [s]
	TmeasureHRPD [s] (number of DRX cycles)
	TevaluateHRPD [s] (number of DRX cycles)

	0.32
	5.12 (16)
	15.36 (48)

	0.64
	5.12 (8)
	15.36 (24)

	1.28
	6.4 (5)
	19.2 (15)

	2.56
	7.68 (3) 
	23.04 (9) 


If Treselection timer has a non zero value and the CDMA2000 HRPD cell is better ranked than the serving cell, the UE shall evaluate this CDMA2000 HRPD cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.
========================== next change ==========================================

4.2.2.5.5

Measurements of cdma2000 1X

In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 

The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 

When the E-UTRA serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, the UE shall search for cdma2000 1X layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is defined in section 4.2.2.
For CDMA2000 1X cells which have been detected, the UE shall measure CDMA2000 1xRTT Pilot Strength at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000_1X, when the E-UTRA serving cell Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ. 
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in [1] within TevaluateCDMA2000_1X.

Table 4.2.2.5.5-1 gives values of TmeasureCDMA2000_1X and TevaluateCDMA2000_1X.
Table 4.2.2.5.5-1: TmeasureCDMA2000 1X and TevaluateCDMA2000 1X

	DRX cycle length [s]
	TmeasureCDMA2000_1X  [s] (number of DRX cycles)
	TevaluateCDMA2000_1X  [s] (number of DRX cycles)

	0.32
	5.12 (16)
	15.36 (48)

	0.64
	5.12 (8)
	15.36 (24)

	1.28
	6.4 (5)
	19.2 (15)

	2.56
	7.68 (3) 
	23.04 (9) 


If Treselection timer has a non zero value and the CDMA2000 1X cell is better ranked than the serving cell, the UE shall evaluate this CDMA2000 1X cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.
<End of change>
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