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1. Introduction

It was agreed in RAN5#49 meeting in Shanghai, 15-19 November, to add UTRA Rel-7, 8 and 9  conformance test cases for network initiated secondary PDP context to TS 34.123-1. The test cases will verify both signalling aspects as well as UE uplink packet filtering aspects associated to network initiated secondary PDP context (see [1] for more information). To achieve this then there is a need to add a new UE test function to TS 34.109.

According to RAN5 LS [1] the new “UE test loop mode 4” should be optional for Rel-7 UE and conditional mandatory (mandatory if UE supports network initiated secondary PDP context) for Rel-8 and later release UEs. 

2. Overall Description:

RAN2 agreed the Rel-7 and Rel-9 CRs in [2] and [4] respectively.

About the Rel-8 version, companies in RAN2 could not reach a consensus to conditionally mandate the support of the new “UE test loop mode 4” for Rel-8 UEs. Specifically, it has been observed that Rel-8 UEs also supporting LTE and 2G and/or 3G have to support the network initiated secondary PDP context procedure as per TS 24.301 s6.5.1.2 and hence the proposed new test loop mode procedure. Hence the need to provide to RAN plenary a proposal in which the implementation of the aforementioned procedure is conditional mandatory (in [3]) and a counterproposal in which the implementation of the aforementioned procedure is optional for a Rel-8 UE (in [5]).
Therefore, RAN2 technically endorsed two alternative versions for the Rel-8 CR in [3] and [5], which can be found attached.
Version in [3] should be approved by RAN plenary if new “UE test loop mode 4” should be conditional mandatory for Rel-8 UEs. 
Version in [5] should be approved by RAN plenary if new “UE test loop mode 4” can be optional for Rel-8 UEs.
3. Actions:

Action to RAN:
RAN2 would kindly ask RAN to decide if the new “UE test loop mode 4” can be optional or should be conditional mandatory for Rel-8 UEs and approve the CR attached accordingly.
4. Date of Next TSG-RAN 2 Meetings:

3GPPRAN2#73bis   11-15  April   Shanghai  China

3GPPRAN2#73        9- 13 may   Kobe        Japan
5. References:

[1] R2-110026/ R5-106693 LS on introduction of UE test loop mode 4 in TS 34.109
[2] R2-111401 Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context, Rel-7
[3] R2-111431 Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context, Rel-8
[4] R2-111407 Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context, Rel-9
[5] R2-111402 Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context, Rel-8
