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5.5.2.1
Spectrum emission mask

<< Unchanged sections omitted >>
5.5.2.1.4
Method of test

5.5.2.1.4.1
Initial conditions 

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2.

3)
Enter the UE into loopback test mode and start the loopback test.
<< Unchanged sections omitted >>
5.5.2.1A.4
Method of test

5.5.2.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1) Connect the SS to the UE antenna connector as shown in figure A.1.
2)
The Reference Measurement Channels(FRC3,16QAM) are specified C.6.1.2.3.

3)
A HSUPA call is set up according to TS 34.108[3] clause 7.3.9.

4)
Enter the UE into loopback test mode in the presence of HSUPA and start the loopback test.
<< Unchanged sections omitted >>
5.5.2.1B.4
Method of test

5.5.2.1B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1) Connect the SS to the UE antenna connector as shown in figure A.1.
2)
The Reference Measurement Channels are specified C.2.2.2a.

3)
An HSDPA call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2.

4)
Enter the UE into loopback test mode and start the loopback test.
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