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9.2.1.1.11.3.1
Pre-test conditions

System Simulator:

-
cell A, Cell B (home PLMN, different TAs) and Cell G TS 36.508 (another PLMN)

-
If pc_UTRAN Cell 5 and if (NOT pc_UTRAN AND pc_GERAN) Cell 24 are configured according to Table 4.4.4-2 in [18];
-
if pc_UTRAN, cell 5 (only active when stated);
-
if pc_GERAN and NOT pc_UTRAN, cell 24 (only active when stated); 

- 
system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells except if NOT pc_UTRAN and pc_GERAN then system information combination 5 is applied;

UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

- 
if pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].
Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.11.3.2
Test procedure sequence

Table 9.2.1.1.11.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell A as the "Serving cell".

- Cell B as a "Non-Suitable cell".

- Cell G as a "Non-Suitable cell".


IF pc_GERAN or pc_UTRAN THEN the SS configures Cell 24 (GERAN) or Cell 5 (UTRAN) as "Non-Suitable “off” cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message with EMM cause = "EPS services and non-EPS services not allowed" as specified.
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	The SS configures:

- Cell A as a "Non-Suitable cell".

- Cell B as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell B belongs to the same PLMN where the UE was rejected but a different TA
	-->
	ATTACH REQUEST
	1
	F

	8
	The operator initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	10
	Void
	-
	-
	-
	-

	11
	Check: Does the test result of CALL generic procedure (TS 36.508 subclause 6.4.2.5) indicate that the UE ignores paging on cell B for PS domain with GUTI-1?
	-
	-
	1
	-

	12
	The SS configures:
- Cell A as a "Non-Suitable “off”cell".
- Cell B as a "Non-Suitable cell".

- Cell G as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	13
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	14
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	15
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	16
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	
	
	
	

	17
	The UE is brought back to operation or the USIM is inserted.
	
	
	
	

	18
	The following message is sent on Cell G.
	
	
	
	

	19
	Check: Does the UE transmit an ATTACH REQUEST message with IMSI-1?
	-->
	ATTACH REQUEST
	2
	P

	20
	The SS transmits an ATTACH REJECT message with EMM cause = "EPS services and non-EPS services not allowed" as specified.
	<--
	ATTACH REJECT
	-
	-

	-
	EXCEPTION: Steps 21a1 to 21a10 describe behaviour that depends on the UE capability.
	-
	-
	-
	-

	21a1
	IF pc_UTRAN or pc_GERAN THEN

the SS configures

- Cell G as a "Non-Suitable cell".

- Cell 24 (GERAN) or Cell 5 (UTRAN) as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 24 or Cell 5 (depending on which cell was set as "Serving cell" in the preceding step) unless explicitly stated otherwise.
	-
	-
	-
	-

	21a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	21a3
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	21a4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	21a5
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	21a6
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	21a7
	Void
	-
	-
	-
	-

	21a8
	Check: Does the UE transmit an ATTACH REQUEST message with IMSI-1and TMSI status indicated invalid TMSI?
	-->
	ATTACH REQUEST
	3
	P

	22
	The attach procedure is completed 
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state either U1_IDLE or G1_IDLE according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.1.1.12.3.1
Pre-test conditions

System Simulator:

-
cell A, cell B and cell G:

-
cell A and cell B (HPLMN, different TAs), cell G (another PLMN);

-
if pc_UTRAN, cell 5 (HPLMN, UTRAN, NMO 2);

-
if NOT pc_UTRAN and pc_GERAN, cell 24 (HPLMN, GERAN, NMO 2); 

- 
system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells except if NOT pc_UTRAN and pc_GERAN then system information combination 5 is applied; 
-
the different cells may not be simultaneously activated (at most 2 cells are active simultaneously);


UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

- 
if pc_GERAN or pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN)supported by UE, the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

<end of modified section>

<start of next modified section>
9.2.1.2.11.3.1
Pre-test conditions

System Simulator:

-
cell I and cell K (visited PLMN, same TA);

-
cell L (same visited PLMN, another TA);

-
cell C (home PLMN);
-
if pc_UTRAN, cell 5 (only active when stated):
-
same PLMN like visited PLMN above;

-
RAI-1 (RAC & LAC values chosen by SS);

-
System information indicate that NMO 1 is used; 

- 
System information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
if pc_GERAN and NOT pc_UTRAN, cell 24 (only active when stated):
-
same PLMN like visited PLMN above;
-
RAC-1 (RAC & LAC values chosen by SS); 

-
System information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
-
System information indicate that NMO 1 is used;


NOTE 1:
Cell K is present to confirm that UE does not attempt attach to the cell in same TAI after reject from the SS.

NOTE 2:
Cell C is present to confirm that UE does attempt attach to the cell in HPLMN after reject from the SS.

NOTE 3:
The requirement in 3GPP TS 24.301 to store at least 40 entries in the list of "forbidden tracking areas for roaming" is not fully tested.

NOTE 4:
Different types of UE may use different methods to periodically clear the list of forbidden areas (e.g. every day at 12 am) for roaming. If the list is cleared while the test is being run, it may be necessary to re-run the test.

UE:

- 
the UE is configured to initiate combined EPS/IMSI attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell I using default message contents according to TS 36.508 [18];

-
if pc_GERAN or pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.2.11.3.2
Test procedure sequence

Table 9.2.1.2.11.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell I as the "Serving cell".

Cell K as a "Non-Suitable cell",

Cell L as a "Non-Suitable “off” cell",

Cell C as a "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message with the EMM cause set to "Roaming not allowed in this tracking area" on Cell I.

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on Cell I?
	-->
	ATTACH REQUEST
	1,4
	F

	7
	The SS reconfigures:

Cell I as a "Suitable cell",

Cell K as the "Serving cell",

Cell L as a "Non-Suitable “off” cell",

Cell C as a "Non-Suitable cell".
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on any cell?
	-->
	ATTACH REQUEST
	2
	F

	9
	The SS reconfigures:

Cell I as a "Non-Suitable “off” cell",

Cell K as a "Suitable cell",

Cell L as the "Serving cell",

Cell C as a "Non-Suitable cell".
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message on Cell L?
	-->
	ATTACH REQUEST
	3
	P

	11
	The SS transmits an ATTACH REJECT message with the EMM cause set to "Roaming not allowed in this tracking area" on Cell L.

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9 and TAI-11)
	<--
	ATTACH REJECT
	-
	-

	12
	The SS releases the RRC connection.
	-
	-
	-
	-

	13
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on Cell L or Cell K?
	-->
	ATTACH REQUEST
	1,4
	F

	14
	The SS reconfigures:

Cell I as a "Serving cell",

Cell K as a " Non-Suitable “off” cell",

Cell L as a "Suitable cell",

Cell C as the "Non-Suitable cell".
	-
	-
	-
	-

	15
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on any cell?
	-->
	ATTACH REQUEST
	2,4
	F

	-
	EXCEPTION: Steps 16a1 to 16a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	16a1
	IF pc_UTRAN or pc_GERAN THEN the SS reconfigures:

Cell I as "Serving cell",

Cell L as "Non-suitable “off”cell",

Cell 5 or Cell 24 as "Suitable cell".
	-
	-
	-
	-

	16a2
	Check: Does the UE transmit an ATTACH REQUEST message without P-TMSI, P-TMSI signature, RAI, TMSI on Cell 5 or Cell 24?
	-->
	ATTACH REQUEST
	5
	P

	16a3
	The SS transmits an ATTACH REJECT message with the GMM cause set to "Roaming not allowed in this location area" on Cell 5 or Cell 24.
	<--
	ATTACH REJECT
	-
	-

	17
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	18
	The SS reconfigures:

Cell I as the "Serving cell",

Cell K as a "Non-Suitable cell",

Cell 5 or Cell 24 as a "Non-Suitable “off” cell",

Cell C as a "Non-Suitable cell".
	-
	-
	-
	-

	19
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	20
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message on Cell I.
	-->
	ATTACH REQUEST
	6
	P

	21
	The SS transmits an ATTACH REJECT message with the EMM cause set to "Roaming not allowed in this tracking area" on Cell I.

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	22
	The SS reconfigures:
Cell I as the "Serving cell",

Cell K as a "Non-Suitable cell",


Cell C as a "Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell C unless explicitly stated otherwise.
	-
	-
	-
	-

	23
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	7
	P

	24-35
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.1.2.13.3.1
Pre-test conditions

System Simulator:

-
cell I and cell K (visited PLMN, same TA);
- 
cell L (same visited PLMN, another TA);
-
cell J (another VPLMN);
-
if pc_UTRAN, cell 5 (only active when stated):
-
same PLMN like visited PLMN above;

-
RAI-1 (RAC & LAC values chosen by SS);

-
system information indicate that NMO 1 is used; 

-
System information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells

-
if pc_GERAN and NOT pc_UTRAN, cell 24 (only active when stated:

-
same PLMN like visited PLMN above;
-
RAC-1 (RAC & LAC values chosen by SS); 

- 
System information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
-
system information indicate that NMO 1 is used;

-
maximum 3 cells are simultaneously active.

NOTE 1:
Cell L is present to confirm that UE searches in the same PLMN after reject from the SS.
NOTE 2:
Cell K is present to confirm that UE shall not attempt attach to the cell in same TAI it was once rejected from.

NOTE 3:
The requirement in 3GPP TS 24.301 to store at least 40 entries in the list of "forbidden tracking areas for roaming" is not fully tested.

NOTE 4:
Different types of UE may use different methods to periodically clear the list of forbidden areas (e.g. every day at 12 am) for roaming. If the list is cleared while the test is being run, it may be necessary to re-run the test.

UE:

- 
the UE is configured to initiate combined EPS/IMSI attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

-
if pc_GERAN or pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.2.13.3.2
Test procedure sequence

Table 9.2.1.2.13.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell I as the "Serving cell",

Cell K as a "Suitable cell",

Cell L as a "Non-Suitable cell",

Cell J as a "Non-Suitable “off” cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message with the EMM cause set to 'No suitable cells in tracking area' on Cell I.

(The list of “forbidden tracking areas for roaming” in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	The SS reconfigures:

Cell I as a "Suitable cell",

Cell K as the "Serving cell",

Cell L as a "Non-Suitable cell",

Cell J as a "Non-Suitable “off” cell ".
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on Cell K or Cell I?
	-->
	ATTACH REQUEST
	2
	F

	8
	The SS reconfigures:

Cell I as a "Non-Suitable “off” cell",

Cell K is the "Serving cell",

Cell L as a "Suitable cell",

Cell J as a "Suitable cell".
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message on Cell L?  Note: Cell J is present to ensure the UE doesn’t attempt to attach in a cell with a different PLMN
	-->
	ATTACH REQUEST
	1, 3, 4, 6
	P

	10
	The SS transmits an ATTACH REJECT message with the EMM cause set to 'No suitable cells in tracking area' on Cell L.
(The list of “forbidden tracking areas for roaming” in the UE should now contain TAI-9 and TAI-11)
	<--
	ATTACH REJECT
	-
	-

	11
	The SS releases the RRC connection
	-
	-
	-
	-

	12
	The SS reconfigures:

Cell I as the "Serving cell".

Cell K as a “Non-Suitable cell”,

Cell L as a "Suitable cell",

Cell J as a "Non-Suitable “off” cell".
	-
	-
	-
	-

	13
	Check: Does the UE transmit the ATTACH REQUEST message in the next 30 seconds on Cell I?
	-->
	ATTACH REQUEST
	5
	F

	-
	EXCEPTION:
Steps 14a1 to 14a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	14a1
	IF pc_UTRAN or pc_GERAN THEN the SS configures:

Cell I as a "Non-Suitable cell",
Cell L as a "Non-Suitable cell",
Cell J and Cell K as a "Non-Suitable “off” cell".
Cell 5 or Cell 24 as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 5 or Cell 24 unless explicitly stated otherwise.
	-
	-
	-
	-

	14a2
	Void
	-
	-
	-
	-

	14a3
	Check: Does the UE transmit an ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	6
	P

	14a4
	The SS transmits an ATTACH REJECT message with the GMM cause set to 'No Suitable Cells In Location Area'.
	<--
	ATTACH REJECT
	-
	-

	15
	The SS reconfigures:

Cell I as the "Serving cell".

Cell K as a “Non-Suitable “off”cell”,

Cell L as a "Suitable cell",
Cell J as a "Non-Suitable “off” cell",

Cell 5 or Cell 24 as the "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	16
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	17
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	7
	P

	19-30
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.1.6.3.1
Pre-test conditions

System Simulator:

-
cell A (belongs to TAI-1, home PLMN) is set to ''Non- Suitable cell'';
-
cell B (belongs to TAI-2, home PLMN) is set to ''Non- Suitable cell'';
-
if pc_UTRAN, cell 5 and cell 7 (belong to RAI-1, home PLMN) are configured;
system information combination 9 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;-
if NOT pc_UTRAN and pc_GERAN, cell 24 and cell 25 are configured;.

system information combination 12 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
cell 5 / cell 24 belong to RAI-1 (home PLMN) as specified TS34.123-1 clause 12 and is set to ''Serving cell'';
-
cell 7 / cell 25 belong to RAI-2 (home PLMN) as specified TS34.123-1 clause 12 and is set to ''Non- Suitable “off”cell'';
-
system information indicate that NMO 1 is used.
UE:

none.
Preamble:
-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.3.1.6.3.2
Test procedure sequence

Table 9.2.3.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	-
	The following messages are sent on Cell 5 or 24
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message on Cell 5 or 24 
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	4
	The UE transmits an AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	5
	SS responds with ATTACH ACCEPT message including P-TMSI-1 (TIN set to P-TMSI) and RAI-1.


	<--
	ATTACH ACCEPT
	-
	-

	6
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	7
	The UE transmits an ACTIVATE PDP CONTEXT REQUEST message
	-->
	ACTIVATE PDP CONTEXT REQUEST
	-
	-

	8
	The SS responds with an ACTIVATE PDP CONTEXT ACCEPT message
	<--
	ACTIVATE PDP CONTEXT ACCEPT
	-
	-

	9
	Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	10
	The UE sends TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	11
	The SS sends TRACKING AREA UPDATE ACCEPT including GUTI-1(TIN set to RAT-related TMSI) and TAI-1. 
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	12
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	13
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	 ROUTING AREA UPDATE REQUEST
	1
	F

	15
	Check: Does the UE respond to paging on cell 5 or 24 with P-TMSI-1 for PS domain?
Note: There is no appreciate generic procedures in TS36.508/TS51.010-1.(FFS) 
	-
	-
	1, 5
	-

	16
	Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	17
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	3
	F

	18
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell A with PagingUE-Identity = S-TMSI1 and with CN domain indicator set to "PS"?

	-
	-
	3, 6
	-

	18A
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	-
	-
	-
	-

	18B
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	 ROUTING AREA UPDATE REQUEST
	1
	F

	19
	Set the cell type of cell 5 or 24 to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	20
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	21
	The SS sends TRACKING AREA UPDATE ACCEPT including GUTI-2 and TAI-2. 
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	22
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	23
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that  the UE is in EMM-REGISTERED state on cell B with PagingUE-Identity = S-TMSI2 and with CN domain indicator set to "PS"?

	-
	-
	6
	-

	24
	Set the cell type of cell A to the ''Non-Suitable “off”cell''.
Set the cell type of cell B to the ''Non-Suitable cell''.
Set the cell type of cell 7 or 25 to the ''Serving cell''.
	-
	-
	-
	-

	25
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message with P-TMSI and RAI on cell 7 or 25?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	26
	The SS sends ROUTING AREA UPDATE ACCEPT message with P-TMSI-2 and RAI-2.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	27
	The UE sends ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	28
	Set the cell type of cell 7 or 25 to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	29
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that the UE is in EMM-REGISTERED state on cell B with PagingUE-Identity = S-TMSI2 and with CN domain indicator set to "PS"?

	-
	-
	6
	-


<end of modified section>

<start of next modified section>
9.2.3.1.10.3.1
Pre-test conditions

System Simulator:, 

-
cell A (belongs to TAI-1, home PLMN) is set to ''Serving cell'';
-
cell B (belongs to TAI-2, home PLMN) is set to ''Non-suitable cell'';
-
cell G (belongs to TAI-7 ,visited PLMN) is set to ''Non-suitable cell'';
-
if pc_UTRAN, cell 5 (UTRAN, belong to RAI-1) is set to "Non-suitable “off” cell";

-
if pc_GERAN and NOT pc_UTRAN, cell 24 (GERAN, belong to RAI-1) is set to "Non-suitable “off” cell
- 
system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells except if NOT pc_UTRAN and pc_GERAN then system information combination 5 is applied;

UE:

- 
the UE is configured to initiate EPS attach;

-
if pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].
9.2.3.1.10.3.2
Test procedure sequence

Table 9.2.3.1.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = "Illegal UE" as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Set the cell type of cell A to the ''Serving cell''. 
Set the cell type of cell B to the ''Non-Suitable cell''.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell A?

Note: Cell A belongs to the same PLMN where the UE was rejected but a different TAC
	-->
	ATTACH REQUEST
	1
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell A?
	-->
	ATTACH REQUEST
	1
	F

	9
	Set the cell type of cell A to the '' Non-Suitable cell''. 
Set the cell type of cell G to the ''Serving cell''.
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell G?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	11
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell G?
	-->
	ATTACH REQUEST
	1
	F

	13
	Set the cell type of cell G to the ''Non-Suitable “off” cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
	
	
	
	

	
	EXCEPTION: Steps 14a1 to 14a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	14a1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	14a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	15
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	16
	Set the cell type of cell A to the ''Serving cell''.
Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Non-Suitable “off” cell''.
	-
	-
	-
	-

	17
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an ATTACH REQUEST message on cell A?
	-->
	ATTACH REQUEST
	2
	P

	19-30
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.3.1.10.3.3
Specific message contents
Table 9.2.3.1.10.3.3-1: Void 
	

	
	
	
	

	
	
	
	

	
	
	
	


<end of modified section>

<start of next modified section>
9.2.3.1.12.3
Test description
The test description is identical to the one of subclause 9.2.3.1.10 except that the reject cause #3 “illegal UE” is replaced with reject cause #7 “EPS services not allowed”















	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	


	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	




	

	
	
	
	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	


<end of modified section>

<start of next modified section>
9.2.3.1.15.3.1
Pre-test conditions

System Simulator:

-
cell G (belongs to TAI-7, visited PLMN) and is set to ''Serving cell'';
-
cell H (belongs to TAI-8, visited PLMN) is set to ''Non-suitable cell";
-
cell I (belongs to TAI-9, visited PLMN) is set to ''Non-suitable “off” cell'';
-
if pc_UTRAN, cell 5 (UTRAN, belongs to RAI-1) is set to "Non-suitable “off” cell";

-
if pc_GERAN and NOT pc_UTRAN, cell 24 (GERAN, belongs to RAI-1) is set to "Non-suitable “off” cell".
-
system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells except if NOT pc_UTRAN and pc_GERAN then system information combination 5 is applied;

UE:
- 
the UE is configured to initiate EPS attach.

-
if pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell G according to TS 36.508 [18].
9.2.3.1.15.3.2
Test procedure sequence

Table 9.2.3.1.15.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.

Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''PLMN not allowed''.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell H?
	-->
	ATTACH REQUEST
	1
	F

	6
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	7
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	8
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	10
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	11
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	12
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.

Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 13a1 to 13a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	13a1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	13a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	14
	The following messages are sent and shall be received on cell I.
	-
	-
	-
	-

	15
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell I to the ''Serving cell'',

Set the cell type of cell H to the ''Non-Suitable “off” cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	16
	Check: Does the UE transmits ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN?
	-->
	ATTACH REQUEST
	3
	P

	17
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	18
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	19
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	20
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 20Aa1 to 20Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	20Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	20Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	21
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	22
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	23
	The SS releases the RRC connection.
	-
	-
	-
	-

	24
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 25 describes behaviour that depends on the UE capability.
	
	
	
	

	25
	If pc_SwitchOnOff or pc_USIM_Removal then the UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	26
	The following messages are sent and shall be received on cell G.
	-
	-
	-
	-

	27
	Set the cell type of cell G to the '' Serving cell''. 
Set the cell type of cell I to the '' Non-Suitable cell''.
Note: Cell G belongs to the forbidden PLMN. 
	-
	-
	-
	-

	28
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	29
	The UE is switched to manual PLMN selection mode and is made to select the forbidden PLMN.
	-
	-
	-
	-

	30
	Check: Does the UE transmits ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN?
	-->
	ATTACH REQUEST
	4
	P

	31-42
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.1.16.3.1
Pre-test conditions

System Simulator:

-
cell A (belong to TAI-1, home PLMN) are set to ''Non-suitable cell';'

-
cell B (belongs to TAI-2, home PLMN) is set to ''Serving cell'';
-
cell G (belongs to TAI-7, visited PLMN) is set to ''Non-suitable cell'';

-
cell M (belongs to TAI-1, home PLMN) are set to ''Non-suitable “off”cell''.
UE:
- 
The UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell B according to TS 36.508 [18].
9.2.3.1.16.3.2
Test procedure sequence

Table 9.2.3.1.16.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Serving cell''.
Set the cell type of cell B to the ''Non-Suitable cell''. 
Set the cell type of cell G to the ''Suitable neighbour cell''. 

	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''Tracking area not allowed'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	5A
	Set the cell type of cell B to the ''Non-Suitable “off”cell''. 
Set the cell type of cell M to the the '' Non-Suitable cell ''.
	
	
	
	

	6
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell A?
	-->
	ATTACH REQUEST
	1
	F

	8
	Set the cell type of cell A to the '' Non-Suitable cell ''.
Set the cell type of cell M to the ''Serving cell''. 
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell M?
	-->
	ATTACH REQUEST
	3
	F

	10
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell M to the ''Non-Suitable cell ''.

	-
	-
	-
	-

	11
	Check: Does the UE transmit an ATTACH REQUEST on cell G including a PDN CONNECTIVITY REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	4
	P

	12
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	13
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	14
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	15
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 15Aa1 to 15Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	15Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	15Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	16
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	17
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	The UE is switched off.
	-
	-
	-
	-

	20
	The UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	21
	The following messages are sent and shall be received on cell A.
	-
	-
	-
	-

	22
	Set the cell type of cell A to the '' Serving cell''. 
Set the cell type of cell G to the '' Non-Suitable cell''.

	-
	-
	-
	-

	23
	The UE is powered up or switched on.
	-
	-
	-
	-

	24
	The UE transmits ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN. 
	-->
	ATTACH REQUEST
	5
	P

	25-36
	The attach procedure is completed executing steps 5 to 16 of the UE registration procedure in TS 36.508 clause 4.5.2.3
	
	
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.1.17.3.1
Pre-test conditions

System Simulator:

-
cell G (belongs to TAI-7, visited PLMN) is set to ''Serving cell'';
-
cell H (belongs to TAI-8, same visited PLMN) is set to ''Non-suitable cell'';
-
cell I (belongs to TAI-9, another visited PLMN) is set to ''Non-suitable “off” cell'';
-
if pc_UTRAN, cell 5 (belongs to RAI-8, visited PLMN) is set to "Non-suitable “off” cell"; system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
if NOT pc_UTRAN and pc_GERAN, cell 24 (belongs to RAI-8, visited PLMN) is set to "Non-suitable “off” cell"; system information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
system information indicate that NMO 1 is used;

UE:
- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell G according to TS 36.508 [18].
9.2.3.1.17.3.2
Test procedure sequence
Table 9.2.3.1.17.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message in the next 30 seconds on cell H?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 2
	F

	6
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	7
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message in the next 30 seconds on cell G?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 3
	P

	8
	The SS transmits TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	9
	The SS releases the RRC connection.
	
	
	
	

	10
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.

Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 11a1 to 11a3 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	11a1
	Check: Does the UE transmit ROUTING AREA UPDATE  REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ROUTING AREA UPDATE REQUEST
	5
	P

	11a2
	The SS transmits a ROUTING AREA UPDATE REJECT message with cause = '' Roaming not allowed in this tracking area '' as specified.
	<--
	ROUTING AREA UPDATE REJECT
	-
	-

	11a3
	The SS releases the RRC connection.
	
	
	
	

	12
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell H to the ''Non-Suitable “off” cell''.
Set the cell type of cell I to the ''Serving cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	13
	Check: Does the UE transmit TRACKING AREA REQUEST message in the next 30 seconds on cell I?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 4
	P

	14
	The SS sends TRACKING AREA ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	15
	The UE transmits TRACKING AREA COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.1.18.3.1
Pre-test conditions

System Simulator:

-
cell G belongs to TAI-7(visited PLMN) and is set to ''Serving cell'';
-
cell H belongs to TAI-8(visited PLMN, another TAC) and is set to ''Non-suitable cell'';
-
cell I belongs to TAI-9(visited PLMN, another PLMN) and is set to ''Non-suitable cell'';
-
if pc_UTRAN, cell 5 (belongs to RAI-8, visited PLMN) is set to "Non-suitable “off” cell";

-
if NOT pc_UTRAN and pc_GERAN, cell 24 (belongs to RAI-8, visited PLMN) is set to "Non-suitable “off” cell";

- 
system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells except if NOT pc_UTRAN and pc_GERAN then system information combination 5 is applied;

-
system information indicate that NMO 1 is used;

UE:
- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell G according to TS 36.508 [18].
9.2.3.1.18.3.2
Test procedure sequence

Table 9.2.3.1.18.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''EPS services not allowed in this PLMN'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell H?
	-->
	ATTACH REQUEST
	1
	F

	6
	Set the cell type of cell G to the ''Serving cell''. 
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	2
	F

	9
	Set the cell type of cell G to the ''Non-Suitable cell''.
Set the cell type of cell H to the ''Non-Suitable “off” cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.

Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 10a1 to 10a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	10a1
	IF pc_GERAN or pc_UTRAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	10a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	
	The following messages are sent and shall be received on cell I.
	-
	-
	-
	-

	11
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell I to the ''Serving cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	12
	Check: Does the UE send ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN? 
	-->
	ATTACH REQUEST
	3
	P

	13
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	14
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	15
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	16
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 17a1 to 17a2 describe behaviour that depends on UE configuration;

the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	17a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	17a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	18
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 19 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	
	
	
	

	19
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	20
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 22 describes behaviour that depends on the UE capability.
	
	
	
	

	22
	If pc_SwitchOnOff or pc_USIM_Removal then the UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	
	The following messages are sent and shall be received on cell G.
	
	
	
	

	23
	Set the cell type of cell G to the '' Serving cell''. 
Set the cell type of cell I to the '' Non-Suitable cell''.
Note: Cell G belongs to the forbidden PLMNs for GPRS service. 
	
	
	
	

	24
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	25
	Check: Does the UE send ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN? 
	-->
	ATTACH REQUEST
	4
	P

	26-37
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.3.1.18.3.3
Specific message contents
Table 9.2.3.1.18.3.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	


<end of modified section>

<start of next modified section>
9.2.3.1.19.3.1
Pre-test conditions

System Simulator:

-
cell A (belongs to TAI-1, home PLMN) is set to ''Serving cell'';
-
cell B (belongs to TAI-2, home PLMN) is set to ''Non-suitable cell'';

-
cell G (belongs to TAI-7, visited PLMN) is set to ''Non-suitable cell''.
UE:

- 
the UE is configured to initiate EPS attach.

Preamble:
-
the UE is in state Registered, Idle mode (state 2) on cell A according to TS 36.508 [18].
9.2.3.1.19.3.2
Test procedure sequence
Table 9.2.3.1.19.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". 
Set the cell type of Cell B to the "Serving cell". 
Set the cell type of Cell G to the " Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'No Suitable Cells In tracking area'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	4A
	Set the cell type of Cell A to the "Suitable neighbour Intra Frequency cell".
	
	
	
	

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.2.1a.3.1
Pre-test conditions

System Simulator:
-
cell A (belongs to TAI-1) is set to ''Serving cell'';
-
cell B (belongs to TAI-2) is set to ''Non-suitable cell''; 

-
System information combination 9 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
-
if pc_UTRAN: 
-
cell 5 (UTRA FDD or UTRA TDD, belongs to LAI-1) is set to ''Non-suitable “off” cell''.

-
cell 7 (UTRA FDD or UTRA TDD, as exception contains LAI-2) is set to ''Non-suitable cell''.

-
UTRAN is NOT using Gs interface. (NMO in System Information Block 1 indicates NMO II).


UE:

-
the UE is configured to initiate combined EPS/IMSI attach.

Preamble:

-
the UE is in state Registered, Idle mode (state 2) with condition CombinedAttach on Cell A according to [18].     

9.2.3.2.1a.3.2
Test procedure sequence
Table 9.2.3.2.1a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	1
	Set cell type of Cell A to the "non-Suitable cell" Set cell type of Cell B to the "Serving cell". 
	
	
	
	

	2
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-1?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	3
	The SS sends TRACKING AREA UPDATE ACCEPT message including with LAI set to LAI-2, including a new TMSI(TMSI-2) as MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	4
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 7.
	-
	-
	-
	-

	6
	Set cell type of Cell B to the "non-Suitable cell" Set cell type of Cell 7 to the "Serving cell".
	-
	-
	-
	-

	7
	The UE performs Cell Reselection from Cell B(E-UTRAN cell) to Cell 7(UTRAN cell).
	-
	-
	-
	-

	8
	Check: Does UE perform Location updating procedure?
	-->
	LOCATION UPDATING REQUEST
	2
	F

	9
	Check: Does UE perform Routing area updating procedure?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	10
	The SS send Paging message including an unmatched identity.
	<--
	Paging
	-
	-

	11
	Check: Does the UE transmit RRCConnectionRequest to answer the Paging ?
	-->
	RRCConnectionRequest
	3
	F

	12
	The SS send Paging message including a matched identity(UE Identity = TMSI-2).
	<--
	Paging
	-
	-

	13
	Check: Does the test results of Mobile terminated establishment of Radio Resource Connection [5] indicate that the UE transmit RRCConnectionRequest with Initial UE identity set to TMSI-2 and LAI-2 to answers on Paging message  ?
	-
	-
	4
	P

	14
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	15
	Set cell type of Cell 7 to the "non-Suitable cell" Set cell type of Cell A to the "Serving cell".
	-
	-
	-
	-

	16
	The UE performs Cell Reselection from Cell 7(UTRAN cell) to Cell A(E-UTRAN cell) .
	
	
	
	

	17
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-2?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	18
	The SS sends TRACKING AREA UPDATE ACCEPT message with LAI set to LAI-1, not including MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	19
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 5.
	-
	-
	-
	-

	20
	Set cell type of Cell A to the "non-Suitable cell". Set cell type of Cell 7 to the "non-Suitable “off” cell".  Set cell type of Cell 5 to the "Serving cell".
	-
	-
	-
	-

	21
	The UE performs Cell Reselection from Cell A(E-UTRAN cell) to Cell 5(UTRAN cell).
	-
	-
	-
	-

	22
	Check: Does UE perform Location updating?
	-->
	LOCATION UPDATING REQUEST
	6
	F

	23
	Check: Does UE perform Routing area updating procedure?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	24
	The SS send Paging message including a matched identity(UE Identity = TMSI-2).
	<--
	Paging
	-
	-

	25
	Check: Does the test results of Mobile terminated establishment of Radio Resource Connection [5] indicate that the UE transmit RRCConnectionRequest with Initial UE identity set to TMSI-2 and LAI-1 to answers on Paging message ?
	-
	-
	7
	P

	26
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	27
	Set cell type of Cell 5 to the "non-Suitable cell" Set cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	28
	The UE performs Cell Reselection from Cell 5(UTRAN cell) to Cell B(E-UTRAN cell) .
	-
	-
	-
	-

	29
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-1?
	-->
	TRACKING AREA UPDATE REQUEST
	8
	P

	30
	The SS sends TRACKING AREA UPDATE ACCEPT message with LAI set to LAI-2, including the IMSI as MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	31
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 7.
	-
	-
	-
	-

	32
	Set cell type of Cell B to the "non-Suitable cell". Set cell type of Cell A to the "non-Suitable “off” cell".   Set cell type of Cell 7 to the "Serving cell".
	-
	-
	-
	-

	33
	The UE performs Cell Reselection from Cell B(E-UTRAN cell) to Cell 7(UTRAN cell).
	-
	-
	-
	-

	34
	Check: Does UE perform Location updating?
	-->
	LOCATION UPDATING REQUEST
	9
	F

	35
	Check: Does UE perform Routing area updating procedure?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	36
	The SS send Paging message including a TMSI.
	<--
	Paging
	-
	-

	37
	Check: Does the UE transmit RRCConnectionRequest to answer the Paging ?
	-->
	RRCConnectionRequest
	10
	F


<end of modified section>

<start of next modified section>
9.2.3.2.1b.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) is set to ''Serving Cell''.
-
Cell B belongs to TAI-2(home PLMN and another TAC) is set to ''Non-Suitable cell''

-
If pc_UTRAN supported by UE, Cell 5.

-
Cell 5 belongs to LAI-1 and RAI-1(home PLMN)

-
If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

-
Cell 24 belongs to LAI-1 and RAI-1(home PLMN)

Set the cell type of cell 5 or cell 24 to the '' Non-Suitable cell ''.
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.
Preamble: 

-
The UE is in state Registered, Idle Mode (state 2) on cell A according to [18].
9.2.3.2.1b.3.2
Test procedure sequence

Table 9.2.3.2.1b.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	The following messages are sent and shall be received on Cell B
	-
	-
	-
	-

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''. 

	
	
	
	

	2
	UE transmits a combined TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS sends TRACKING AREA UPDATE ACCEPT message including GUTI, TMSI and LAI. The TAI list includes TAI for cell C and cell D.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	4
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	F

	5
	The SS releases the RRC connection.
	
	
	-
	-

	
	EXCEPTION:
Steps 6a1 to 6b4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	6a1
	IF CS/PS mode 1 of operation is configured on the UE THEN set the cell type of cell A to the ''Serving cell'' and set the cell type of cell 5 or cell 24 to the ''Suitable neighbour cell ''.
	-
	-
	-
	-

	6a2
	The following messages are sent and shall be received on Cell 5 or Cell 24.
	-
	-
	-
	-

	6a3
	Check: Does the UE transmit ROUTING AREA UPDATE REQUEST message in the next 30 seconds?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	6a4
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	6a5
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	6a6
	The SS releases the RRC connection.
	-
	-
	-
	-

	6b1
	ELSE no change cell configuration.
	-
	-
	-
	-

	6b2
	Check: Does the UE respond to paging on cell B with S-TMSI in GUTI-2 for PS domain?(Generic Procedure TS36.508 6.4.2.4)
	-
	-
	3
	-

	6b3
	The SS transmits a paging on cell B with S-TMSI in GUTI-2 for CS domain.
	-
	-
	-
	-

	6b4
	Check: Does the UE send EXTENDED SERVICE REQUEST message?
	-->
	EXTENDED SERVICE REQUEST
	4
	F

	
	
	
	
	
	


9.2.3.2.1b.3.3
Specific message contents

Table 9.2.3.2.1b.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.2.1b.3.2-1)

	Derivation path: 36.508 table 4.7.2-27 with condition CombinedAttach

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	GUTI-1 was allocated in cell A during the preamble
	

	Last visited registered TAI
	TAI-1
	TAI of cell A
	

	Old location area identification
	LAI-1
	LAI received in the ATTACH ACCEPT message in the preamble
	

	TMSI status
	0
	no valid TMSI available
	


Table 9.2.3.2.1b.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 3, Table 9.2.3.2.1b.3.2-1)

	Derivation path: 36.508 table 4.7.2-24 with condition CombinedAttach

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00000110'B
	6 octets
	

	    Type of lis't
	'B0''list of TACs belonging to one PLMN, with non-consecutive TAC values''0
	
	

	    Number of elements
	'00000'
	1 elements
	

	    Partial tracking area identity list 
	PLMN = MCC/MNC stored in EFIMSI
TAC 1 = 2
	TAI-2 
	

	Additional update result
	'10'B
	SMS only
	


Table 9.2.3.2.1b.3.3-3: Message EXTENDED SERVICE REQUEST (step 6b4, Table 9.2.3.2.1b.3.2-1)
	Derivation Path: 36.508 table 4.7.2.-14A

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	'0001'B
	''mobile terminating CS fallback or 1xCS fallback''
	

	M-TMSI
	M-TSMI2
	''M-TMSI2 is a part of GUTI-2''
	

	CSFB response
	'001'B
	
	


<end of modified section>

<start of next modified section>
9.2.3.2.8.3.1
Pre-test conditions

System Simulator:

-
cell A (belongs to TAI-1, home PLMN) is set to ''Serving cell'';
-
cell B (belongs to TAI-2(, home PLMN) is set to ''Non-suitable cell'';
-
cell G (belongs to TAI-7, visited PLMN) is set to ''Non-suitable off cell'';
-
If pc_UTRAN cell 5 and if (NOT pc_UTRAN AND pc_GERAN) cell 24 is set to ''Non-suitable off cell'';

-
If pc_UTRAN, system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
If NOT pc_UTRAN and pc_GERAN, system information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
the different cells may not be simultaneously activated.
UE:

none.
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].
9.2.3.2.8.3.2
Test procedure sequence
Table 9.2.3.2.8.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:
Cell A as the "non-Suitable cell". 
Cell B as the "Serving cell".
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to as ''EPS services not allowed'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	The SS configures:
Cell A as the "Serving cell". 
Cell B as the "non-Suitable cell".
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?

Note: Cell A belongs to the same PLMN where the UE was rejected but a different TAI
	-->
	ATTACH REQUEST
	1
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell A?
	-->
	ATTACH REQUEST
	1
	F

	9
	The SS configures:
Cell A as the "non-Suitable cell",

Cell B as the "non-Suitable “off” cell".

Cell G as the "Serving cell".
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	11
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	1
	F

	13
	The SS configures:
Cell G as the "Serving cell".

Cell 5 or 24 as the "Suitable cell".
	-
	-
	-
	-

	
	EXCEPTION: Steps 14a1 to 14a5 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	14a1
	IF pc_GERAN or pc_UTRAN THEN the following messages are sent and shall be received on Cell 5 or 24.
	-
	-
	-
	-

	14a2
	Check: Does the UE transmit a LOCATION UPDATING REQUEST message on Cell 5 or 24?
	-->
	LOCATION UPDATING REQUEST
	2
	P

	14a3
	The SS transmits an AUTHENTICATION REQUEST message to initiate the authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	14a4
	The UE transmits an AUTHENTICATION RESPONSE message.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	14a5
	The SS transmits a LOCATION UPDATING ACCEPT message with Location updating type = "IMSI attach" as specified in 3GPP TS 24.008.
	<--
	LOCATION UPDATING ACCEPT
	-
	-

	15
	The SS configures:
Cell G as the "Serving cell".

Cell 5 or 24 as the "non-Suitable cell". 
	-
	-
	-
	-

	16
	The user initiates attach by MMI or by AT command.
	-
	-
	-
	-

	17
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell G?
	-->
	ATTACH REQUEST
	1
	F


<end of modified section>
<start of next modified section>
9.2.3.2.11.3.1
Pre-test conditions

System Simulator:

-
cell G (belongs to TAI-7, visited PLMN) is set to ''Serving cell'';
-
cell H (belongs to TAI-8, visited PLMN) is set to ''Non-suitable cell'';
-
cell I (belongs to TAI-9, visited PLMN, another PLMN) is set to ''Non-suitable off cell'';
-
if pc_UTRAN, cell 5 (belongs to RAI-1 and LAI-1) is set to ''Non-suitable cell'';
-
if pc_GERAN and NOT pc_UTRAN, cell 24 (belongs to RAI-1 and LAI-1) is set to ''Non-suitable cell'';
-
cell G, cell 5 and cell 24 are in same PLMN.
-
system information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is applied in E-UTRA cells except if NOT pc_UTRAN and pc_GERAN then system information combination 5 is applied;
UE:
-
the UE is configured to initiate combined EPS/IMSI attach.

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell G using default message contents according to TS 36.508 [18];
-
if pc_GERAN or pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].
Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell G according to [18].
9.2.3.2.11.3.2
Test procedure sequence

Table 9.2.3.2.11.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell G to the ''Non-Suitable cell''. Set the cell type of Cell H to the ''Serving cell''.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell H unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'PLMN not allowed'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	6
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	7
	Set the cell type of Cell G to the ''Serving cell'''. Set the cell type of Cell H to the ''Non-Suitable cell''.
NOTE: Cell G and Cell H are in the same PLMN.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	8
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	3
	F

	-
	EXCEPTION:
Steps 10a1 to 10a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported
	-
	-
	-
	-

	10a1
	IF pc_UTRAN or pc_GERAN THEN sets the cell type of Cell G and Cell I to the “non-Suitable  cell", the cell type of Cell H to “non-Suitable “off” cell” and sets the cell type of Cell 5 or Cell 24 to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 5 or Cell 24 unless explicitly stated otherwise.
	-
	-
	-
	-

	10a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	11
	Set the cell type of Cell I to the “Serving cell". Set the cell type of Cell 5 or Cell 24 to the “non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1, 2, 4
	P

	13-21
	Steps 5 to 13 of the generic test procedure in TS 36.508 subclause 4.5.2.3 are performed.

NOTE: The UE performs an ATTACH procedure.
	-
	-
	-
	-

	22
	The SS responds with an ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 23 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	23
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	24
	The SS releases the RRC connection.
	-
	-
	-
	-

	25
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	26
	The UE transmits a DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	27
	Set the cell type of Cell G to the ''Serving cell'''. Set the cell type of Cell I to the ''Non-Suitable cell''.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	28
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	29
	The UE is switched to manual PLMN selection mode and is made to select the forbidden PLMN cell.
	-
	-
	-
	-

	30
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	5
	P

	31-43
	Steps 5 to 17 of the generic test procedure in TS 36.508 subclause 4.5.2.3 are performed.

NOTE: The UE performs an ATTACH procedure and the RRC connection is released.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.2.13.3.1
Pre-test conditions

System Simulator:

-
cell G (belongs to TAI-7, visited PLMN) is set to ''Serving cell'';

-
cell H (belongs to TAI-8, same visited PLMN) is set to ''Non-suitable cell'';

-
cell I (belongs to TAI-9, another visited PLMN) is set to ''Non-suitable off cell'';

-
if pc_UTRAN, cell 5 (belongs to RAI-8, visited PLMN) is set to "Non-suitable cell";

-
if NOT pc_UTRAN and pc_GERAN, cell 24 (belongs to RAI-8, visited PLMN) is set to "Non-suitable cell";

-
system information indicate that NMO 1 is used..
UE:
-
The UE is configured to initiate combined EPS/IMSI attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell G according to TS 36.508 [18].
9.2.3.2.13.3.2
Test procedure sequence

Table 9.2.3.2.13.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell G to the ''Non-Suitable cell''. 
Set the cell type of cell H to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits TRACKING AREA UPDATE REQUEST on Cell H.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message in the next 30 seconds on cell H?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 2
	F

	6
	Set the cell type of cell G to the ''Serving cell''.
Set the cell type of cell H to the ''Non-Suitable cell''.
Note: cell G and cell H are in the same PLMN.
	-
	-
	-
	-

	7
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message in the next 30 seconds on cell G?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 3
	P

	8
	The SS transmits TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	9
	The SS releases the RRC connection.
	
	
	
	

	10
	Set the cell type of cell G and Cell I to the ''Non-Suitable cell”,  Set the cell type of cell H to the ''Non-Suitable "off" cell''.
Set the cell type of cell 5 or 24 to the ''Serving cell''.
Note: Cell G and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 11a1 to 11a3 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	11a1
	Check: Does the UE transmit ROUTING AREA UPDATE  REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ROUTING AREA UPDATE REQUEST
	5
	P

	11a2
	The SS transmits a ROUTING AREA UPDATE REJECT message with cause = '' Roaming not allowed in this routing area '' as specified.
	<--
	ROUTING AREA UPDATE REJECT
	-
	-

	11a3
	The SS releases the RRC connection.
	
	
	
	

	12
	Set the cell type of cell 5 or 24 to the '' Non-Suitable cell''. 
Set the cell type of cell I to the ''Serving cell''.
Note: cell 5 or 24 and cell I are in different PLMNs.
	-
	-
	-
	-

	13
	Check: Does the UE transmit TRACKING AREA REQUEST message in the next 30 seconds on cell I?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 4
	P

	14
	The SS sends TRACKING AREA ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	15
	The UE transmits TRACKING AREA COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.2.14.3.1
Pre-test conditions

System Simulator:

-
cell E (belongs to TAI-12, visited PLMN, frequency 2) is set to ''Serving cell'';

-
cell I (belongs to TAI-9, visited PLMN, frequency 3) is set to ''Non-suitable cell'';

-
cell J (belongs to TAI-10, another visited PLMN, frequency 4) is set to ''Non-suitable off cell'';

-
if pc_UTRAN cell 5 (NMO 2) is set to ''Non- Suitable cell''; system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
-
if pc_GERAN and NOT pc_UTRAN, cell 24 (NMO 2) is set to ''Non- Suitable cell'; system information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.


UE:
-
if pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell E according to TS 36.508 [18].

9.2.3.2.14.3.2
Test procedure sequence

Table 9.2.3.2.14.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell E as the "non-Suitable cell". 

Cell I as the "Serving cell".
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell I.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to as ''EPS services not allowed in this PLMN'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	The SS configures:

Cell I as the "non-Suitable cell". 

Cell E as the "Serving cell".
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell E?
	-->
	ATTACH REQUEST
	1, 2
	F

	7
	The SS configures:
Cell E and Cell J as a "non-Suitable cell". 
Cell I as “non-Suitable “off” cell”
Cell 5 or 24 as the "Serving cell".
	-
	-
	-
	-

	
	EXCEPTION: Steps 8a1 to 8a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported.
	-
	-
	-
	-

	8a1
	IF pc_GERAN or pc_UTRAN, THEN the following messages are sent and shall be received on Cell 5 or 24.
Check: Does the UE transmit a LOCATION UPDATING REQUEST message on Cell 5 or cell 24 in the next 30 seconds?
	-->
	LOCATION UPDATING REQUEST
	3
	P

	8a2
	The SS transmits an AUTHENTICATION REQUEST message to initiate the authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	8a3
	The UE transmits an AUTHENTICATION RESPONSE message.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	8a4
	The SS transmits a LOCATION UPDATING ACCEPT message with Location updating type = "IMSI attach" as specified in 3GPP TS 24.008.
	<--
	LOCATION UPDATING ACCEPT
	-
	-

	9
	The SS configures:

Cell J as the " Serving cell".
Cell 5 or 24 as the "non-Suitable cell".
	-
	-
	-
	-

	10
	Check: Does the UE transmit  ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN on cell J?
	-->
	ATTACH REQUEST
	1, 4
	P

	11-22
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


<end of modified section>

<start of next modified section>
9.2.3.2.16.3.1
Pre-test conditions

System Simulator:

-
cell A (TAI-1, frequency 1, HPLMN,  not a CSG cell) is set to ''Serving cell'';
-
cell B (TAI-2, frequency 1, HPLMN,  is a CSG cell) is set to ''Non-suitable cell'';
-
cell C (TAI-3, frequency 1, HPLMN,  not a CSG cell) is set to ''Non-suitable off cell''. 

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE: 

-
the UE is previously registered on cell B using manual CSG selection (so the allowed CSG list includes CSG ID of cell B). 
Preamble:

-
the UE is in state Registered, Idle mode (state 2) with condition CombinedAttach on cell A according to TS 36.508 [18]

<end of modified section>

<start of next modified section>
9.2.3.3.1.3.1
Pre-test conditions

System Simulator:
-
cell A and cell 5 (UTRA cell in LAI-1/RAI-1);
-
cell 5 is configured as Serving cell, cell A as Non-Suitable cell. 

-
System information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
NOTE:
For Cell 5, power levels are defined in TS 34.108 subclause 6.1.5 (FDD) or 6.1.6 (TDD).
UE:

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell B using default message contents according to TS 36.508 [18].
Note:
Cell B belongs to TAI-2 (unlike cell A).
Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

<end of modified section>

<start of next modified section>
9.2.3.3.4.3.1
Pre-test conditions

System Simulator:

-
cell A is configured as Serving cell, cell 5 as Non-Suitable cell;
-
cell 5 is operating in network operation mode II (No Gs interface present);
-
cell A has the absolute priorities set to LTE.
-
System information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
NOTE:
For cell 5, power levels are defined in TS 34.108 subclause 6.1.5 (FDD) or 6.1.6 (TDD).

UE:

· the UE is previously registered on UTRAN, and when on UTRAN, the UE is last registered on cell 5 using default message contents according to TS 36.508 [18].
Preamble:

-
the UE is in state Registered Idle Mode  (state 2) according to TS 36.508 [18].

<end of modified section>

<start of next modified section>
9.2.3.3.5a.3.1
Pre-test conditions

System Simulator:

· cell A is configured as Non-suitable cell;
· cell 24 is configured as Serving cell, operating in network operation mode II and does not support Dual Transfer Mode (DTM_SUPPORT is configured as default (see TS 51.010-1 clause 40.2.1.1 [23]. The value of T3212 (Octet 4 of the Control Channel Description IE) is 0110 (6 minutes);
· cell 24 does not transmit any "absolute priorities";
· cell A has the absolute priorities set to LTE.

· System information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

· the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

· the UE is previously registered on GERAN, and when on GERAN, the UE is last registered on cell 24 using default message contents according to TS 36.508 [18].
· the UE is configured such that "EPS only TAU accept" does not cause RAT reselection to GSM.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

<end of modified section>

<start of next modified section>
9.2.3.4.1.3.1
Pre-test conditions

System Simulator:

NOTE: 
while this test describes the uses of 3 cells, it is intended that this test only requires 2 cells to be active at any one instant.

-
cell A (E-UTRAN), cell 24 and cell 26 (GERAN)

-
with the exception of the MCC and MNC, cell 24 and cell 26 take the default parameters of the GERAN cells as defined in clause 6.3.1 of TS 36.508 [18], cells 24 and 26 are configured with the same MCC and MNC as cell A. Cells 24 and 26 are in the same routing area;
-
as defined in clause 40.1 of TS 51.010 [23], the GERAN cells are configured to use Network Mode of Operation I;
-
the power level of Cell 24 is the Serving Cell level;
-
the power level of Cell A is set to the Non-suitable "Off" level;

-
the power level of Cell 26 is set to the Non-suitable Off. 

-
System information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

-
the UE was previously registered on E-UTRAN, and when on E-UTRAN, the UE was last authenticated and registered on a cell (no name assigned) frequency 2 belonging to a PLMN with (MCC, MNC) = (65, 987) and allocated a GUTI with (MMEGI, MMEC) = (0xfedc, 0xba) and an arbitrary M-TMSI value..

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.3.4.1.3.2
Test procedure sequence

Table 9.2.3.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message on Cell 24 
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an AUTHENTICATION REQUEST message.
	<--
	AUTHENTICATION REQUEST
	-
	-

	4
	The UE transmits an AUTHENTICATION RESPONSE message.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	5
	The SS transmits a NAS SECURITY MODE COMMAND message
	<--
	SECURITY MODE COMMAND
	-
	-

	6
	The UE transmits a NAS SECURITY MODE COMPLETE message ciphered with the new EPS security context identified by the KSIASME received in the SECURITY MODE COMMAND message in step 5
	-->
	SECURITY MODE COMPLETE
	-
	-

	8
	SS responds with ATTACH ACCEPT message including valid TMSI, P-TMSI (TIN set to P-TMSI) and RAI.
Editor’s Note: the default message contents in 51.010 clause 40.2.4.3 allocate a Negotiated READY timer value of 32 seconds.
	<--
	ATTACH ACCEPT
	-
	-

	9
	The UE transmits an ATTACH COMPLETE message.
	-
	ATTACH COMPLETE
	-
	-

	10
	Void
	-
	-
	-
	-

	11
	Void
	-
	-
	-
	-

	12
	Void
	-
	-
	-
	-

	13
	The signal strength of Cell A is raised to that of the Serving Cell and that of Cell 24 is lowered to that of a Suitable Neighbour Cell.

Note: Cell 24 is still suitable but the UE is expected to select Cell A.
	-
	-
	-
	-

	14
	Void
	-
	-
	-
	-

	15
	Check: does the UE send an RRCConnectionRequest with the InitialUE-Identity set to “randomValue” and the establishmentcause set to MO-signalling on Cell A?

Editor’s Note: Cell reselection to E-UTRAN might not occur until the GPRS READY timer has expired. Hence this step might occur up to 40 seconds after step 13.
	-->
	RRCConnectionRequest
	1
	-

	16
	The SS responds with RRCConnectionSetup
	<--
	RRCConnectionSetup
	
	

	17
	Check: does the UE send an RRCConnectionSetupComplete with the selectedPLMN-identity set to the value of the registered MME (i.e. to the value in the GUTI stored on the USIM in EFEPSLOCI), and, the mmegi and mmec are set to the values derived from the GUTI stored on the USIM in EFEPSLOCI; 

Check: are the contents of the TRACKING AREA UPDATE REQUEST with the correct parameters?
	-->
	RRCConnectionSetupComplete(RRC parameters, TRACKING AREA UPDATE REQUEST)
	1,

2, 3 
	P

	18
	The SS sends TRACKING AREA UPDATE ACCEPT 

Note: the default message contents cause the allocation of a new GUTI and new TAI list
	<--
	TRACKING AREA UPDATE ACCEPT 
	-
	-

	19
	The UE sends TRACKING AREA UPDATE COMPLETE
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	20
	the SS releases the RRC connection
	-
	-
	-
	-

	21
	Cell 24 is switched off
	-
	-
	-
	-

	22
	The signal strength of Cell 26 is raised to that of the Serving Cell and that of Cell A is lowered to that of a Suitable Neighbour Cell.  

Note: Cell A is still suitable but the UE is expected to select Cell 26.
	-
	-
	-
	-

	23
	Check: does the UE send on Cell 26 an RLC/MAC header with the TLLI derived from the P-TMSI that is derived from the GUTI allocated in step 18?
	-
	-
	4
	P

	24
	Check: does the UE send on Cell 26 a ROUTING AREA UPDATE REQUEST with the correct parameters?
	-->
	ROUTING AREA UPDATE REQUEST
	5
	P

	25
	The SS sends ROUTING AREA UPDATE ACCEPT (without the allocated P-TMSI IE, but with the Requested MS Information IE indicating “E-UTRAN inter RAT information container IE requested”).
	<--
	ROUTING AREA UPDATE ACCEPT 
	-
	-

	26
	UE sends ROUTING AREA UPDATE COMPLETE message
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	27
	The signal strength of Cell A is raised to that of the Serving Cell and that of Cell 26 is lowered to that of a Suitable Neighbour Cell.  

Note: Cell 26 is still suitable but the UE is expected to select Cell A.
	-
	-
	-
	-

	28
	Check: does the UE send on Cell A an RRCConnectionSetupComplete with the selectedPLMN-identity indicating the registered MME (i.e. the PLMN in the GUTI allocated in step 18 ), and, the mmegi and mmec are set to the values in the GUTI allocated in step 18?
Check: does the UE send a TRACKING AREA UPDATE REQUEST with the correct parameters?
	-->
	RRCConnectionSetupComplete(RRC parameters, TRACKING AREA UPDATE REQUEST)
	1,

2, 6  
	P

	29
	The SS sends TRACKING AREA UPDATE ACCEPT

Note: the default message contents cause the allocation of a new GUTI.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	30
	The UE sends TRACKING AREA UPDATE COMPLETE
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


<end of modified section>

<start of next modified section>
9.3.1.6.3.1
Pre-test conditions

System Simulator:

-
cell A is configured as the "Serving cell";
-
if pc_UTRAN, cell 5 (belongs to LAI-1 and RAI-1, home PLMN) is configured as a 'Non-suitable cell'; system information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells
-
if pc_GERAN, cell 24 (belongs to LAI-1 and RAI-1, home PLMN) is configured as a 'Non-suitable cell'; system information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

-
if pc_UTRAN (respectively if pc_GERAN and NOT pc_UTRAN), the UE is previously registered on UTRAN (respectively GERAN), and when on UTRAN (respectively GERAN), the UE is last registered on cell 5 (respectively cell 24) using default message contents according to TS 36.508 [18].
Preamble:

-
The UE is in state Registered, Idle mode (state 2) on cell A according to TS 36.508 [18].

9.3.1.6.3.2
Test procedure sequence

Table 9.3.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause the UE to request connectivity to an additional PDN (see Note 1).
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits an SERVICE  REJECT message with EMM cause = "EPS services not allowed".
	<--
	SERVICE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a SERVICE REQUEST message in the next 30 seconds?
	-->
	SERVICE REQUEST
	1
	F

	6
	Check: Does the test result of generic procedure in TS 36.508 subclause 6.4.2.5 indicate that the UE does not respond to paging when paged with GUTI-1 and with CN domain indicator set to "PS"?
	-
	-
	1
	-

	-
	EXCEPTION: Steps 7a1 to 7b4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	7a1
	IF pc_UTRAN THEN SS configures:

- Cell A as 'Non-suitable cell'

- Cell 5 as 'Serving cell'


	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 5 unless explicitly stated otherwise.
	-
	-
	-
	-

	-
	EXCEPTION: The behaviour in table 9.3.1.6.3.2-2 occurs in parallel with steps 7a2 to 7a4.
	-
	-
	-
	-

	7a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	2
	F

	7a3
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	7a4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	7b1
	IF pc_GERAN THEN SS configures:

- Cell A as 'Non-suitable cell'


- Cell 24 as 'Serving cell'
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 24 unless explicitly stated otherwise.
	-
	-
	-
	-

	-
	EXCEPTION: The behaviour in table 9.3.1.6.3.2-2 occurs in parallel with steps 7b2 to 7b4.
	-
	-
	-
	-

	7b2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	2
	F

	7b3
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	7b4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	8
	IF pc_USIM_Removal THEN USIM is removed ELSE the UE is powered down or switched off.
	-
	-
	-
	-

	9
	The SS configures:

- Cell A as the 'Serving cell'.

- IF pc_UTRAN THEN Cell 5 'Non-suitable cell'.

- IF pc_GERAN THEN Cell 24 'Non-suitable cell'.
	-
	-
	-
	-

	10
	IF pc_USIM_Removal THEN USIM is incerted ELSE the UE is powered up or switched on.
	-
	-
	-
	-

	11
	The UE transmits an ATTACH REQUEST message on cell A including a PDN CONNECTIVITY REQUEST message
	-->
	ATTACH REQUEST
	1
	P

	12
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	13
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	14
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	15
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 16a1 to 16a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred. 
	-
	-
	-
	-

	16a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	16a2
	The UE transmits the ESM INFORMATION REQUEST message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	17
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 18 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	18
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	-
	EXCEPTION:
Step 19a1 to 19b6 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	19a1
	IF pc_UTRAN THEN SS configures:

- Cell A as 'Non-suitable cell'

- Cell 5 as 'Serving cell'


	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 5 unless explicitly stated otherwise.
	-
	-
	-
	-

	19a2
	IF Automatic PS attach procedure at switch on or power on=FALSE THEN The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	19a3
	Check: Does the UE transmit an ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	19a4
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message to initiate the authentication and AKA procedure.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	19a5
	The UE transmits an AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	19a6
	The SS transmits an ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	19a7
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	19b1
	IF pc_GERAN THEN SS configures:

- Cell A as 'Non-suitable cell'


- Cell 24 as 'Serving cell'
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 24 unless explicitly stated otherwise.
	-
	-
	-
	-

	19b2
	IF Automatic PS attach procedure at switch on or power on=FALSE THEN The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	19b3
	Check: Does the UE transmit an ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	19b4
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message to initiate the authentication and AKA procedure.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	19b5
	The UE transmits an AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	19b6
	The SS transmits an ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	19b7
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	Note 1:
The request of connectivity to an additional PDN and the sending of data may be performed by MMI or AT command.


Table 9.3.1.6.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Steps 1a1 and 1a2 describe a behaviour which depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported.
	-
	-
	-
	-

	1a1
	IF pc_CS THEN the UE transmits a LOCATION UPDATING REQUEST message.
	--> 
	LOCATION UPDATING REQUEST
	-
	-

	1a2
	The SS transmits a LOCATION UPDATING ACCEPT message including IMSI-1
	<--
	LOCATION UPDATING ACCEPT
	-
	-


<end of modified section>
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