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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.121-1 [20] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	5.2A
	Maximum Output Power with HS-DPCCH
	Rel-5 only
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.2AA
	Maximum Output Power with HS-DPCCH (Release 6 and later)
	Rel-6
	C_RF24
	UEs supporting FDD and HS-PDSCH and not E-DPDCH

	Many Rows are skipped here
	
	
	
	

	9.2.3E
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Closed Loop Diversity Performance - Enhanced Performance Requirements Type 3 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 3
	Rel-7
	C_RF47
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-10, 13-14 and Enhanced performance requirements type 3

	
	
	Rel-7
	C_RF38
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15-18.

	
	
	Rel-8
	C_RF59
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-10, 13-14 and Enhanced performance requirements type 3i

	
	
	Rel-8
	C_RF45
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 19-20.

	9.2.4A
	MIMO Performance – Fixed Reference Channel (FRC) H-Set 9
	Rel-7
	C_RF38
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15-18

	9.2.4B
	MIMO Performance – Fixed Reference Channel (FRC) H-Set 11
	Rel-8
	C_RF45
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 19-20

	9.2.4C
	MIMO Performance – Fixed Reference Channel (FRC) H-Set 9A
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	9.2.4D
	MIMO Performance – Fixed Reference Channel (FRC) H-Set 11A
	Rel-9
	C_RF78
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 27-28

	9.3.1
	Reporting of Channel Quality Indicator - Single Link Performance -
AWGN Propagation Conditions
	Rel-5
	C_RF40
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 - 8, 11 and 12

	
	
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH


Many rows and sections are skipped here 
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