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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110226
	R3-110465
	Correct definition of Cell-ID
	25.469
	0059
	-
	F
	9.3.0
	TEI10
	Rel-10

	RP-110226
	R3-110468
	Correction to Integrity Protection Information and Encryption Information
	25.413
	1090
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-110476
	Clarification containers for CS only SRVCC towards UTRAN without PS HO support
	36.413
	0803
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-110508
	Introduction of Common H- RNTI List for Common HS- DSCH SRB1 Transmission
	25.433
	1866
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110226
	R3-110732
	Correction of the name for Time Synchronization Info IE
	36.413
	0839
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-110824
	S1AP Procedure Text General Clean-up
	36.413
	0860
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-110894
	Add T312 and N312 for 1.28Mcps TDD
	25.433
	1874
	1
	F
	10.1.0
	TEI10
	Rel-10

	RP-110226
	R3-110926
	Correction of Duplicated Warning messages
	36.413
	0852
	1
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-110985
	Support of PWS in RAN Sharing
	36.401
	0048
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110226
	R3-111004
	Clarification on TEID value range for S1AP
	36.413
	0827
	2
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-111005
	Clarification on TEID value range for X2AP
	36.423
	0419
	2
	F
	10.0.0
	TEI10
	Rel-10

	RP-110226
	R3-111006
	Clarification on TEID value range for RANAP
	25.413
	1099
	2
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-111007
	Clarification on TEID value range
	36.443
	0043
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110226
	R3-111008
	Clarification on TEID value range
	36.444
	0020
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110226
	R3-111017
	NNSF Abbreviation and other Editorials
	36.413
	0824
	2
	D
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-111019
	Identifying the Cell Identity
	25.469
	0063
	2
	F
	9.3.0
	TEI10
	Rel-10

	RP-110226
	R3-111020
	Addition of CLASS 1 Procedure for Common E-DCH resource release
	25.433
	1877
	2
	B
	10.1.0
	TEI10
	Rel-10

	RP-110226
	R3-111062
	Corrections on HS-DSCH Transmission without UE category
	25.433
	1878
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-110226
	R3-111085
	Extension of maximum number neigbouring RNCs
	25.423
	1669
	5
	F
	10.1.0
	TEI10
	Rel-10

	RP-110226
	R3-111087
	Introduction of a Stepwise Load Reduction Indication for the Overload procedure in Stage-3
	36.413
	0864
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-111088
	Typo correction in Message Type IE table
	36.413
	0840
	1
	F
	10.0.1
	TEI10
	Rel-10

	RP-110226
	R3-111092
	Adding of IMSI and IMEI to PERFORM LOCATION REQUEST message
	25.453
	0134
	5
	C
	10.1.0
	TEI10
	Rel-10
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