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	RP-110231
	R3-111053
	Additional IEs needed to support optimized HNB-HNB mobility
	25.413
	1095
	1
	B
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-110492
	Correction on UE De-Registration for Enhanced H2H Mobility
	25.467
	0125
	-
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-111050
	Correction to definition of HNB enhanced mobility.
	25.467
	0131
	2
	B
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-111054
	RUA Connect Message for Enhanced H2H Mobility
	25.468
	0033
	1
	B
	9.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-111052
	Additional messages to support direct HNB-HNB HO in HNBAP
	25.469
	0062
	2
	B
	9.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-110466
	Correct the criticality for two new IEs to support X2 HO for HeNB
	36.413
	0801
	-
	F
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-110911
	Correction of Source MME GUMMEI IE criticality in PATH SWITCH REQUEST message
	36.413
	0848
	1
	F
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110231
	R3-111028
	Correction of mobility to open HeNBs
	36.413
	0857
	3
	F
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10 

	RP-110231
	R3-110494
	Conditions for Enhanced X2 Mobility
	36.423
	0408
	-
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10 

	RP-110231
	R3-110682
	Clarify X2 Handover Scenarios
	36.423
	0420
	-
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10
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