3GPP TSG-RAN Meeting #51





RP-110267
Kansas City, USA, March 15 - 18, 2011
Source
TSG RAN WG2
9.2.4.2
RP-110267
Agreed RAN2 CRs to REL-8 WI Enhanced Uplink for CELL_FACH State in FDD
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110754
	Clarification of 16QAM support for Enhanced Uplink in CELL_FACH state and Idle mode
	Intel Corporation (UK) Ltd
	25.319
	0075
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-110755
	Clarification of 16QAM support for Enhanced Uplink in CELL_FACH state and Idle mode
	Intel Corporation (UK) Ltd
	25.319
	0076
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-110756
	Clarification of 16QAM support for Enhanced Uplink in CELL_FACH state and Idle mode
	Intel Corporation (UK) Ltd
	25.319
	0077
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-110757
	Change in the radio bearer mapping due to a system info message
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4435
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-110758
	Change in the radio bearer mapping due to a system info message
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4436
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-110759
	Change in the radio bearer mapping due to a system info message
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4437
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-110764
	Correction of RB mapping option selection for HSPA_RNTI_STORED_CELL_PCH
	Renesas Electronics Europe
	25.331
	4442
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-110765
	Correction of RB mapping option selection for HSPA_RNTI_STORED_CELL_PCH
	Renesas Electronics Europe
	25.331
	4443
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-110766
	Correction of RB mapping option selection for HSPA_RNTI_STORED_CELL_PCH
	Renesas Electronics Europe
	25.331
	4444
	-
	A
	REL-10
	RANimp-UplinkEnhState
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