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	· SA2 with LS (R2-10.3498) and WID objectives (SP 09-0617) tasked RAN2 to take into account that setting of Maximum Bit-Rate (MBR) can be greater than the Guaranteed Bit Rate over E-UTRAN (TS 23.401.[4.7.4]) by identifying and updating the appropriate specifications.

· MBR definition has been introduced in [R2-106924]
· The MBR QoS parameter value is known by the eNB and received in the "Bearer set-up request" from MME (EPS bearer QoS includes ARP, QCI, GBR and MBR).

The current formulation doesn't take the uplink MBR value into account 
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First change
11.4.2
Uplink

The UE has an uplink rate control function which manages the sharing of uplink resources between radio bearers. RRC controls the uplink rate control function by giving each bearer a priority and a prioritised bit rate (PBR). The values signalled may not be related to the ones signalled via S1 to the eNB.

The uplink rate control function ensures that the UE serves its radio bearer(s) in the following sequence:

1.
All the radio bearer(s) in decreasing priority order up to their PBR;

2.
All the radio bearer(s) in decreasing priority order for the remaining resources assigned by the grant.

NOTE1:
In case the PBRs are all set to zero, the first step is skipped and the radio bearer(s) are served in strict priority order: the UE maximises the transmission of higher priority data.

NOTE2:
By limiting the total grant to the UE, the eNB can ensure that the UE-AMBR plus the sum of MBRs is not exceeded.

If more than one radio bearer has the same priority, the UE shall serve these radio bearers equally.
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